
(E) COPPER PANEL TO REMAIN, SEAL HOLES
& FASTENER HEADS, TYP.

CLEAN ADJACENT SURFACES & (E) PANEL
TO BRIGHT METAL BEFORE INSTALLING (N)

SEALANT CANT, TYP.

(N) INSULATED GLASS UNIT, TYP.

(E) WEEP HOLES IN COPPER PANEL TO
REMAIN, TYP.

(N) GLAZING STOP TO MATCH (E), 
PAINT TO MATCH FRAME, TYP.

REPOINT MORTAR JOINT @ WINDOW
OPENING RECESS TO CORNER & TOOL

FLUSH TO FACILITATE SEALANT
INSTALLATION, TYP.

(E) TOP SASH TO BE REMOVED & 
REINSTALLED, STRIP EXISTING 
PAINT, MODIFY TO ACCOMDATE (N) 
IGU AS REQ'D. CONSOLIDATE, TYP.

(E) SASH WEIGHT CHAIN, REPLACE 
AS REQ'D TO MATCH (E), 
LUBRICATE AS REQ'D., TYP.

ALIGN

INTERIOR TRIM TO REMAIN, ABATE 
(E) PAINT & REPAINT TO MATCH (E), 
TYP.

(N) BRONZE RIB 
WEATHERSTRIPPING, ROUT SASH 
AS REQ'D. & FASTEN W/ 
NICKEL-PLATED FASTENERS, TYP 

(E) SASH WEIGHT PULLEY,  
LUBRICATE AS REQ'D., TYP.

(E) BOTTOM SASH TO BE
REMOVED & REINSTALLED, STRIP

EXISTING PAINT, MODIFY TO
ACCOMDATE (N) IGU AS REQ'D.

CONSOLIDATE, TYP. INTERIOR TRIM TO REMAIN, ABATE 
(E) PAINT & REPAINT TO MATCH (E), 
TYP.

(E) COPPER PANEL TO REMAIN, SEAL HOLES
& FASTENER HEADS, TYP.

CLEAN ADJACENT SURFACES & (E) PANEL
TO BRIGHT METAL BEFORE INSTALLING (N)

SEALANT CANT, TYP.

(N) EXTERIOR GLAZING STOP TO MATCH (E),
SET IN GLAZING PUTTY @ GLASS &

MAINTAIN (E) SIGHTLINE FROM INTERIOR,
TYP.

(E) WOOD SILL TO BE REMOVED &
REINSTALLED, STRIP EXISTING

PAINT, REPAIR W/ EPOXY FILLER TO
RESTORE PROFILE &
CONSOLIDATE, TYP.

1/2
"

(E) METAL RIB 
WEATHERSTRIPPING, REPLACE  
WHERE MISSING OR DAMAGED W/ 
BRONZE TO MATCH (E) , TYP.

ALIGN
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INTERIOR TRIM TO REMAIN, ABATE 
(E) PAINT & REPAINT TO MATCH (E), 
TYP.

(N) SEALANT BEAD, CLEAN (E) 
ADJACENT SURFACES AS 
NECESSARY FOR ADHESION, TYP.

REPLACE (E) SASH WEIGHTS, 
ADJUSTING TO ACCOMODATE 
WEIGHT OF NEW GLAZING UNITS, 
TYP.

(N) INSULATED GLASS UNIT, TYP.

1/2
"

(E) JAMB FRAME, STRIP EXISTING 
PAINT, CONSOLIDATE PAINT, TYP.

ENLARGE SASH WEIGHT ACCESS 
PANEL & REPLACE TRIM TO MATCH 
(E) AS REQ'D., TYP.

(N) BRONZE RIB 
WEATHERSTRIPPING, ROUT SASH 
AS REQ'D. & FASTEN W/ 
NICKEL-PLATED FASTENERS, TYP 

(E) WOOD WINDOW SILL & HEAD
HALF-SIZE

1(E) WOOD WINDOW JAMB
HALF-SIZE

2

(E) SASH LOCK, REPLACE W/ 
BRASS UNIT AS REQ'D TO MATCH 
(E), PAINT, TYP.

(N) BRONZE 'J' TYPE RIB STRIP @ MEETING
RAIL, CONT'R TO VERIFY SUITABILITY IN

FIELD AND NOTIFY ARCHITECT, TYP.


