ATTACHMENT 7
ITB #56-0160 — BID FORM

ITEM BID PRICE

General Conditions

Bond

DIR Registration

Pre-document the {E) conditions of the
Work areas, including the (E) cement
plaster wall, windows, louvers, mechanical
units, utility pipes, conduits, and affected
interior unit/space prior to the Fagade
Access Anchor replacement work.
Carefully cut and dispose of the (E) Fagade
Access Anchors above the roofing or
provide suggested alternative design to
render (E) Fagade Access Anchors
unusable. Carefully remove and dispose of
the (E) cement plaster finish and
associated accessories (metal lath, J-mold,
corner-aid, wire-ties, weep screed, etc.)
around the proposed Fagade Access
Anchors penetrations through the
penthouse walls. Peel back (E) weather
resistive barrier (WRB/Building Paper) for
the tie-on with (N) self-adhered membrane
{SAM) with primer as required by the
manufacturer. Include a layer of sacrificial
building paper between SAM and cement
plaster finish. Install (N) Fagade Access
Anchors per Structural and Fagade Access
Drawings on to structural deck and
structural walls of penthouse. Detail around
(N} Fagade Access Anchors per
Architectural Drawings on the roofing and
cement plaster finish. Seal around each
window washer anchorage penetration
through the penthouse with backer red and
sealant. Patch roofing and cement plaster
as needed (See Allowances). 6. Provide
(N) elastomeric coating on wall panels of
(E) penthouse where cement plaster was




patched from cement plaster control joint to
control joint to match (E).

5, Patch cement plaster around Fagade
Access Anchor penetrations through
penthouse walls. Price per square foot
assume approximately 175 square feet.

6. Patch roofing around Facade Access
Anchor penetration through roofing. Price
per square foot assume approximately 350
square feet.

7. Patch concrete slab at {N) Fagade Access
Anchor penetrations and dowel into (E)
slab. Price per square foot assume
approximately 500 square feet.
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