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SECTION 260500 - BASIC ELECTRICAL REQUIREMENTS 
 

PART 1 - GENERAL 
 

1.1 WORK INCLUDED 
 

A. Basic electrical requirements for all Division 26 Sections. 
 

1.2 RELATED WORK 
 

A. General requirements specifically applicable to Division 26 in addition to the provisions of 
Division 1. 

 
B. Work specified in other Divisions and Divison 26: (See Appendix A - Table of Contents) 
 

1.3 QUALITY ASSURANCE 
 

A. Provide equipment and materials which conform to the standards effective as of the date of the 
Contract Documents as promulgated by the following bodies: 

 
1. Underwriters' Laboratories (UL). 
2. National Electrical Manufacturers' Association (NEMA). 
3. Electrical Testing Laboratories (ETL). 
4. American National Standards Institute (ANSI). 
5. Insulated Cable Engineers Association (ICEA). 
6. California State Fire Marshal (CSFM). 
7. California Electrical Code (CEC). 
8. Titles 8, 19 and 24 of the California Code of Regulations (CCR). 

 
1.4 SUBMITTALS 

 
A. Submit electronic copies of manufacturer's submittal sheets or shop drawings for major items of 

electrical equipment and for any items specifically requested by the Electrical Engineer.  When 
possible, make all electrical submittals at the same time. 

 
1.5 INSTALLATION DRAWINGS 

 
A. Prepare dimensionally accurate floor plans of each electrical and signal room and/or closet, fire 

control room and the like, drawn to 1/4" scale minimum. Submit electronic copies for review 
with two prints for Architect's record.  Indicate all equipment within the rooms to scale based 
on shop drawing data, include structural support for suspended equipment and description of 
seismic bracing and fastening.  Indicate system and equipment grounding details as applicable.  
Review elevator machine room shop drawings and coordinate location of electrical gear to 
maintain clearances.  Submit with shop drawings. 

 
B. Where conduit runs, 2" trade size and larger, are run in exposed locations, prepare 

dimensionally accurate floor plans indicating routing, coordinated with work of other trades 
and the structure.  Submit legible reproducible transparencies with two prints for review. 
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1.6 PROJECT RECORD DOCUMENTS 
 

A. Maintain Record Documents which clearly indicate variances from the specified systems and 
which accurately locate all underground electrical conduits and structures. 

 
1.7 EXAMINATION OF DOCUMENTS 

 
A. Before submitting a bid, visit the Project Site and become familiar with conditions which may 

be pertinent to, or affect the cost of, the electrical installation. 
 

B. Become acquainted with the Work of other installers whose activities will adjoin or be affected 
by the electrical Work.  Consult with these other installers and study all pertinent Drawings in 
order to coordinate the Work and to avoid conflicts, omissions and delays. 

 
1.8 PERMITS AND FEES 

 
A. Obtain and pay for all necessary electrical permits and fees. 
 

1.9 SUBSTITUTIONS 
 

A. Refer to other Sections of these Specifications for substitution requirements. 
 

1.10 DRAWINGS 
 

A. For purposes of clarity and legibility, the electrical Drawings are essentially diagrammatic.  
although the size and location of electrical equipment is drawn to scale wherever possible, 
make use of all data in all of the Contract Documents, and verify this at the Project Site.  
Determine the exact location of conduits, outlets and equipment by the study of details, shop 
drawings and/or the Architect's directions. 

 
B. The electrical Drawings show the required size and points of termination of the conduits and 

the quantity and size of the conductors within.  However, the Drawings do not show all of the 
necessary conduit bends.  Install conduits in such a manner as to conform to structure, avoid 
obstruction, preserve headroom and keep passageways and openings clear. 

 
C. Locate outlets symmetrically with architectural elements, notwithstanding the fact that the 

locations shown of the electrical drawings may be distorted for clarity of representation. 
 

D. The architectural Drawings take precedence over the electrical Drawings.  Study the reflected 
ceiling plans and interior elevations to determine the exact location of lighitng fixtures, wall-
mounted devices and fixtures, etc.  The Architect has taken a very active role in the placement 
of these items.  Should there be a conflict between locations shown on the architectural and 
electrical drawings, contact the Engineer for clarification prior to rough-in. 

 
E. Before submitting a bid, examine all pertinent Contract Documents for electrical requirements 

which are not necessarily indicated on the electrical Drawings and include in the bid a sum 
which is sufficient to cover the costs of these other requirements. 

 
F. Should it be perceived that the Contract Documents do not sufficiently define the required 
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electrical work, contact the Architect for clarification or further description.  Failure to do this 
will be construed as evidence of an understanding of the required electrical systems and their 
installation. 

1.11 REQUESTS FOR INFORMATION (RFIs) 

A. General: Immediately on discovery of the need for additional information or interpretation of 
the Contract Documents, Contractor shall prepare and submit an RFI in the form specified 
(refer to Division 1). 

1. Coordinate and submit RFIs in a prompt manner so as to avoid delays in Contractor's 
work or work of subcontractors. 

2. RFIs shall address single questions and related issues only. 

3. All RFIs shall be thoroughly reviewed and approved by the General Contractor and/or 
Construction Manager for accuracy and need for information required before submittal to 
Owner’s Design Representative.  

B. Content of the RFI: Include a detailed, legible description of item needing information or 
interpretation and the following: 

1. Project name. 
a. Project number. 
b. Date. 
c. Name of Contractor. 
d. Name of Architect. 
e. RFI number, numbered sequentially and unique. 
f. RFI subject. 
g. Specification Section number and title and related paragraphs, as appropriate. 
h. Drawing number and detail references, as appropriate. 
i. Field dimensions and conditions, as appropriate. 
j. Contractor's suggested resolution. If Contractor's suggested resolution impacts the 

Contract Time or the Contract Sum, Contractor shall state impact in the RFI. 
k. Contractor's signature. 
l. Attachments: Include sketches, descriptions, measurements, photos, Product Data, 

Shop Drawings, coordination drawings, and other information necessary to fully 
describe items needing interpretation. 

1) Include dimensions, thicknesses, structural grid references, and details of 
affected materials, assemblies, and attachments on attached sketches. 

C. Engineer’s Action: Engineer will review each RFI, determine action required, and respond. 
Allow a minimum three business days for Engineer's response for each RFI, plus additional 
time for Architect and General Contractor to review and forward. RFIs received by Engineer 
after 1:00 p.m. will be considered as received the following working day. 

1. The following Contractor-generated RFIs will be returned without action: 
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a. Incomplete RFIs or inaccurately prepared RFIs. 

b. RFIs submitted without indication of review and approval for submission by 
General Contractor. 

c. RFIs addressing multiple unrelated issues. 
d. Requests for approval of submittals. 
e. Requests for approval of substitutions. 
f. Requests for approval of Contractor's means and methods. 
g. Requests for information already indicated in the Contract Documents. 
h. Requests for adjustments in the Contract Time or the Contract Sum. 
i. Requests for interpretation of Engineer's actions on submittals. 

2. Engineer's action may include a request for additional information, in which case 
Engineer's time for response will date from time of receipt of additional information. 

 
 

1.12 VERIFICATION OF AVAILABLE SPACE 
 

A. Throughout the course of construction, verify that sufficient space will be available for the 
equipment to be installed. 

 
1.13 IDENTIFICATION MARKINGS 

 
A. Switchboards, distribution and branch panelboards, terminal cabinets and other miscellaneous 

electrical equipment shall be identified with laminated black and white engraved plastic 
nameplates which properly identify each item.  Nameplates shall be attached with steel rivets or 
bolts and nuts. 

 
1.14 EXISTING FACILITIES 

 
A. Examine the drawings and specifications of the completed work and inspect the site to establish 

the scope of demolition work and new work to be provided under this sections and clarification 
of the phasing of the work. 
 

B. Based on project phasing and scheduling, demolition work will be taking place in and around 
existing areas that are to remain in service.  Where the work under this section affects or 
interferes with the operation of any existing areas to remain in service, or portions of the work 
already in operation, provide all necessary work and material including premium pay, required 
to avoid shutdown of these areas during normal operations.  Obtain Owner's approval for 
shutdown, in writing, 48 hours prior to shutdown. 

C. Existing electrical and signal facilities outside of the demolition area to remain in place and in 
service during demolition. 

 
D. Unless specifically noted or otherwise indicated or directed, remove all existing electrical 

equipment in the areas to be demolished.  Deliver all equipment removed, including lighting 
fixtures, to the Owner's representative. 
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1.15 REMODELING 

 
A. Where remodeling of existing areas is indicated, provide all work indicated and required for a 

complete and operating facility.  Where work is adjacent to existing fixtures or devices, provide 
matching products to present uniform appearance.  Salvage demolished material and equipment 
and deliver to Owner as directed.  Dispose of salvaged materials and equipment where so 
directed in writing by Owner.  Patch all openings in existing walls or floors caused by removal 
of materials and/or equipment under this work. 
 

1.16 DEMOLITION 
 

A. Where areas of existing facilities are indicated to be demolished or remodeled, visit site to 
determine scope of work.  Relocate electric and signal system equipment, and reroute or 
replace conduit and wiring as required to conform with new use of the area and maintain 
operation of adjacent areas. 

 
1.17 WATERPROOFING 

 
A. Wherever electrical Work pierces waterproofing or waterproofing membranes, install it in an 

approved watertight manner. 
 

1.18 PRODUCT DELIVERY, STORAGE AND HANDLING 
 

A. Protect electrical equipment and materials during transit, storage and handling to prevent 
damage, soiling and deterioration. 

 
B. Provide new electrical materials and deliver them to the Project Site in unbroken packages. 
 

1.19 CUTTING AND PATCHING 
 

A. Provide core drilling, cutting and patching of existing construction and surfaces for the 
installation of electrical systems.  Concrete, asphalt or plaster surfaces which have been 
damaged by such drilling or cutting shall be patched and repaired to match the surrounding 
surface. 

 
1.20 ADJUST AND CLEAN 

 
A. Keep the Project Site free from accumulations of electrical rubbish and debris.  Remove such 

accumulations from the Project Site. 
 

B. Thoroughly clean electrical equipment and materials of plaster, cement and other foreign 
materials and leave smooth, clean and dry. 
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1.21 FIELD QUALITY CONTROL 
 

A. At project Completion or upon request of the Architect anytime, make necessary tests under the 
observation of the Architect which will ensure that electrical equipment, materials and 
installation methods are as specified.   

 
B. At Project Completion, test electrical loads and controls under full operating conditions and 

immediately replace, at no cost to the Owner, defective electrical equipment, devices and 
workmanship.  Make standard electrical equipment, materials and performance tests and also 
tests as may be required by the Architect, such as electrical insulation and ground resistance, or 
temperature rise.   

 
C. Closing-in of Work:  Do not allow Electrical Work to be covered or enclosed until it has been 

observed by the Architect's Representative.  Should unobserved Electrical Work be covered or 
enclosed, uncover it for observation and then make repairs as necessary to restore the Electrical 
Work and the Work of other affected installers to its original and proper condition, at no cost to 
the Owner. 

 
 

PART 2 - PRODUCTS 
 

2.1 Not used. 
 
 

PART 3 - EXECUTION 
 

3.1 Not used. 
 

END OF SECTION – BASIC ELECTICAL REQUIREMENTS 
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SECTION 260519 - LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Building wires and cables rated 600 V and less. 
2. Connectors, splices, and terminations rated 600 V and less. 

1.3 DEFINITIONS 

A. EPDM:  Ethylene-propylene-diene terpolymer rubber. 

B. NBR:  Acrylonitrile-butadiene rubber. 

1.4 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated. 

1.5 INFORMATIONAL SUBMITTALS 

A. Qualification Data:  For testing agency. 

B. Field quality-control test reports. 

1.6 QUALITY ASSURANCE 

A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for 
intended use. 

B. Comply with NFPA 70. 
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PART 2 - PRODUCTS 

2.1 CONDUCTORS AND CABLES 

A. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

1. Alcan Products Corporation; Alcan Cable Division. 
2. American Insulated Wire Corp.; a Leviton Company. 
3. General Cable Corporation. 
4. Senator Wire & Cable Company. 
5. Southwire Company. 

B.  Copper Conductors:  Comply with NEMA WC 70. 

C. Conductor Insulation:  Comply with NEMA WC 70 for Types  THHN-THWN. 

D. Multiconductor Cable:  Comply with NEMA WC 70 for armored cable, Type AC metal-clad 
cable and Type MC with ground wire. 

2.2 CONNECTORS AND SPLICES 

A. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

1. AFC Cable Systems, Inc. 
2. Hubbell Power Systems, Inc. 
3. O-Z/Gedney; EGS Electrical Group LLC. 
4. 3M; Electrical Products Division. 
5. Tyco Electronics Corp. 

B. Description:  Factory-fabricated connectors and splices of size, ampacity rating, material, type, 
and class for application and service indicated. 

PART 3 - EXECUTION 

3.1 CONDUCTOR MATERIAL APPLICATIONS 

A. Feeders:  Copper.  Solid or stranded for No. 10 AWG and smaller; stranded for No. 8 AWG and 
larger. 

B. Branch Circuits:  Copper.  Solid or stranded for No. 10 AWG and smaller; stranded for 
No. 8 AWG and larger. 
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3.2 CONDUCTOR INSULATION AND MULTICONDUCTOR CABLE APPLICATIONS AND 
WIRING METHODS 

A. Service Entrance:  Type THHN-THWN, single conductors in raceway. 

B. Exposed Feeders:  Type THHN-THWN, single conductors in raceway. 

C. Feeders Concealed in Ceilings, Walls, Partitions, and Crawlspaces:  Type THHN-THWN, 
single conductors in raceway. 

D. Feeders Concealed in Concrete, below Slabs-on-Grade, and Underground:  Type THHN-
THWN, single conductors in raceway. 

E. Exposed Branch Circuits, Including in Crawlspaces:  Type THHN-THWN, single conductors in 
raceway. 

F. Branch Circuits Concealed in Ceilings, Walls, and Partitions:  Type THHN-THWN, single 
conductors in raceway or Metal-clad cable, Type MC. 

G. Class 1 Control Circuits:  Type THHN-THWN, in raceway. 

H. Class 2 Control Circuits:  Type THHN-THWN, in raceway. 

3.3 INSTALLATION OF CONDUCTORS AND CABLES 

A. Conceal cables in finished walls, ceilings, and floors, unless otherwise indicated. 

B. Use manufacturer-approved pulling compound or lubricant where necessary; compound used 
must not deteriorate conductor or insulation.  Do not exceed manufacturer's recommended 
maximum pulling tensions and sidewall pressure values. 

C. Use pulling means, including fish tape, cable, rope, and basket-weave wire/cable grips, that will 
not damage cables or raceway. 

D. Install exposed cables parallel and perpendicular to surfaces of exposed structural members, and 
follow surface contours where possible. 

E. Support cables according to Division 26 Section "Hangers and Supports for Electrical Systems." 

F. Identify and color-code conductors and cables according to Division 26 Section "Identification 
for Electrical Systems." 

3.4 CONNECTIONS 

A. Tighten electrical connectors and terminals according to manufacturer's published torque-
tightening values.  If manufacturer's torque values are not indicated, use those specified in 
UL 486A and UL 486B. 

B. Make splices and taps that are compatible with conductor material and that possess equivalent 
or better mechanical strength and insulation ratings than unspliced conductors. 
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1. Use oxide inhibitor in each splice and tap conductor for aluminum conductors. 

C. Wiring at Outlets:  Install conductor at each outlet, with at least 6 inches of slack. 

3.5 SLEEVE AND SLEEVE-SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS 

A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies.   

3.6 FIRESTOPPING 

A. Apply firestopping to electrical penetrations of fire-rated floor and wall assemblies to restore 
original fire-resistance rating of assembly according to Division 07 Section "Penetration 
Firestopping." 

3.7 FIELD QUALITY CONTROL 

A. Perform tests and inspections and prepare test reports. 

B. Tests and Inspections: 

1. After installing conductors and cables and before electrical circuitry has been energized, 
test service entrance and feeder conductors, and conductors feeding the following critical 
equipment and services for compliance with requirements. 

a. Feeders to all panels 

b. Feeders to all motors over 1 HP 

c. Feeders and branch circuits to all Mechanical Equipment 

d. Feeders and branch circuits to all elevators. 

2. Perform each visual and mechanical inspection and electrical test stated in NETA 
Acceptance Testing Specification.  Certify compliance with test parameters. 

3. Infrared Scanning:  After Substantial Completion, but not more than 60 days after Final 
Acceptance, perform an infrared scan of each splice in cables and conductors No. 3 AWG 
and larger.  Remove box and equipment covers so splices are accessible to portable 
scanner. 
a. Instrument:  Use an infrared scanning device designed to measure temperature or 

to detect significant deviations from normal values.  Provide calibration record for 
device. 

b. Record of Infrared Scanning:  Prepare a certified report that identifies splices 
checked and that describes scanning results.  Include notation of deficiencies 
detected, remedial action taken, and observations after remedial action. 

C. Test Reports:  Prepare a written report to record the following: 

1. Test procedures used. 
2. Test results that comply with requirements. 
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3. Test results that do not comply with requirements and corrective action taken to achieve 
compliance with requirements. 

D. Remove and replace malfunctioning units and retest as specified above. 

END OF SECTION 260519 
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SECTION 260526 - GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes:  Grounding systems and equipment. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated. 

1.4 INFORMATIONAL SUBMITTALS 

A. Informational Submittals:  Plans showing dimensioned as-built locations of grounding features 
specified in "Field Quality Control" Article, including the following: 
1. Ground rods. 
2. Grounding arrangements and connections for separately derived systems. 

C. Field quality-control reports. 

1.5 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For grounding to include in emergency, operation, and 
maintenance manuals. In addition to items specified in Division 01 Section "Operation and 
Maintenance Data," include the following: 

1. Instructions for periodic testing and inspection of grounding features at test wells and 
grounding connections for separately derived systems based on NETA MTS. 

a. Tests shall determine if ground-resistance or impedance values remain within 
specified maximums, and instructions shall recommend corrective action if values 
do not. 

b. Include recommended testing intervals. 
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1.6 QUALITY ASSURANCE 

A. Testing Agency Qualifications:  Member company of NETA or an NRTL. 

1. Testing Agency's Field Supervisor:  Currently certified by NETA to supervise on-site 
testing. 

B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
by a qualified testing agency, and marked for intended location and application. 

C. Comply with UL 467 for grounding and bonding materials and equipment. 

PART 2 - PRODUCTS 

2.1 CONDUCTORS 

A. Insulated Conductors:  Copper or tinned-copper wire or cable insulated for 600 V unless 
otherwise required by applicable Code or authorities having jurisdiction. 

B. Bare Copper Conductors: 

1. Solid Conductors:  ASTM B 3. 
2. Stranded Conductors:  ASTM B 8. 
3. Tinned Conductors:  ASTM B 33. 
4. Bonding Cable:  28 kcmil, 14 strands of No. 17 AWG conductor, 1/4 inch in diameter. 
5. Bonding Conductor:  No. 4 or No. 6 AWG, stranded conductor. 
6. Bonding Jumper:  Copper tape, braided conductors terminated with copper ferrules; 1-5/8 

inches wide and 1/16 inch thick. 
7. Tinned Bonding Jumper:  Tinned-copper tape, braided conductors terminated with copper 

ferrules; 1-5/8 inches wide and 1/16 inch thick. 

D. Grounding Bus:  Predrilled rectangular bars of annealed copper, 1/4 by 4 inches in cross 
section, with 9/32-inch holes spaced 1-1/8 inches apart. Minimum length shall be 18 inches or 
as shown on drawings.  Stand-off insulators for mounting shall comply with UL 891 for use in 
switchboards, 600 V.  Lexan or PVC, impulse tested at 5000 V. 

2.2 CONNECTORS 

A. Listed and labeled by an NRTL acceptable to authorities having jurisdiction for applications in 
which used and for specific types, sizes, and combinations of conductors and other items 
connected. 

B. Bolted Connectors for Conductors and Pipes:  Copper or copper alloy, pressure type with at 
least two bolts. 

1. Pipe Connectors:  Clamp type, sized for pipe. 

C. Welded Connectors:  Exothermic-welding kits of types recommended by kit manufacturer for 
materials being joined and installation conditions. 



  Grounding and Bonding for Electrical Systems 
  09.22.2017 

MK Think Inc. -   UC Hastings College of the Law 
September 26, 2017 ITB 78-0160 Infrastructure Improvement Projects 
 

D. Bus-bar Connectors:  Mechanical type, cast silicon bronze, solderless compression-type wire 
terminals, and long-barrel, two-bolt connection to ground bus bar.  Provide exothermic where 
shown on drawings and where extending main service ground 

2.3 GROUNDING ELECTRODES 

A. Ground Rods:  Copper-clad steel; 3/4 inch in diameter by 10 feet. 

PART 3 - EXECUTION 

3.1 APPLICATIONS 

A. Conductors:  Install solid conductor for No. 8  AWG and smaller, and stranded conductors for 
No. 6  AWG and larger unless otherwise indicated. 

B. Isolated Grounding Conductors:  Green-colored insulation with continuous yellow stripe.  On 
feeders with isolated ground, identify grounding conductor where visible to normal inspection, 
with alternating bands of green and yellow tape, with at least three bands of green and two 
bands of yellow. 

C. Grounding Bus:  Install in electrical and telephone equipment rooms, in rooms housing service 
equipment, and elsewhere as indicated. 

1. Install bus on insulated spacers 2 inches minimum from wall, 18 inches above finished 
floor unless otherwise indicated. 

2. Where indicated on both sides of doorways, route bus up to top of door frame, across top 
of doorway, and down to specified height above floor; connect to horizontal bus. 

D. Conductor Terminations and Connections: 

1. Pipe and Equipment Grounding Conductor Terminations:  Bolted connectors. 
2. Underground Connections:  Welded connectors except at test wells and as otherwise 

indicated. 
3. Connections to Ground Rods at Test Wells:  Bolted connectors. 
4. Connections to Structural Steel:  Welded connectors. 

3.2 EQUIPMENT GROUNDING 

A. Install insulated equipment grounding conductors with all feeders and branch circuits. 

B. Install insulated equipment grounding conductors with the following items, in addition to those 
required by NFPA 70: 

1. Feeders and branch circuits. 
2. Lighting circuits. 
3. Receptacle circuits. 
4. Single-phase motor and appliance branch circuits. 
5. Three-phase motor and appliance branch circuits. 
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6. Flexible raceway runs. 
7. Busway Supply Circuits:  Install insulated equipment grounding conductor from 

grounding bus in the switchgear, switchboard, or distribution panel to equipment 
grounding bar terminal on busway. 

8. Computer and Rack-Mounted Electronic Equipment Circuits:  Install insulated equipment 
grounding conductor in branch-circuit runs from equipment-area power panels and 
power-distribution units. 

3.3 INSTALLATION 

A. Grounding Conductors:  Route along shortest and straightest paths possible unless otherwise 
indicated or required by Code.  Avoid obstructing access or placing conductors where they may 
be subjected to strain, impact, or damage. 

B. Ground Bonding Common with Lightning Protection System:  Comply with NFPA 780 and 
UL 96 when interconnecting with lightning protection system.  Bond electrical power system 
ground directly to lightning protection system grounding conductor at closest point to electrical 
service grounding electrode.  Use bonding conductor sized same as system grounding electrode 
conductor, and install in conduit. 

C. Ground Rods:  Drive rods until tops are 2 inches below finished floor or final grade unless 
otherwise indicated. 

1. Interconnect ground rods with grounding electrode conductor below grade and as 
otherwise indicated.  Make connections without exposing steel or damaging coating if 
any. 

D. Bonding Straps and Jumpers:  Install in locations accessible for inspection and maintenance 
except where routed through short lengths of conduit. 

1. Bonding to Structure:  Bond straps directly to basic structure, taking care not to penetrate 
any adjacent parts. 

2. Bonding to Equipment Mounted on Vibration Isolation Hangers and Supports:  Install 
bonding so vibration is not transmitted to rigidly mounted equipment. 

3. Use exothermic-welded connectors for outdoor locations; if a disconnect-type connection 
is required, use a bolted clamp. 

E. Grounding and Bonding for Piping: 

1. Metal Water Service Pipe:  Install insulated copper grounding conductors, in conduit, 
from building's main service equipment, or grounding bus, to main metal water service 
entrances to building.  Connect grounding conductors to main metal water service pipes; 
use a bolted clamp connector or bolt a lug-type connector to a pipe flange by using one of 
the lug bolts of the flange.  

2. Bond each aboveground portion of gas piping system downstream from equipment 
shutoff valve. 
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3.4 LABELING 

A. Provide labeling on all grounding conductors with in 12” of end of conductor. 

3.5 FIELD QUALITY CONTROL 

C. Tests and Inspections: 

1. After installing grounding system but before permanent electrical circuits have been 
energized, test for compliance with requirements. 

2. Inspect physical and mechanical condition.  Verify tightness of accessible, bolted, 
electrical connections with a calibrated torque wrench according to manufacturer's 
written instructions. 

3. Test completed grounding system at each location where a maximum ground-resistance 
level is specified, at service disconnect enclosure grounding terminal, and at ground test 
wells.  Make tests at ground rods before any conductors are connected. 

a. Measure ground resistance no fewer than two full days after last trace of 
precipitation and without soil being moistened by any means other than natural 
drainage or seepage and without chemical treatment or other artificial means of 
reducing natural ground resistance. 

b. Perform tests by fall-of-potential method according to IEEE 81. 

4. Prepare dimensioned Drawings locating each test well, ground rod and ground-rod 
assembly, and other grounding electrodes.  Identify each by letter in alphabetical order, 
and key to the record of tests and observations.  Include the number of rods driven and 
their depth at each location, and include observations of weather and other phenomena 
that may affect test results.  Describe measures taken to improve test results. 

D. Grounding system will be considered defective if it does not pass tests and inspections. 

E. Prepare test and inspection reports. 

F. Report measured ground resistances that exceed the following values: 

1. Power and Lighting Equipment or System with Capacity of 500 kVA and Less:  10 ohms. 
2. Power and Lighting Equipment or System with Capacity of 500 to 1000 kVA:  5 ohms. 
3. Power and Lighting Equipment or System with Capacity More Than 1000 kVA:  3 ohms. 
4. Power Distribution Units or Panelboards Serving Electronic Equipment:  3 ohm(s). 

G. Excessive Ground Resistance:  If resistance to ground exceeds specified values, notify Architect 
promptly and include recommendations to reduce ground resistance. 

END OF SECTION 260526 
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SECTION 260529 - HANGERS AND SUPPORTS FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Hangers and supports for electrical equipment and systems. 

1.3 DEFINITIONS 

A. EMT:  Electrical metallic tubing. 

B. IMC:  Intermediate metal conduit. 

C. RMC:  Rigid metal conduit. 

1.4 PERFORMANCE REQUIREMENTS 

B. Design supports for multiple raceways capable of supporting combined weight of supported 
systems and its contents. 

1.5 ACTION SUBMITTALS 

A. Product Data:  For the following: 

1. Steel slotted support systems. 

B. Shop Drawings: Show fabrication and installation details and include calculations for the 
following: 

1. Trapeze hangers.  Include Product Data for components. 
2. Steel slotted channel systems.  Include Product Data for components. 
3. Equipment supports. 



  Hangers and Supports for Electrical Systems 
  09.22.2017 

MK Think Inc. -   UC Hastings College of the Law 
September 26, 2017 ITB 78-0160 Infrastructure Improvement Projects 
 

1.6 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

1.7 QUALITY ASSURANCE 

B. Comply with NFPA 70. 

1.8 COORDINATION 

A. Coordinate size and location of concrete bases.  Cast anchor-bolt inserts into bases.  Concrete, 
reinforcement, and formwork requirements are specified in Division 03. 

B. Coordinate installation of roof curbs, equipment supports, and roof penetrations.  These items 
are specified in Division 07 Section "Roof Accessories." 

PART 2 - PRODUCTS 

2.1 SUPPORT, ANCHORAGE, AND ATTACHMENT COMPONENTS 

A. Steel Slotted Support Systems:  Comply with MFMA-4, factory-fabricated components for field 
assembly. 

1. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Allied Tube & Conduit. 
b. Cooper B-Line, Inc.; a division of Cooper Industries. 
c. ERICO International Corporation. 
d. GS Metals Corp. 
e. Thomas & Betts Corporation. 
f. Unistrut; Tyco International, Ltd. 
g. Wesanco, Inc. 

3. Metallic Coatings:  Hot-dip galvanized after fabrication and applied according to 
MFMA-4. 

6. Channel Dimensions:  Selected for applicable load criteria. 

B. Raceway and Cable Supports:  As described in NECA 1 and NECA 101. 

C. Conduit and Cable Support Devices:  Steel  hangers, clamps, and associated fittings, designed 
for types and sizes of raceway or cable to be supported. 

D. Support for Conductors in Vertical Conduit:  Factory-fabricated assembly consisting of 
threaded body and insulating wedging plug or plugs for non-armored electrical conductors or 
cables in riser conduits.  Plugs shall have number, size, and shape of conductor gripping pieces 
as required to suit individual conductors or cables supported.  Body shall be malleable iron. 
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E. Structural Steel for Fabricated Supports and Restraints:  ASTM A 36/A 36M, steel plates, 
shapes, and bars; black and galvanized. 

F. Mounting, Anchoring, and Attachment Components:  Items for fastening electrical items or 
their supports to building surfaces include the following: 

1. Powder-Actuated Fasteners:  Threaded-steel stud, for use in hardened portland cement 
concrete, steel, or wood, with tension, shear, and pullout capacities appropriate for 
supported loads and building materials where used. 

a. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated into the Work include, but are not 
limited to, the following: 

1) Hilti Inc. 
2) ITW Ramset/Red Head; a division of Illinois Tool Works, Inc. 
3) MKT Fastening, LLC. 
4) Simpson Strong-Tie Co., Inc.; Masterset Fastening Systems Unit. 

2. Mechanical-Expansion Anchors:  Insert-wedge-type, zinc-coated  steel, for use in 
hardened portland cement concrete with tension, shear, and pullout capacities appropriate 
for supported loads and building materials in which used. 

a. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated into the Work include, but are not 
limited to, the following: 

1) Cooper B-Line, Inc.; a division of Cooper Industries. 
2) Empire Tool and Manufacturing Co., Inc. 
3) Hilti Inc. 
4) ITW Ramset/Red Head; a division of Illinois Tool Works, Inc. 
5) MKT Fastening, LLC. 

3. Concrete Inserts:  Steel or malleable-iron, slotted support system units similar to MSS 
Type 18; complying with MFMA-4 or MSS SP-58. 

4. Clamps for Attachment to Steel Structural Elements:  MSS SP-58, type suitable for 
attached structural element. 

5. Through Bolts:  Structural type, hex head, and high strength.  Comply with 
ASTM A 325. 

6. Toggle Bolts:  All-steel springhead type. 
7. Hanger Rods:  Threaded steel. 

2.2 FABRICATED METAL EQUIPMENT SUPPORT ASSEMBLIES 

A. Description:  Welded or bolted, structural-steel shapes, shop or field fabricated to fit dimensions 
of supported equipment. 
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PART 3 - EXECUTION 

3.1 APPLICATION 

A. Comply with NECA 1 and NECA 101 for application of hangers and supports for electrical 
equipment and systems except if requirements in this Section are stricter. 

B. Maximum Support Spacing and Minimum Hanger Rod Size for Raceway:  Space supports for 
EMT, IMC, and RMC as  scheduled in NECA 1, where its Table 1 lists maximum spacings less 
than stated in NFPA 70.  Minimum rod size shall be 1/4 inch in diameter. 

C. Multiple Raceways or Cables:  Install trapeze-type supports fabricated with steel slotted or 
other support system, sized so capacity can be increased by at least 25  percent in future without 
exceeding specified design load limits. 

1. Secure raceways and cables to these supports with  single-bolt conduit clamps . 

D. Spring-steel clamps designed for supporting single conduits without bolts may be used for 1-
1/2-inch and smaller raceways serving branch circuits and communication systems above 
suspended ceilings and for fastening raceways to trapeze supports. 

3.2 SUPPORT INSTALLATION 

A. Comply with NECA 1 and NECA 101 for installation requirements except as specified in this 
Article. 

B. Raceway Support Methods:  In addition to methods described in NECA 1, EMT  may be 
supported by openings through structure members, as permitted in NFPA 70. 

C. Strength of Support Assemblies:  Where not indicated, select sizes of components so strength 
will be adequate to carry present and future static loads within specified loading limits.  
Minimum static design load used for strength determination shall be weight of supported 
components plus 200 lb. 

D. Mounting and Anchorage of Surface-Mounted Equipment and Components:  Anchor and fasten 
electrical items and their supports to building structural elements by the following methods 
unless otherwise indicated by code: 

1. To Wood:  Fasten with lag screws or through bolts. 
2. To New Concrete:  Bolt to concrete inserts. 
3. To Masonry:  Approved toggle-type bolts on hollow masonry units and expansion anchor 

fasteners on solid masonry units. 
4. To Existing Concrete:  Expansion anchor fasteners. 
5. Instead of expansion anchors, powder-actuated driven threaded studs provided with lock 

washers and nuts may be used in existing standard-weight concrete 4 inches thick or 
greater.  Do not use for anchorage to lightweight-aggregate concrete or for slabs less than 
4 inches thick. 

6. To Steel:  Welded threaded studs complying with AWS D1.1/D1.1M, with lock washers 
and nuts or Beam clamps (MSS Type 19, 21, 23, 25, or 27) complying with MSS SP-69 . 
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7. To Light Steel:  Sheet metal screws. 
8. Items Mounted on Hollow Walls and Nonstructural Building Surfaces:  Mount cabinets, 

panelboards, disconnect switches, control enclosures, pull and junction boxes, 
transformers, and other devices on slotted-channel racks attached to substrate by means 
that meet seismic-restraint strength and anchorage requirements. 

E. Drill holes for expansion anchors in concrete at locations and to depths that avoid reinforcing 
bars. 

3.3 INSTALLATION OF FABRICATED METAL SUPPORTS 

A. Comply with installation requirements in Division 05 Section "Metal Fabrications" for site-
fabricated metal supports. 

B. Cut, fit, and place miscellaneous metal supports accurately in location, alignment, and elevation 
to support and anchor electrical materials and equipment. 

C. Field Welding:  Comply with AWS D1.1/D1.1M. 

3.4 PAINTING 

A. Touchup:  Clean field welds and abraded areas of shop paint.  Paint exposed areas immediately 
after erecting hangers and supports.  Use same materials as used for shop painting.  Comply 
with SSPC-PA 1 requirements for touching up field-painted surfaces. 

1. Apply paint by brush or spray to provide minimum dry film thickness of 2.0 mils. 

C. Galvanized Surfaces:  Clean welds, bolted connections, and abraded areas and apply 
galvanizing-repair paint to comply with ASTM A 780. 

END OF SECTION 260529 
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SECTION 260533 - RACEWAYS AND BOXES FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Metal conduits, tubing, and fittings. 
2. Metal wireways and auxiliary gutters. 
3. Surface raceways. 
4. Boxes, enclosures, and cabinets. 

1.3 DEFINITIONS 

A. EMT:  Electrical metallic tubing. 

C. FMC:  Flexible metal conduit. 

D. IMC:  Intermediate metal conduit. 

E. LFMC:  Liquidtight flexible metal conduit. 

F. ARC:  Aluminum rigid conduit. 

G. GRC:  Galvanized rigid steel conduit. 

H. IMC:  Intermediate metal conduit. 

1.4 ACTION SUBMITTALS 

A. Product Data:  For surface raceways, wireways and fittings, floor boxes, hinged-cover 
enclosures, and cabinets. 

1.5 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings:  Conduit routing plans, drawn to scale, on which the following items 
are shown and coordinated with each other, using input from installers of items involved: 
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1. Structural members in paths of conduit groups with common supports. 
2. HVAC and plumbing items and architectural features in paths of conduit groups with 

common supports. 

PART 2 - PRODUCTS 

2.1 METAL CONDUITS, TUBING, AND FITTINGS 

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

1. AFC Cable Systems, Inc. 
2. Allied Tube & Conduit; a Tyco International Ltd. Co. 
3. Anamet Electrical, Inc. 
4. Electri-Flex Company. 
5. O-Z/Gedney; a brand of EGS Electrical Group. 
6. Republic Conduit. 
7. Robroy Industries. 
8. Southwire Company. 
9. Thomas & Betts Corporation. 
10. Western Tube and Conduit Corporation. 
11. Wheatland Tube Company; a division of John Maneely Company. 

B. Listing and Labeling:  Metal conduits, tubing, and fittings shall be listed and labeled as defined 
in NFPA 70, by a qualified testing agency, and marked for intended location and application. 

C. GRC:  Comply with ANSI C80.1 and UL 6. 

E. IMC:  Comply with ANSI C80.6 and UL 1242. 

F. PVC-Coated Steel Conduit:  PVC-coated rigid steel conduit. 

1. Comply with NEMA RN 1. 
2. Coating Thickness:  0.040 inch, minimum. 

G. EMT:  Comply with ANSI C80.3 and UL 797. 

H. FMC:  Comply with UL 1; zinc-coated steel or aluminum. 

I. LFMC:  Flexible steel conduit with PVC jacket and complying with UL 360. 

J. Fittings for Metal Conduit:  Comply with NEMA FB 1 and UL 514B. 

1. Conduit Fittings for Hazardous (Classified) Locations:  Comply with UL 886 and 
NFPA 70. 

2. Fittings for EMT: 

a. Material:  Steel  
b. Type:  Setscrew or compression. 
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3. Expansion Fittings:  PVC or steel to match conduit type, complying with UL 651, rated 
for environmental conditions where installed, and including flexible external bonding 
jumper. 

K. Joint Compound for IMC, GRC:  Approved, as defined in NFPA 70, by authorities having 
jurisdiction for use in conduit assemblies, and compounded for use to lubricate and protect 
threaded conduit joints from corrosion and to enhance their conductivity. 

2.2 PVC-COATED STEEL CONDUIT 

A. Manufacturers: Subject to compliance with requirements manufacturers offering products that 
may be incorporated into the Work include, but are not limited to the following: 

1. Kor Kap 
2. Perma-Cote 
3. Plasti Bond 
4. Thomas & Betts 

B. Description: PVC-coated rigid steel conduit. 

1. ETL Verified and must bear the ETL PVC-001 label. 
2. Hot dip galvanized inside and out. 
3. Comply with NEMA RN 1. 
4. PVC Coating Thickness:  0.040 inch, minimum. 
5. Conduit must have a urethane coating on the interior of all conduit and fittings 

a. Urethane coating thickness: .002 inch, minimum. 

C. Fittings for Conduit; listed for type and size raceway with which used, and for application and 
environment in which installed. 

1. Condulets ½” through 2” diameter shall have tongue-in-groove gasket. 
2. Condulets be supplied with plastic encapsulated stainless steel cover screws. 

2.3 METAL WIREWAYS AND AUXILIARY GUTTERS 

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

1. Cooper B-Line, Inc. 
2. Hoffman; a Pentair company. 
3. Mono-Systems, Inc. 
4. Square D; a brand of Schneider Electric. 

B. Description:  Sheet metal, complying with UL 870 and NEMA 250, Type 1, Type 3R, Type 4, 
or Type 12 as shown on drawings, unless otherwise indicated, and sized according to NFPA 70. 

1. Metal wireways installed outdoors shall be listed and labeled as defined in NFPA 70, by a 
qualified testing agency, and marked for intended location and application. 
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C. Fittings and Accessories:  Include covers, couplings, offsets, elbows, expansion joints, adapters, 
hold-down straps, end caps, and other fittings to match and mate with wireways as required for 
complete system. 

D. Wireway Covers:  Hinged type  unless otherwise indicated. 

E. Finish:  Manufacturer's standard enamel finish. 

2.4 SURFACE RACEWAYS 

A. Listing and Labeling:  Surface raceways and tele-power poles shall be listed and labeled as 
defined in NFPA 70, by a qualified testing agency, and marked for intended location and 
application. 

B. Surface Metal Raceways:  Galvanized steel with snap-on covers complying with UL 5.  
Manufacturer's standard enamel finish in color selected by Architect. 

1. Manufacturers:  Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Mono-Systems, Inc. 
b. Panduit Corp. 
c. Wiremold / Legrand. 

2.5 BOXES, ENCLOSURES, AND CABINETS 

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

1. Adalet. 
2. Cooper Technologies Company; Cooper Crouse-Hinds. 
3. EGS/Appleton Electric. 
4. Erickson Electrical Equipment Company. 
5. FSR Inc. 
6. Hoffman; a Pentair company. 
7. Hubbell Incorporated; Killark Division. 
8. Kraloy. 
9. Milbank Manufacturing Co. 
10. Mono-Systems, Inc. 
11. O-Z/Gedney; a brand of EGS Electrical Group. 
12. RACO; a Hubbell Company. 
13. Robroy Industries. 
14. Spring City Electrical Manufacturing Company. 
15. Stahlin Non-Metallic Enclosures; a division of Robroy Industries. 
16. Thomas & Betts Corporation. 
17. Wiremold / Legrand. 
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B. General Requirements for Boxes, Enclosures, and Cabinets:  Boxes, enclosures, and cabinets 
installed in wet locations shall be listed for use in wet locations. 

C. Sheet Metal Outlet and Device Boxes:  Comply with NEMA OS 1 and UL 514A. 

D. Cast-Metal Outlet and Device Boxes:  Comply with NEMA FB 1, ferrous alloy, Type FD, with 
gasketed cover. 

E. Nonmetallic Outlet and Device Boxes:  Comply with NEMA OS 2 and UL 514C. 

F. Metal Floor Boxes: 

1. Material:  Cast metal.  
2. Type:  Fully adjustable . 
3. Shape:  Rectangular. 
4. Listing and Labeling:  Metal floor boxes shall be listed and labeled as defined in 

NFPA 70, by a qualified testing agency, and marked for intended location and 
application. 

G. Small Sheet Metal Pull and Junction Boxes:  NEMA OS 1. 

H. Cast-Metal Access, Pull, and Junction Boxes:  Comply with NEMA FB 1 and UL 1773, 
galvanized, cast iron with gasketed cover. 

I. Box extensions used to accommodate new building finishes shall be of same material as 
recessed box. 

J. Device Box Dimensions:  4 inches square by 2-1/8 inches deep. 

K. Gangable boxes  are prohibited. 

L. Hinged-Cover Enclosures:  Comply with UL 50 and NEMA 250, Type 1, Type 3R, Type 4, or 
Type 12 as shown on drawings with continuous-hinge cover with flush latch unless otherwise 
indicated. 

1. Metal Enclosures:  Steel, finished inside and out with manufacturer's standard enamel. 
2. Nonmetallic Enclosures:  Plastic . 
3. Interior Panels:  Steel; all sides finished with manufacturer's standard enamel. 

M. Cabinets: 

1. NEMA 250, Type 1, Type 3R, or Type 12 as shown on drawings, galvanized-steel box 
with removable interior panel and removable front, finished inside and out with 
manufacturer's standard enamel. 

2. Hinged door in front cover with flush latch and concealed hinge. 
3. Key latch to match panelboards. 
4. Metal barriers to separate wiring of different systems and voltage. 
5. Accessory feet where required for freestanding equipment. 
6. Nonmetallic cabinets shall be listed and labeled as defined in NFPA 70, by a qualified 

testing agency, and marked for intended location and application. 
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PART 3 - EXECUTION 

3.1 RACEWAY APPLICATION 

A. Outdoors:  Apply raceway products as specified below unless otherwise indicated: 

1. Exposed Conduit:  GRC or IMC. 
2. Concealed Conduit, Aboveground:  GRC, IMC, or EMT. 
3. Underground Conduit:  RNC, Type EPC-40-PVC, direct buried or concrete encased 

where shown. 
4. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, 

Electric Solenoid, or Motor-Driven Equipment):  LFMC. 
5. Boxes and Enclosures, Aboveground:  NEMA 250, Type 3R. 

B. Indoors:  Apply raceway products as specified below unless otherwise indicated: 

1. Exposed, Not Subject to Physical Damage:  EMT . 
2. Exposed, Not Subject to Severe Physical Damage:  EMT Exposed and Subject to Severe 

Physical Damage:  GRC or IMC.  Raceway locations include the following: 

a. Loading dock. 
b. Corridors used for traffic of mechanized carts, forklifts, and pallet-handling units. 
c. Mechanical rooms. 
e. Electrical rooms. 
f. Warehouse spaces 

4. Concealed in Ceilings and Interior Walls and Partitions:  EMT . 
5. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, 

Electric Solenoid, or Motor-Driven Equipment):  FMC, except use LFMC in damp or wet 
locations. 

6. Damp or Wet Locations:  GRC or IMC. 
7. Boxes and Enclosures:  NEMA 250, Type 1, except use NEMA 250, Type 4 stainless 

steel or nonmetallic in institutional and commercial kitchens and damp or wet locations. 

C. Minimum Raceway Size:  1/2-inch to devices with 3/4-inch minimum homerun. 1-
inchminimum trade size for ENT underground outdoor use. 

D. Raceway Fittings:  Compatible with raceways and suitable for use and location. 

1. Rigid and Intermediate Steel Conduit:  Use threaded rigid steel conduit fittings unless 
otherwise indicated.  Comply with NEMA FB 2.10. 

2. PVC Externally Coated, Rigid Steel Conduits:  Use only fittings listed for use with this 
type of conduit.  Patch and seal all joints, nicks, and scrapes in PVC coating after 
installing conduits and fittings.  Use sealant recommended by fitting manufacturer and 
apply in thickness and number of coats recommended by manufacturer. 

3. EMT:  Use setscrew or compression, steel  fittings.  Comply with NEMA FB 2.10. 
4. Flexible Conduit:  Use only fittings listed for use with flexible conduit.  Comply with 

NEMA FB 2.20. 
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E. Install nonferrous conduit or tubing for circuits operating above 60 Hz.  Where aluminum 
raceways are installed for such circuits and pass through concrete, install in nonmetallic sleeve. 

F. Do not install aluminum conduits, boxes, or fittings in contact with concrete or earth. 

G. Install surface raceways only where indicated on Drawings. 

H. Do not install nonmetallic conduit. 

3.2 INSTALLATION 

A. Comply with NECA 1 and NECA 101 for installation requirements except where requirements 
on Drawings or in this article are stricter.  Comply with NECA 102 for aluminum conduits.  
Comply with NFPA 70 limitations for types of raceways allowed in specific occupancies and 
number of floors. 

B. Keep raceways at least 6 inches away from parallel runs of flues and steam or hot-water pipes.  
Install horizontal raceway runs above water and steam piping. 

C. Complete raceway installation before starting conductor installation. 

D. Comply with requirements in Division 26 Section "Hangers and Supports for Electrical 
Systems" for hangers and supports. 

E. Arrange stub-ups so curved portions of bends are not visible above finished slab. 

F. Install no more than the equivalent of three 90-degree bends in any conduit run except for 
control wiring conduits, for which fewer bends are allowed.  Support within 12 inches of 
changes in direction. 

G. Conceal conduit and EMT within finished walls, ceilings, and floors unless otherwise indicated.  
Install conduits parallel or perpendicular to building lines. 

H. A. Support conduit within 12 inches of enclosures to which attached. 

I. Stub-ups to Above Recessed Ceilings: 

1. Use EMT, IMC, or RMC for raceways. 
2. Use a conduit bushing or insulated fitting to terminate stub-ups not terminated in hubs or 

in an enclosure. 

J. Threaded Conduit Joints, Exposed to Wet, Damp, Corrosive, or Outdoor Conditions:  Apply 
listed compound to threads of raceway and fittings before making up joints.  Follow compound 
manufacturer's written instructions. 

K. Coat field-cut threads on PVC-coated raceway with a corrosion-preventing conductive 
compound prior to assembly. 

L. Raceway Terminations at Locations Subject to Moisture or Vibration:  Use insulating bushings 
to protect conductors including conductors smaller than No. 4 AWG. 
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M. Terminate threaded conduits into threaded hubs or with locknuts on inside and outside of boxes 
or cabinets.  Install bushings on conduits up to 1-1/4-inch trade size and insulated throat metal 
bushings on 1-1/2-inch trade size and larger conduits terminated with locknuts.  Install insulated 
throat metal grounding bushings on service conduits. 

N. Install raceways square to the enclosure and terminate at enclosures with locknuts.  Install 
locknuts hand tight plus 1/4 turn more. 

O. Do not rely on locknuts to penetrate nonconductive coatings on enclosures.  Remove coatings in 
the locknut area prior to assembling conduit to enclosure to assure a continuous ground path. 

P. Cut conduit perpendicular to the length.  For conduits 2-inch trade size and larger, use roll cutter 
or a guide to make cut straight and perpendicular to the length. 

Q. Install pull wires in empty raceways.  Use polypropylene or monofilament plastic line with not 
less than 200-lb tensile strength.  Leave at least 24 inches of slack at each end of pull wire.  Cap 
underground raceways designated as spare above grade alongside raceways in use. 

R. Surface Raceways: 

1. Install surface raceway with a minimum 2-inch radius control at bend points. 
2. Secure surface raceway with screws or other anchor-type devices at intervals not 

exceeding 48 inches and with no less than two supports per straight raceway section.  
Support surface raceway according to manufacturer's written instructions.  Tape and glue 
are not acceptable support methods. 

S. Install raceway sealing fittings at accessible locations according to NFPA 70 and fill them with 
listed sealing compound.  For concealed raceways, install each fitting in a flush steel box with a 
blank cover plate having a finish similar to that of adjacent plates or surfaces.  Install raceway 
sealing fittings according to NFPA 70. 

T. Install devices to seal raceway interiors at accessible locations.  Locate seals so no fittings or 
boxes are between the seal and the following changes of environments.  Seal the interior of all 
raceways at the following points: 

1. Where conduits pass from warm to cold locations, such as boundaries of refrigerated 
spaces. 

2. Where an underground service raceway enters a building or structure. 
3. Where otherwise required by NFPA 70. 

U. Comply with manufacturer's written instructions for solvent welding RNC and fittings. 

V. Expansion-Joint Fittings: 

1. Install in each run of aboveground RNC that is located where environmental temperature 
change may exceed 30 deg F and that has straight-run length that exceeds 25 feet.  Install 
in each run of aboveground RMC and EMT conduit that is located where environmental 
temperature change may exceed 100 deg F and that has straight-run length that exceeds 
100 feet. 

2. Install type and quantity of fittings that accommodate temperature change listed for each 
of the following locations: 
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a. Outdoor Locations Not Exposed to Direct Sunlight:  125 deg F temperature 
change. 

b. Outdoor Locations Exposed to Direct Sunlight:  155 deg F temperature change. 
c. Indoor Spaces Connected with Outdoors without Physical Separation:  125 deg F 

temperature change. 
d. Attics:  135 deg F temperature change. 

3. Install fitting(s) that provide expansion and contraction for at least 0.00041 inch per foot 
of length of straight run per deg F of temperature change for PVC conduits.  Install 
fitting(s) that provide expansion and contraction for at least 0.000078 inch per foot of 
length of straight run per deg F of temperature change for metal conduits. 

4. Install expansion fittings at all locations where conduits cross building or structure 
expansion joints. 

5. Install each expansion-joint fitting with position, mounting, and piston setting selected 
according to manufacturer's written instructions for conditions at specific location at time 
of installation.  Install conduit supports to allow for expansion movement. 

W. Flexible Conduit Connections:  Comply with NEMA RV 3.  Use a maximum of 72 inches of 
flexible conduit for recessed and semirecessed luminaires, equipment subject to vibration, noise 
transmission, or movement; and for transformers and motors. 

1. Use LFMC in damp or wet locations subject to severe physical damage. 
2. Use LFMC or LFNC in damp or wet locations not subject to severe physical damage. 

X. Mount boxes at heights indicated on Drawings.  If mounting heights of boxes are not 
individually indicated, give priority to California Building Code requirements.  Install boxes 
with height measured to  top  of box unless otherwise indicated. 

Y. Recessed Boxes in Masonry Walls:  Saw-cut opening for box in center of cell of masonry block, 
and install box flush with surface of wall.  Prepare block surfaces to provide a flat surface for a 
raintight connection between box and cover plate or supported equipment and box. 

Z. Horizontally separate boxes mounted on opposite sides of walls so they are not in the same 
vertical channel. 

AA. Locate boxes so that cover or plate will not span different building finishes. 

BB. Support boxes of three gangs or more from more than one side by spanning two framing 
members or mounting on brackets specifically designed for the purpose. 

CC. Fasten junction and pull boxes to or support from building structure.  Do not support boxes by 
conduits. 

DD. Set metal floor boxes level and flush with finished floor surface. 

3.3 SLEEVE AND SLEEVE-SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS 

A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies.   
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3.4 FIRESTOPPING 

A. Install firestopping at penetrations of fire-rated floor and wall assemblies.  Comply with 
requirements in Division 07 Section "Penetration Firestopping." 

3.5 PROTECTION 

A. Protect coatings, finishes, and cabinets from damage and deterioration. 

1. Repair damage to galvanized finishes with zinc-rich paint recommended by 
manufacturer. 

2. Repair damage to PVC coatings or paint finishes with matching touchup coating 
recommended by manufacturer. 

END OF SECTION 260533 
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SECTION 262200 - LOW-VOLTAGE TRANSFORMERS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes:  Distribution , dry-type transformers rated 600 V and less, with capacities up 
to 1500 kVA. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include construction details, material descriptions, dimensions of individual components 
and profiles, and finishes for each type and size of transformer. 

2. Include rated nameplate data, capacities, weights, dimensions, minimum clearances, 
installed devices and features, and performance for each type and size of transformer. 

B. Shop Drawings: 

1. Detail equipment assemblies and indicate dimensions, weights, loads, required 
clearances, method of field assembly, components, and location and size of each field 
connection. 

2. Vibration Isolation Base Details: Detail fabrication including anchorages and attachments 
to structure and to supported equipment. 

3. Include diagrams for power, signal, and control wiring. 

1.4 INFORMATIONAL SUBMITTALS 

A. Seismic Qualification Certificates: For transformers, accessories, and components, from 
manufacturer. 

1. Basis for Certification: Indicate whether withstand certification is based on actual test of 
assembled components or on calculation. 

2. Dimensioned Outline Drawings of Equipment Unit: Identify center of gravity and locate 
and describe mounting and anchorage provisions. 

3. Detailed description of equipment anchorage devices on which the certification is based 
and their installation requirements. 
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1.5 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For transformers to include in emergency, operation, and 
maintenance manuals. 

1.6 QUALITY ASSURANCE 

A. Testing Agency Qualifications: Member company of NETA or an NRTL. 

1. Testing Agency's Field Supervisor: Certified by NETA to supervise on-site testing. 

B. Energy-Efficient Transformers Rated 15 kVA and Larger:  Certified as meeting DOE 2016 
energy efficiency standards as codified by 10 CFR Part 431 (2016).  

 

kVA 
Single Phase 
Efficiency kVA 

Three Phase 
Efficiency 

15 97.70% 15 97.89% 
25 98.00% 30 98.23% 

37.5 98.20% 45 98.40% 
50 98.30% 75 98.60% 
75 98.50% 112.5 98.74% 
100 98.60% 150 98.83% 
167 98.70% 225 98.94% 
250 98.80% 300 99.02% 
333 98.90% 500 99.14% 

- - 750 99.23% 
- - 1000 99.28% 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Temporary Heating: Apply temporary heat according to manufacturer's written instructions 
within the enclosure of each ventilated-type unit, throughout periods during which equipment is 
not energized and when transformer is not in a space that is continuously under normal control 
of temperature and humidity. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 
1. Eaton Electrical Inc.; Cutler-Hammer Products. 
2. Federal Pacific Transformer Company; Division of Electro-Mechanical Corp. 
3. General Electric Company. 
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4. Hammond Co.; Matra Electric, Inc. 
5. Square D; Schneider Electric. 

B. Source Limitations: Obtain each transformer type from single source from single manufacturer. 

2.2 GENERAL TRANSFORMER REQUIREMENTS 

A. Description: Factory-assembled and -tested, air-cooled units for 60-Hz service. 

B. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by 
a qualified testing agency, and marked for intended location and application. 

C. Transformers Rated 15 kVA and Larger: Comply with DOE 10 CFR 431 (2016) energy-
efficiency levels. 

D. Cores: Electrical grade, non-aging silicon steel with high permeability and low hysteresis losses. 

E. Coils: Continuous windings without splices except for taps. 

1. Internal Coil Connections: Brazed or pressure type. 
2. Coil Material:  Aluminum or Copper. 

F. Encapsulation: Transformers smaller than 30 kVA shall have core and coils completely resin 
encapsulated. 

G. Shipping Restraints: Paint or otherwise color code bolts, wedges, blocks, and other restraints 
that are to be removed after installation and before energizing. Use fluorescent colors that are 
easily identifiable inside the transformer enclosure. 

2.3 DISTRIBUTION TRANSFORMERS 

A. Comply with NFPA 70, and list and label as complying with UL 1561. 

B. Provide transformers that are constructed to withstand seismic forces specified in 
Section 260548.16 "Seismic Controls for Electrical Systems." 

C. Cores: One leg per phase. 

D. Enclosure:  Ventilated . 

1. NEMA 250, Type 2  : Core and coil shall be encapsulated within resin compound to seal 
out moisture and air. 

2. KVA Ratings: Based on convection cooling only and not relying on auxiliary fans. 

E. Enclosure (outdoor):  Ventilated . 

1. NEMA 250, Type 3R : Core and coil shall be encapsulated within resin compound, 
sealing out moisture and air. 

F. Transformer Enclosure Finish: Comply with NEMA 250. 
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1. Finish Color:   NSF/ANSI 61 gray. 

G. Taps for Transformers 3 kVA and Smaller:  None. 

H. Taps for Transformers 7.5 to 24 kVA:  One 5 percent tap above and one 5 percent tap below 
normal full capacity . 

I. Taps for Transformers 25 kVA and Larger:  Two 2.5 percent taps above and two 2.5 percent 
taps below normal full capacity. 

J. Insulation Class, Smaller than 30 kVA: 185 deg C, UL-component-recognized insulation 
system with a maximum of 115-deg C rise above 40-deg C ambient temperature. 

K. Insulation Class, 30 kVA and Larger: 220 deg C, UL-component-recognized insulation system 
with a maximum of 150 -deg C rise above 40-deg C ambient temperature. 

L. K-Factor Rating: Transformers indicated to be K-factor rated shall comply with UL 1561 
requirements for nonsinusoidal load current-handling capability to the degree defined by 
designated K-factor. 

1. Unit shall not overheat when carrying full-load current with harmonic distortion 
corresponding to designated K-factor. 

2. Indicate value of K-factor on transformer nameplate. 
3. Unit shall meet requirements of DOE 10 CFR 431 (2016) when tested with a K-factor 

equal to one. 

M. Electrostatic Shielding (as indicated on the drawings): Each winding shall have an independent, 
single, full-width copper electrostatic shield arranged to minimize interwinding capacitance. 

1. Arrange coil leads and terminal strips to minimize capacitive coupling between input and 
output terminals. 

2. Include special terminal for grounding the shield. 

N. Neutral: Rated 200 percent of full load current for K-factor rated transformers (K rating  or 4 or 
more). 

O. Wall Brackets:  Manufacturer's standard brackets. 

P. Low-Sound-Level Requirements: Maximum sound levels when factory tested according to 
IEEE C57.12.91, as follows: 

1. 9 kVA and Less: 40 dBA. 
2. 30 to 50 kVA: 45 dBA. 
3. 51 to 150 kVA: 50 dBA. 
4. 151 to 300 kVA: 55 dBA. 
5. 301 to 500 kVA: 60 dBA. 
6. 501 to 750 kVA: 62 dBA. 
7. 751 to 1000 kVA: 64 dBA. 
8. 1001 to 1500 kVA: 65 dBA. 
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2.4 IDENTIFICATION DEVICES 

A. Nameplates: Engraved, laminated-plastic or metal nameplate for each distribution transformer, 
mounted with corrosion-resistant screws. 

2.5 SOURCE QUALITY CONTROL 

A. Test and inspect transformers according to IEEE C57.12.01 and IEEE C57.12.91. 

1. Resistance measurements of all windings at the rated voltage connections and at all tap 
connections. 

2. Ratio tests at the rated voltage connections and at all tap connections. 
3. Phase relation and polarity tests at the rated voltage connections. 
4. No load losses, and excitation current and rated voltage at the rated voltage connections. 
5. Impedance and load losses at rated current and rated frequency at the rated voltage 

connections. 
6. Applied and induced tensile tests. 
7. Regulation and efficiency at rated load and voltage. 
8. Insulation Resistance Tests: 

a. High-voltage to ground. 
b. Low-voltage to ground. 
c. High-voltage to low-voltage. 

9. Temperature tests. 

B. Factory Sound-Level Tests:  Conduct prototype sound-level tests on production-line products. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine conditions for compliance with enclosure- and ambient-temperature requirements for 
each transformer. 

B. Verify that field measurements are as needed to maintain working clearances required by 
NFPA 70 and manufacturer's written instructions. 

C. Examine walls, floors, roofs, and concrete bases for suitable mounting conditions where 
transformers will be installed. 

D. Verify that ground connections are in place and requirements in Section 260526 "Grounding 
and Bonding for Electrical Systems" have been met. Maximum ground resistance shall be 5 
ohms at location of transformer. 

E. Environment: Enclosures shall be rated for the environment in which they are located. Covers 
for NEMA 250, Type 4X enclosures shall not cause accessibility problems. 

F. Proceed with installation only after unsatisfactory conditions have been corrected. 



  Low-Voltage Transformers 
  09.22.2017 

MK Think Inc. -   UC Hastings College of the Law 
September 26, 2017 ITB 78-0160 Infrastructure Improvement Projects 
 

3.2 INSTALLATION 

A. Install wall-mounted transformers level and plumb with wall brackets fabricated by transformer 
manufacturer. 

1. Coordinate installation of wall-mounted and structure-hanging supports with actual 
transformer provided. 

2. Brace wall-mounted transformers as specified in Section 260548.16 "Seismic Controls 
for Electrical Systems." 

B. Install transformers level and plumb on a concrete base with vibration-dampening supports. 
Locate transformers away from corners and not parallel to adjacent wall surface. 

C. Construct concrete bases according to Section 033000 "Cast-in-Place Concrete" or 
Section 033053 "Miscellaneous Cast-in-Place Concrete" and anchor floor-mounted transformers 
according to manufacturer's written instructions, seismic codes applicable to Project, and 
requirements in Section 260529 "Hangers and Supports for Electrical Systems." 

1. Coordinate size and location of concrete bases with actual transformer provided. Cast 
anchor-bolt inserts into bases. Concrete, reinforcement, and formwork requirements are 
specified with concrete. 

D. Secure transformer to concrete base according to manufacturer's written instructions. 

E. Secure covers to enclosure and tighten all bolts to manufacturer-recommended torques to reduce 
noise generation. 

F. Remove shipping bolts, blocking, and wedges. 

3.3 CONNECTIONS 

A. Ground equipment according to Section 260526 "Grounding and Bonding for Electrical 
Systems." 

B. Connect wiring according to Section 260519 "Low-Voltage Electrical Power Conductors and 
Cables." 

C. Tighten electrical connectors and terminals according to manufacturer's published torque-
tightening values. If manufacturer's torque values are not indicated, use those specified in 
UL 486A-486B. 

D. Provide flexible connections at all conduit and conductor terminations and supports to eliminate 
sound and vibration transmission to the building structure. 

3.4 FIELD QUALITY CONTROL 

A. Testing Agency:  Engage a qualified testing agency to perform tests and inspections and prepare 
test reports. 

B. Perform tests and inspections and prepare test reports. 
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C. Tests and Inspections: 

1. Perform each visual and mechanical inspection and electrical test stated in NETA ATS 
for dry-type, air-cooled, low-voltage transformers. Certify compliance with test 
parameters. 

D. Remove and replace units that do not pass tests or inspections and retest as specified above. 

E. Infrared Scanning: Two months after Substantial Completion, perform an infrared scan of 
transformer connections. 

1. Use an infrared-scanning device designed to measure temperature or detect significant 
deviations from normal values. Provide documentation of device calibration. 

2. Perform two follow-up infrared scans of transformers, one at four months and the other at 
11 months after Substantial Completion. 

3. Prepare a certified report identifying transformer checked and describing results of 
scanning. Include notation of deficiencies detected, remedial action taken, and scanning 
observations after remedial action. 

F. Test Labeling: On completion of satisfactory testing of each unit, attach a dated and signed 
"Satisfactory Test" label to tested component. 

3.5 ADJUSTING 

A. Record transformer secondary voltage at each unit for at least 48 hours of typical occupancy 
period. Adjust transformer taps to provide optimum voltage conditions at secondary terminals. 
Optimum is defined as not exceeding nameplate voltage plus 5 percent and not being lower than 
nameplate voltage minus 3 percent at maximum load conditions. Submit recording and tap 
settings as test results. 

B. Connect buck-boost transformers to provide nameplate voltage of equipment being served, plus 
or minus 5 percent, at secondary terminals. 

C. Output Settings Report: Prepare a written report recording output voltages and tap settings. 

3.6 CLEANING 

A. Vacuum dirt and debris; do not use compressed air to assist in cleaning. 

END OF SECTION 262200 
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SECTION 262416 - PANELBOARDS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Distribution panelboards. 
2. Lighting and appliance branch-circuit panelboards. 

1.3 DEFINITIONS 

A. ATS: Acceptance testing specification. 

B. GFCI: Ground-fault circuit interrupter. 

C. GFEP: Ground-fault equipment protection. 

D. HID: High-intensity discharge. 

E. MCCB: Molded-case circuit breaker. 

F. SPD: Surge protective device. 

G. VPR: Voltage protection rating. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of panelboard. 

1. Include materials, switching and overcurrent protective devices, SPDs, accessories, and 
components indicated. 

2. Include dimensions and manufacturers' technical data on features, performance, electrical 
characteristics, ratings, and finishes. 
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1.5 INFORMATIONAL SUBMITTALS 

A. Panelboard Schedules: For installation in panelboards. Submit final versions after load 
balancing. 

1.6 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For panelboards and components to include in emergency, 
operation, and maintenance manuals. In addition to items specified in Section 017823 
"Operation and Maintenance Data," include the following: 

1. Manufacturer's written instructions for testing and adjusting overcurrent protective 
devices. 

2. Time-current curves, including selectable ranges for each type of overcurrent protective 
device that allows adjustments. 

1.7 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents. 

1. Keys:  Two spares for each type of panelboard cabinet lock. 

1.8 QUALITY ASSURANCE 

A. Manufacturer Qualifications: ISO 9001 or 9002 certified. 

1.9 DELIVERY, STORAGE, AND HANDLING 

A. Remove loose packing and flammable materials from inside panelboards; install temporary 
electric heating (250 W per panelboard) to prevent condensation. 

B. Handle and prepare panelboards for installation according to  NEMA PB 1. 

1.10 FIELD CONDITIONS 

A. Environmental Limitations: 

1. Do not deliver or install panelboards until spaces are enclosed and weathertight, wet work 
in spaces is complete and dry, work above panelboards is complete, and temporary 
HVAC system is operating and maintaining ambient temperature and humidity conditions 
at occupancy levels during the remainder of the construction period. 

2. Rate equipment for continuous operation under the following conditions unless otherwise 
indicated: 

a. Ambient Temperature: Not exceeding  23 deg F to plus 104 deg F. 
b. Altitude: Not exceeding 6600 feet. 
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B. Service Conditions: NEMA PB 1, usual service conditions, as follows: 

1. Ambient temperatures within limits specified. 
2. Altitude not exceeding 6600 feet. 

C. Interruption of Existing Electric Service: Do not interrupt electric service to facilities occupied 
by Owner or others unless permitted under the following conditions and then only after 
arranging to provide temporary electric service according to requirements indicated: 

1. Notify Construction Manager no fewer than seven days in advance of proposed 
interruption of electric service. 

2. Do not proceed with interruption of electric service without Construction Manager's 
written permission. 

3. Comply with NFPA 70E. 

1.11 WARRANTY 

A. Manufacturer's Warranty: Manufacturer agrees to repair or replace panelboards that fail in 
materials or workmanship within specified warranty period. 

1. Panelboard Warranty Period:  18 months from date of Substantial Completion. 

B. Special Warranty: Manufacturer's standard form in which manufacturer agrees to repair or 
replace SPD that fails in materials or workmanship within specified warranty period. 

1. SPD Warranty Period:  Ten years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 PANELBOARDS  COMMON REQUIREMENTS 

A. Fabricate and test panelboards according to IEEE 344 to withstand seismic forces defined in 
Section 260548.16 "Seismic Controls for Electrical Systems." 

B. Product Selection for Restricted Space: Drawings indicate maximum dimensions for 
panelboards including clearances between panelboards and adjacent surfaces and other items. 
Comply with indicated maximum dimensions. 

C. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by 
a qualified testing agency, and marked for intended location and application. 

D. Comply with NEMA PB 1. 

E. Comply with NFPA 70. 

F. Enclosures:  Flush and Surface-mounted, dead-front cabinets. See schedules on plans for 
enclosure and NEMA types. 

1. Rated for environmental conditions at installed location. 
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a. Indoor Dry and Clean Locations: NEMA 250, Type 1. 
b. Outdoor Locations: NEMA 250, Type 3R. 
c.  Wash-Down Areas: NEMA 250, Type 4X, stainless steel. 
d. Other Wet or Damp Indoor Locations: NEMA 250, Type 4. 

2. Height: 84 inches maximum. 
3. Front: Secured to box with concealed trim clamps. For surface-mounted fronts, match 

box dimensions; for flush-mounted fronts, overlap box. Trims shall cover all live parts 
and shall have no exposed hardware. 

4. Hinged Front Cover: Entire front trim hinged to box and with standard door within 
hinged trim cover. Trims shall cover all live parts and shall have no exposed hardware. 

5. Skirt for Surface-Mounted Panelboards: Same gage and finish as panelboard front with 
flanges for attachment to panelboard, wall, and ceiling or floor. 

6. Gutter Extension and Barrier: Same gage and finish as panelboard enclosure; integral 
with enclosure body. Arrange to isolate individual panel sections. 

7. Finishes: 

a. Panels and Trim:  Steel and galvanized steel, factory finished immediately after 
cleaning and pretreating with manufacturer's standard two-coat, baked-on finish 
consisting of prime coat and thermosetting topcoat. 

b. Back Boxes:  Galvanized steel for recessed panels and same finish as panels and 
trim for surface mounted. 

c. Fungus Proofing: Permanent fungicidal treatment for overcurrent protective 
devices and other components. 

G. Incoming Mains: 

1. Location: To be coordinated by Contractor, see drawings and schedules for requirements. 
2. Main Breaker: Main lug interiors up to 400 amperes shall be field convertible to main 

breaker. 

H. Phase, Neutral, and Ground Buses: 

1. Material:  Hard-drawn copper, 98 percent conductivity. 

a. Plating shall run entire length of bus. 
b. Bus shall be fully rated the entire length. 

2. Interiors shall be factory assembled into a unit. Replacing switching and protective 
devices shall not disturb adjacent units or require removing the main bus connectors. 

3. Equipment Ground Bus: Adequate for feeder and branch-circuit equipment grounding 
conductors; bonded to box. 

4. Isolated Ground Bus: Adequate for branch-circuit isolated ground conductors; insulated 
from box.  See drawings and schedules for where required. 

5. Full-Sized Neutral: Equipped with full-capacity bonding strap for service entrance 
applications. Mount electrically isolated from enclosure. Do not mount neutral bus in 
gutter.  See drawings and schedules for where required 

6. Extra-Capacity Neutral Bus: Neutral bus rated 200 percent of phase bus and listed and 
labeled by an NRTL acceptable to authority having jurisdiction, as suitable for nonlinear 
loads in electronic-grade panelboards and others designated on Drawings. Connectors 
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shall be sized for double-sized or parallel conductors as indicated on Drawings. Do not 
mount neutral bus in gutter.  See drawings and schedules for where required. 

7. Split Bus: Vertical buses divided into individual vertical sections.  See drawings and 
schedules for where required. 

I. Conductor Connectors: Suitable for use with conductor material and sizes. 

1. Material:  Tin-plated aluminum . 
2. Terminations shall allow use of 75 deg C rated conductors without derating. 
3. Size: Lugs suitable for indicated conductor sizes, with additional gutter space, if required, 

for larger conductors. 
4. Main and Neutral Lugs:  Mechanical type, with a lug on the neutral bar for each pole in 

the panelboard. 
5. Ground Lugs and Bus-Configured Terminators:  Mechanical type, with a lug on the bar 

for each pole in the panelboard. 
6. Feed-Through Lugs:  Mechanical type, suitable for use with conductor material. Locate at 

opposite end of bus from incoming lugs or main device. See drawings and schedules for 
where required. 

7. Subfeed (Double) Lugs:  Mechanical type suitable for use with conductor material. 
Locate at same end of bus as incoming lugs or main device. See drawings and schedules 
for where required. 

8. Gutter-Tap Lugs:  Mechanical type suitable for use with conductor material and with 
matching insulating covers. Locate at same end of bus as incoming lugs or main device. 

9. Extra-Capacity Neutral Lugs: Rated 200 percent of phase lugs mounted on extra-capacity 
neutral bus. 

J. NRTL Label: Panelboards  shall be labeled by an NRTL acceptable to authority having 
jurisdiction for use as service equipment with one or more main service disconnecting and 
overcurrent protective devices. Panelboards shall have meter enclosures, wiring, connections, 
and other provisions for utility metering. Coordinate with utility company for exact 
requirements. 

K. Future Devices: Panelboards or load centers shall have mounting brackets, bus connections, 
filler plates, and necessary appurtenances required for future installation of devices. 

1. Percentage of Future Space Capacity:  Ten  percent. 

L. Panelboard Short-Circuit Current Rating: Fully rated to interrupt symmetrical short-circuit 
current available at terminals. Assembly listed by an NRTL for 100 percent interrupting 
capacity. 

1. Panelboards and overcurrent protective devices rated 240 V or less shall have short-
circuit ratings as shown on Drawings, but not less than 10,000 A rms symmetrical. 

2. Panelboards and overcurrent protective devices rated above 240 V and less than 600 V 
shall have short-circuit ratings as shown on Drawings, but not less than 14,000 A rms 
symmetrical. 
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2.2 PERFORMANCE REQUIREMENTS 

A. Seismic Performance: Panelboards shall withstand the effects of earthquake motions determined 
according to ASCE/SEI 7. 

1. The term "withstand" means "the unit will remain in place without separation of any parts 
from the device when subjected to the seismic forces specified." 

B. Surge Suppression: Factory installed as an integral part of indicated panelboards, complying 
with UL 1449 SPD  Type 2. 

2.3 POWER PANELBOARDS 

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

 
1. Eaton Electrical Sector; Eaton Corporation. 
2. General Electric Company; GE Energy Management - Electrical Distribution. 
3. Siemens Energy. 
4. Square D; by Schneider Electric. 

B. Panelboards: NEMA PB 1, distribution type. 

C. Doors: Secured with vault-type latch with tumbler lock; keyed alike. 

1. For doors more than 36 inches high, provide two latches, keyed alike. 

D. Mains:  Circuit breaker  or  Lugs only.  See drawings and schedules for requirements. 

E. Branch Overcurrent Protective Devices for Circuit-Breaker Frame Sizes 125 A and Smaller:  
Bolt-on circuit breakers . 

F. Branch Overcurrent Protective Devices for Circuit-Breaker Frame Sizes Larger Than 125 A:  
Bolt-on circuit breakers . 

G. Contactors in Main Bus: NEMA ICS 2, Class A,  mechanically held, general-purpose controller, 
with same short-circuit interrupting rating as panelboard. 

1. Internal Control-Power Source: Control-power transformer, with fused primary and 
secondary terminals, connected to main bus ahead of contactor connection. 

2.4 LIGHTING AND APPLIANCE BRANCH-CIRCUIT PANELBOARDS 

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

1. Eaton Electrical Sector; Eaton Corporation. 
2. General Electric Company; GE Energy Management - Electrical Distribution. 
3. Siemens Energy. 
4. Square D; by Schneider Electric. 

http://www.specagent.com/Lookup/?uid=123456977377&mf=04&src=wd
http://www.specagent.com/Lookup/?uid=123456977378&mf=04&src=wd
http://www.specagent.com/Lookup/?uid=123456977379&mf=04&src=wd
http://www.specagent.com/Lookup/?uid=123456977380&mf=04&src=wd
http://www.specagent.com/Lookup/?uid=123456977377&mf=04&src=wd
http://www.specagent.com/Lookup/?uid=123456977378&mf=04&src=wd
http://www.specagent.com/Lookup/?uid=123456977379&mf=04&src=wd
http://www.specagent.com/Lookup/?uid=123456977380&mf=04&src=wd
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B. Panelboards: NEMA PB 1, lighting and appliance branch-circuit type. 

C. Mains:  Circuit breaker or lugs only. 

D. Branch Overcurrent Protective Devices:  Bolt-on circuit breakers, replaceable without 
disturbing adjacent units. 

E. Contactors in Main Bus: NEMA ICS 2, Class A,  mechanically held, general-purpose controller, 
with same short-circuit interrupting rating as panelboard. 

1. Internal Control-Power Source: Control-power transformer, with fused primary and 
secondary terminals, connected to main bus ahead of contactor connection. 

F. Doors: Door-in-door construction with concealed hinges; secured with multipoint latch with 
tumbler lock; keyed alike. Outer door shall permit full access to the panel interior. Inner door 
shall permit access to breaker operating handles and labeling, but current carrying terminals and 
bus shall remain concealed. 

G. Column-Type Panelboards: Single row of overcurrent devices with narrow gutter extension and 
overhead junction box equipped with ground and neutral terminal buses.  See plans and 
schedules for where required. 

1. Doors: Concealed hinges secured with multipoint latch with tumbler lock; keyed alike. 

2.5 DISCONNECTING AND OVERCURRENT PROTECTIVE DEVICES 

A. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

B. MCCB: Comply with UL 489, with  interrupting capacity to meet available fault currents. 

1. Thermal-Magnetic Circuit Breakers: 400A or less. 

a. Inverse time-current element for low-level overloads. 
b. Instantaneous magnetic trip element for short circuits. 
c. Adjustable magnetic trip setting for circuit-breaker frame sizes 250 A and larger. 

2. Electronic Trip Circuit Breakers: Greater than 400A 

a. RMS sensing. 
b. Field-replaceable rating plug or electronic trip. 
c. Digital display of settings, trip targets, and indicated metering displays. 
d. Multi-button keypad to access programmable functions and monitored data. 
e. Ten-event, trip-history log. Each trip event shall be recorded with type, phase, and 

magnitude of fault that caused the trip. 
f. Integral test jack for connection to portable test set or laptop computer. 
g. Field-Adjustable Settings: 

1) Instantaneous trip. 
2) Long- and short-time pickup levels. 
3) Long and short time adjustments. 

http://www.specagent.com/Lookup/?uid=123456977377&mf=04&src=wd
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4) Ground-fault pickup level, time delay, and I squared T response. 

3. Current-Limiting Circuit Breakers: Frame sizes 400 A and smaller; let-through ratings 
less than NEMA FU 1, RK-5. 

4. GFCI Circuit Breakers: Single- and double-pole configurations with Class A ground-fault 
protection (6-mA trip). See Drawings and schedules for where required. 

5. GFEP Circuit Breakers: Class B ground-fault protection (30-mA trip).See Drawings and 
schedules for where required. 

6. Arc-Fault Circuit Interrupter Circuit Breakers: Comply with UL 1699; 120/240-V, single-
pole configuration. See Drawings and schedules for where required. 

7. Subfeed Circuit Breakers: Vertically mounted. See Drawings and schedules for where 
required. 

8. MCCB Features and Accessories: 

a. Standard frame sizes, trip ratings, and number of poles. 
b. Breaker handle indicates tripped status. 
c. UL listed for reverse connection without restrictive line or load ratings. 
d. Lugs:  Mechanical style, suitable for number, size, trip ratings, and conductor 

materials. 
e. Application Listing: Appropriate for application; Type SWD for switching 

fluorescent lighting loads; Type HID for feeding fluorescent and HID lighting 
circuits. 

f. Ground-Fault Protection:  Integrally mounted relay and trip unit with adjustable 
pickup and time-delay settings, push-to-test feature, and ground-fault indicator. 

1. Shunt Trip:  120-V trip coil energized from separate circuit, set to trip at [55] [75] percent 
of rated voltage. See Drawings and schedules for where required. 
a. Undervoltage Trip: Set to operate at 35 to 75 percent of rated voltage without 

intentional time delay. 
b. Rating Plugs: Three-pole breakers with ampere ratings greater than 150 amperes 

shall have interchangeable rating plugs or electronic adjustable trip units. 
c. Auxiliary Contacts:  Two, SPDT switches with "a" and "b" contacts; "a" contacts 

mimic circuit-breaker contacts and "b" contacts operate in reverse of circuit-
breaker contacts. 

d. Alarm Switch: Single-pole, normally open contact that actuates only when circuit 
breaker trips. 

e. Multipole units enclosed in a single housing with a single handle or factory 
assembled to operate as a single unit. 

1. Handle Padlocking Device: Fixed attachment, for locking circuit-breaker handle in on or 
off position. See Drawings and schedules for where required. 
a. Handle Clamp: Loose attachment, for holding circuit-breaker handle in on 

position. 

C. Fused Switch: NEMA KS 1, Type HD; clips to accommodate specified fuses; lockable handle. 

1. Fuses and Spare-Fuse Cabinet: Comply with requirements specified in Section 262813 
"Fuses." 

2. Fused Switch Features and Accessories: 

a. Standard ampere ratings and number of poles. 
b. Mechanical cover interlock with a manual interlock override, to prevent the 

opening of the cover when the switch is in the on position. The interlock shall 
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prevent the switch from being turned on with the cover open. The operating handle 
shall have lock-off means with provisions for three padlocks. 

c. Auxiliary Contacts:  Two normally open and normally closed contact(s) that 
operate with switch handle operation. 

2.6 IDENTIFICATION 

A. Panelboard Label: Manufacturer's name and trademark, voltage, amperage, number of phases, 
and number of poles shall be located on the interior of the panelboard door. 

B. Breaker Labels: Faceplate shall list current rating, UL and IEC certification standards, and AIC 
rating. 

C. Circuit Directory: Computer-generated circuit directory mounted inside panelboard door with 
transparent plastic protective cover. 

1. Circuit directory shall identify specific purpose with detail sufficient to distinguish it 
from all other circuits. 

2.7 ACCESSORY COMPONENTS AND FEATURES 

A. Accessory Set: Include tools and miscellaneous items required for overcurrent protective device 
test, inspection, maintenance, and operation. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify actual conditions with field measurements prior to ordering panelboards to verify that 
equipment fits in allocated space in, and comply with, minimum required clearances specified 
in NFPA 70. 

B. Receive, inspect, handle, and store panelboards according to  NEMA PB 1.1. 

C. Examine panelboards before installation. Reject panelboards that are damaged, rusted, or have 
been subjected to water saturation. 

D. Examine elements and surfaces to receive panelboards for compliance with installation 
tolerances and other conditions affecting performance of the Work. 

E. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Coordinate layout and installation of panelboards and components with other construction that 
penetrates walls or is supported by them, including electrical and other types of equipment, 
raceways, piping, encumbrances to workspace clearance requirements, and adjacent surfaces. 
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Maintain required workspace clearances and required clearances for equipment access doors 
and panels. 

B. Comply with NECA 1. 

C. Install panelboards and accessories according to  NEMA PB 1.1. 

D. Equipment Mounting: 
1. Attach panelboard to the vertical finished or structural surface behind the panelboard. 
2. Comply with requirements for seismic control devices specified in Section 260548.16 

"Seismic Controls for Electrical Systems." 

E. Temporary Lifting Provisions: Remove temporary lifting eyes, channels, and brackets and 
temporary blocking of moving parts from panelboards. 

F. Comply with mounting and anchoring requirements specified in Section 260548.16 "Seismic 
Controls for Electrical Systems." 

G. Mount top of trim 80 inches above finished floor unless otherwise indicated. 

H. Mount panelboard cabinet plumb and rigid without distortion of box. 

I. Mount recessed panelboards with fronts uniformly flush with wall finish and mating with back 
box. 

J. Mounting panelboards with space behind is recommended for damp, wet, or dirty locations. The 
steel slotted supports in the following paragraph provide an even mounting surface and the 
recommended space behind to prevent moisture or dirt collection. 

K. Mount surface-mounted panelboards to steel slotted supports 5/8 inch or 1 1/4 inch in depth. 
Orient steel slotted supports vertically. 

L. Install overcurrent protective devices and controllers not already factory installed. 
1. Tighten bolted connections and circuit breaker connections using calibrated torque 

wrench or torque screwdriver per manufacturer's written instructions. 

M. Make grounding connections and bond neutral for services and separately derived systems to 
ground. Make connections to grounding electrodes, separate grounds for isolated ground bars, 
and connections to separate ground bars. 

N. Install filler plates in unused spaces. 

O. Stub four 1-inch empty conduits from panelboard into accessible ceiling space or space 
designated to be ceiling space in the future. Stub four 1-inch empty conduits into raised floor 
space or below slab not on grade. 

P. Arrange conductors in gutters into groups and bundle and wrap with wire ties after completing 
load balancing. 

Q. Mount spare fuse cabinet in accessible location. 
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3.3 IDENTIFICATION 

A. Identify field-installed conductors, interconnecting wiring, and components; install warning 
signs. 

B. Create a directory to indicate installed circuit loads after balancing panelboard loads; 
incorporate Owner's final room designations. Obtain approval before installing. Handwritten 
directories are not acceptable. Install directory inside panelboard door. 

C. Panelboard Nameplates: Label each panelboard with a nameplate. 

D. Install warning signs complying with CEC and NFPA. 

3.4 FIELD QUALITY CONTROL 

A. Perform tests and inspections. 

1. Manufacturer's Field Service: Engage a factory-authorized service representative to 
inspect components, assemblies, and equipment installations, including connections, and 
to assist in testing. 

B. Acceptance Testing Preparation: 

1. Test insulation resistance for each panelboard bus, component, connecting supply, feeder, 
and control circuit. 

2. Test continuity of each circuit. 

C. Tests and Inspections: 

1. Perform each visual and mechanical inspection and electrical test for low-voltage air 
circuit breakers and low-voltage surge arrestors stated in NETA ATS, Paragraph 7.6 
Circuit Breakers and Paragraph 7.19.1 Surge Arrestors, Low-Voltage. Do not perform 
optional tests. Certify compliance with test parameters. 

2. Correct malfunctioning units on-site, where possible, and retest to demonstrate 
compliance; otherwise, replace with new units and retest. 

3. Perform the following infrared scan tests and inspections and prepare reports: 

a. Initial Infrared Scanning: After Substantial Completion, but not more than 60 days 
after Final Acceptance, perform an infrared scan of each panelboard. Remove front 
panels so joints and connections are accessible to portable scanner. 

b. Instruments and Equipment: 

1) Use an infrared scanning device designed to measure temperature or to 
detect significant deviations from normal values. Provide calibration record 
for device. 

D. Panelboards will be considered defective if they do not pass tests and inspections. 

E. Prepare test and inspection reports, including a certified report that identifies panelboards 
included and that describes scanning results, with comparisons of the two scans. Include 
notation of deficiencies detected, remedial action taken, and observations after remedial action. 
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3.5 ADJUSTING 

A. Adjust moving parts and operable components to function smoothly, and lubricate as 
recommended by manufacturer. 

B. Set field-adjustable circuit-breaker trip ranges  as specified in Section 260573 "Overcurrent 
Protective Device Coordination Study." 

C. Load Balancing: After Substantial Completion, but not more than 60 days after Final 
Acceptance, measure load balancing and make circuit changes. Prior to making circuit changes 
to achieve load balancing, inform Architect of effect on phase color coding. 

1. Measure loads during period of normal facility operations. 
2. Perform circuit changes to achieve load balancing outside normal facility operation 

schedule or at times directed by the Architect. Avoid disrupting services such as fax 
machines and on-line data processing, computing, transmitting, and receiving equipment. 

3. After changing circuits to achieve load balancing, recheck loads during normal facility 
operations. Record load readings before and after changing circuits to achieve load 
balancing. 

4. Tolerance: Maximum difference between phase loads, within a panelboard, shall not 
exceed 20 percent. 

3.6 PROTECTION 

A. Temporary Heating: Prior to energizing panelboards, apply temporary heat to maintain 
temperature according to manufacturer's written instructions. 

END OF SECTION 262416 
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SECTION 26 32 13 

ENGINE GENERATORS 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.02 SUMMARY 

A. This Section includes packaged engine-generator sets for emergency power supply with the 
following features: 

1. Diesel engine. 
2. Unit-mounted cooling system. 
3. Unit-mounted control and monitoring. 
4. Outdoor Enclosure. 

B. Related Sections include the following: 

1. Section 26 36 00 "Transfer Switches" for transfer switches including sensors and relays 
to initiate automatic-starting and -stopping signals for engine-generator sets. 

1.03 DEFINITIONS 

A. Operational Bandwidth:  The total variation from the lowest to highest value of a parameter over 
the range of conditions indicated, expressed as a percentage of the nominal value of the 
parameter. 

1.04 ACTION SUBMITTALS 

A. Product Data:  For each type of packaged engine generator indicated.  Include rated capacities, 
operating characteristics, and furnished specialties and accessories.  In addition, include the 
following: 

1. Thermal damage curve for generator. 
2. Time-current characteristic curves for generator protective device. 

B. Shop Drawings:  Detail equipment assemblies and indicate dimensions, weights, loads, 
required clearances, method of field assembly, components, and location and size of each field 
connection. 

1. Dimensioned outline plan and elevation drawings of engine-generator set and other 
components specified. 
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2. Design Calculations:  Signed and sealed by a qualified professional engineer.  Calculate 
requirements for selecting vibration isolators and seismic restraints and for designing 
vibration isolation bases. 

3. Vibration Isolation Base Details:  Signed and sealed by a qualified professional engineer.  
Detail fabrication, including anchorages and attachments to structure and to supported 
equipment.  Include base weights. 

4. Wiring Diagrams:  Power, signal, and control wiring. 

1.05 INFORMATIONAL SUBMITTALS 

A. Manufacturer Seismic Qualification Certification:  Submit certification that day tank, engine-
generator set, batteries, battery racks, accessories, and components will withstand seismic 
forces defined in Section 26 05 48 "Vibration and Seismic Controls for Electrical Systems." 
Include the following: 

1. Basis for Certification:  Indicate whether withstand certification is based on actual test of 
assembled components or on calculation. 

a. The term "withstand" means "the unit will remain in place without separation of any 
parts from the device when subjected to the seismic forces specified." 

2. Dimensioned Outline Drawings of Equipment Unit:  Identify center of gravity and locate 
and describe mounting and anchorage provisions. 

3. Detailed description of equipment anchorage devices on which the certification is based 
and their installation requirements. 

B. Qualification Data:  For testing agency. 

C. Source quality-control test reports. 

1. Certified summary of prototype-unit test report. 
2. Certified Test Reports:  For components and accessories that are equivalent, but not 

identical, to those tested on prototype unit. 
3. Report of factory test on units to be shipped for this Project, showing evidence of 

compliance with specified requirements. 
4. Report of sound generation. 
5. Report of exhaust emissions showing compliance with applicable regulations. 
6. Certified Torsional Vibration Compatibility:  Comply with NFPA 110. 

D. Field quality-control test reports. 

E. Warranty:  Special warranty specified in this Section. 

1.06 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For packaged engine generators to include in emergency, 
operation, and maintenance manuals.  In addition to items specified in Section 01 78 23 
"Operation and Maintenance Data," include the following: 

1. List of tools and replacement items recommended to be stored at Project for ready 
access.  Include part and drawing numbers, current unit prices, and source of supply. 
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1.07 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials described below that match products installed and that are packaged 
with protective covering for storage and identified with labels describing contents. 

1. Fuses:  One for every 10 of each type and rating, but no fewer than one of each. 
2. Indicator Lamps:  Two for every six of each type used, but no fewer than two of each. 
3. Filters:  One set each of lubricating oil, fuel, and combustion-air filters. 

1.08 QUALITY ASSURANCE 

A. Installer Qualifications:  Manufacturer's authorized representative who is trained and approved 
for installation of units required for this Project. 

1. Maintenance Proximity:  Not more than four hours' normal travel time from Installer's 
place of business to Project site. 

2. Engineering Responsibility:  Preparation of data for vibration isolators and seismic 
restraints of engine skid mounts, including Shop Drawings, based on testing and 
engineering analysis of manufacturer's standard units in assemblies similar to those 
indicated for this Project. 

B. Manufacturer Qualifications:  A qualified manufacturer.  Maintain, within 200 miles of Project 
site, a service center capable of providing training, parts, and emergency maintenance repairs. 

C. Testing Agency Qualifications:  An independent agency, with the experience and capability to 
conduct the testing indicated, that is a member company of the InterNational Electrical Testing 
Association or is a nationally recognized testing laboratory (NRTL), and that is acceptable to 
authorities having jurisdiction. 

1. Testing Agency's Field Supervisor:  Person currently certified by the InterNational 
Electrical Testing Association or the National Institute for Certification in Engineering 
Technologies to supervise on-site testing specified in Part 3. 

D. Source Limitations:  Obtain packaged generator sets and auxiliary components through one 
source from a single manufacturer. 

E. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for 
intended use. 

F. Comply with ASME B15.1. 

G. Comply with NFPA 37. 

H. Comply with NFPA 70. 

I. Comply with NFPA 110 requirements for Level 1 emergency power supply system. 

J. Comply with UL 2200. 

K. Engine Exhaust Emissions:  Comply with applicable state and local government requirements. 
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L. Noise Emission:  Comply with applicable state and local government requirements for maximum 
noise level at adjacent property boundaries due to sound emitted by generator set including 
engine, engine exhaust, engine cooling-air intake and discharge, and other components of 
installation. 

1.09 PROJECT CONDITIONS 

A. Interruption of Existing Electrical Service:  Do not interrupt electrical service to facilities unless 
permitted under the following conditions and then only after arranging to provide temporary 
electrical service according to requirements indicated: 

1. Notify Construction Manager no fewer than two 14 days in advance of proposed 
interruption of electrical service. 

2. Do not proceed with interruption of electrical service without Construction Manager's 
written permission. 

B. Environmental Conditions:  Engine-generator system shall withstand the following 
environmental conditions without mechanical or electrical damage or degradation of 
performance capability: 

1. Ambient Temperature:  5 to 40 deg C. 
2. Relative Humidity:  0 to 95 percent. 
3. Altitude:  Sea level to 1000 feet. 

1.10 COORDINATION 

A. Coordinate size and location of concrete bases for package engine generators.  Cast anchor-
bolt inserts into bases.  Concrete, reinforcement, and formwork requirements are specified with 
concrete. 

1.11 WARRANTY 

A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or 
replace components of packaged engine generators and associated auxiliary components that 
fail in materials or workmanship within specified warranty period. 

1. Warranty Period:  5 years from date of Substantial Completion. 

1.12 MAINTENANCE SERVICE 

A. Initial Maintenance Service:  Beginning at Substantial Completion, provide 12 months' full 
maintenance by skilled employees of manufacturer's designated service organization.  Include 
quarterly exercising to check for proper starting, load transfer, and running under load.  Include 
routine preventive maintenance as recommended by manufacturer and adjusting as required for 
proper operation.  Provide parts and supplies same as those used in the manufacture and 
installation of original equipment. 
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PART 2 - PRODUCTS 

2.01 MANUFACTURERS 

A. Basis-of-Design Product:  Subject to compliance with requirements, provide Generac Power 
Systems Inc. 350kw .8pf generator or a comparable product by one of the following: 

1. Kohler Co.; Generator Division. 
2. Onan/Cummins Power Generation; Industrial Business Group. 

2.02 ENGINE-GENERATOR SET 

A. Factory-assembled and -tested, engine-generator set. 

B. Noise Emission: Comply with applicable state and local government requirements for maximum 
noise level at adjacent property boundaries due to sound emitted by generator set including 
engine, engine exhaust, engine cooling-air intake and discharge, and other components of 
installation 

C. Engine Exhaust Emissions: Comply with EPA Tier 2 requirements and applicable state and 
local government requirements 

D. Mounting Frame:  Maintain alignment of mounted components without depending on concrete 
foundation; and have lifting attachments. 

1. Rigging Diagram:  Inscribed on metal plate permanently attached to mounting frame to 
indicate location and lifting capacity of each lifting attachment and generator-set center of 
gravity. 

E. Capacities and Characteristics: 

1. Power Output Ratings:  Nominal ratings as indicated, with capacity as required to operate 
as a unit as evidenced by records of prototype testing. 

2. Output Connections:  Three-phase, four wire. 
3. Nameplates:  For each major system component to identify manufacturer's name and 

address, and model and serial number of component. 

F. Generator-Set Performance: 

1. Steady-State Voltage Operational Bandwidth:  3 percent of rated output voltage from no 
load to full load. 

2. Transient Voltage Performance:  Not more than 20 percent variation for 50 percent step-
load increase or decrease.  Voltage shall recover and remain within the steady-state 
operating band within three seconds. 

3. Steady-State Frequency Operational Bandwidth:  0.5 percent of rated frequency from no 
load to full load. 

4. Steady-State Frequency Stability:  When system is operating at any constant load within 
the rated load, there shall be no random speed variations outside the steady-state 
operational band and no hunting or surging of speed. 

5. Transient Frequency Performance:  Less than 5 percent variation for 50 percent step-
load increase or decrease.  Frequency shall recover and remain within the steady-state 
operating band within five seconds. 

http://www.specagent.com/LookUp/?ulid=2183&mf=04&mf=95&src=wd&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456818318&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456818319&mf=04&src=wd
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6. Output Waveform:  At no load, harmonic content measured line to line or line to neutral 
shall not exceed 5 percent total and 3 percent for single harmonics.  Telephone influence 
factor, determined according to NEMA MG 1, shall not exceed 50 percent. 

7. Sustained Short-Circuit Current:  For a 3-phase, bolted short circuit at system output 
terminals, system shall supply a minimum of 250 percent of rated full-load current for not 
less than 10 seconds and then clear the fault automatically, without damage to generator 
system components. 

8. Start Time:  Comply with NFPA 110, Type 10, system requirements. 

2.03 ENGINE 

A. Fuel:  Fuel oil, Grade DF-2. 

B. Rated Engine Speed:  1800 rpm. 

C. Maximum Piston Speed for Four-Cycle Engines:  2250 fpm. 

D. Lubrication System:  The following items are mounted on engine or skid: 

1. Filter and Strainer:  Rated to remove 90 percent of particles 5 micrometers and smaller 
while passing full flow. 

2. Thermostatic Control Valve:  Control flow in system to maintain optimum oil temperature.  
Unit shall be capable of full flow and is designed to be fail-safe. 

3. Crankcase Drain:  Arranged for complete gravity drainage to an easily removable 
container with no disassembly and without use of pumps, siphons, special tools, or 
appliances. 

E. Engine Fuel System: 

1. Main Fuel Pump:  Mounted on engine.  Pump ensures adequate primary fuel flow under 
starting and load conditions. 

2. Relief-Bypass Valve:  Automatically regulates pressure in fuel line and returns excess 
fuel to source. 

F. Coolant Jacket Heater:  Electric-immersion type, factory installed in coolant jacket system.  
Comply with NFPA 110 requirements for Level 1 equipment for heater capacity. 

G. Governor:  Mechanical. 

H. Cooling System:  Closed loop, liquid cooled, with radiator factory mounted on engine-generator-
set mounting frame and integral engine-driven coolant pump. 

1. Coolant:  Solution of 50 percent ethylene-glycol-based antifreeze and 50 percent water, 
with anticorrosion additives as recommended by engine manufacturer. 

2. Size of Radiator:  Adequate to contain expansion of total system coolant from cold start 
to 110 percent load condition. 

3. Expansion Tank:  Constructed of welded steel plate and rated to withstand maximum 
closed-loop coolant system pressure for engine used.  Equip with gage glass and 
petcock. 

4. Temperature Control:  Self-contained, thermostatic-control valve modulates coolant flow 
automatically to maintain optimum constant coolant temperature as recommended by 
engine manufacturer. 
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5. Coolant Hose:  Flexible assembly with inside surface of nonporous rubber and outer 
covering of aging-, ultraviolet-, and abrasion-resistant fabric. 

a. Rating:  50-psig maximum working pressure with coolant at 180 deg F, and 
noncollapsible under vacuum. 

b. End Fittings:  Flanges or steel pipe nipples with clamps to suit piping and 
equipment connections. 

I. Muffler/Silencer:  Critical type, sized as recommended by engine manufacturer and selected 
with exhaust piping system to not exceed engine manufacturer's engine backpressure 
requirements. 

1. Minimum sound attenuation of 25 dB at 500 Hz. 
2. Sound level measured at a distance of 10 feet from exhaust discharge after installation is 

complete shall be 85 dBA or less. 

J. Air-Intake Filter:  Standard-duty, engine-mounted air cleaner with replaceable dry-filter element 
and "blocked filter" indicator. 

K. Starting System:  24-V electric, with negative ground. 

1. Components:  Sized so they will not be damaged during a full engine-cranking cycle with 
ambient temperature at maximum specified in Part 1 "Project Conditions" Article. 

2. Cranking Motor:  Heavy-duty unit that automatically engages and releases from engine 
flywheel without binding. 

3. Cranking Cycle:  As required by NFPA 110 for system level specified. 
4. Battery:  Adequate capacity within ambient temperature range specified in Part 1 "Project 

Conditions" Article to provide specified cranking cycle at least three times without 
recharging. 

5. Battery Cable:  Size as recommended by engine manufacturer for cable length indicated.  
Include required interconnecting conductors and connection accessories. 

6. Battery Compartment:  Factory fabricated of metal with acid-resistant finish and thermal 
insulation.  Thermostatically controlled heater shall be arranged to maintain battery above 
10 deg C regardless of external ambient temperature within range specified in Part 1 
"Project Conditions" Article.  Include accessories required to support and fasten batteries 
in place. 

7. Battery-Charging Alternator:  Factory mounted on engine with solid-state voltage 
regulation and 35-A minimum continuous rating. 

8. Battery Charger:  Current-limiting, automatic-equalizing and float-charging type.  Unit 
shall comply with UL 1236 and include the following features: 

a. Operation:  Equalizing-charging rate of 10 A shall be initiated automatically after 
battery has lost charge until an adjustable equalizing voltage is achieved at battery 
terminals.  Unit shall then be automatically switched to a lower float-charging mode 
and shall continue to operate in that mode until battery is discharged again. 

b. Automatic Temperature Compensation:  Adjust float and equalize voltages for 
variations in ambient temperature from minus 40 deg C to plus 60 deg C to prevent 
overcharging at high temperatures and undercharging at low temperatures. 

c. Automatic Voltage Regulation:  Maintain constant output voltage regardless of 
input voltage variations up to plus or minus 10 percent. 

d. Ammeter and Voltmeter:  Flush mounted in door.  Meters shall indicate charging 
rates. 

e. Safety Functions:  Sense abnormally low battery voltage and close contacts 
providing low battery voltage indication on control and monitoring panel.  Sense 
high battery voltage and loss of ac input or dc output of battery charger.  Either 
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condition shall close contacts that provide a battery-charger malfunction indication 
at system control and monitoring panel. 

f. Enclosure and Mounting:  NEMA 250, Type 1, wall-mounted cabinet. 

2.04 FUEL OIL STORAGE 

A. Comply with NFPA 30. 

B. Base-Mounted Fuel Oil Tank:  Factory installed and piped, complying with UL 142 fuel oil tank.  
Features include the following: 

1. Tank level indicator. 
2. Leak detection system for secondary containment. 
3. Capacity:  Fuel for 16 hours' continuous operation at 100 percent rated power output. 
4. Vandal-resistant fill cap. 
5. Containment Provisions:  Double wall UL 142 listed. Comply with requirements of 

authorities having jurisdiction. 

2.05 CONTROL AND MONITORING 

A. Automatic Starting System Sequence of Operation:  When mode-selector switch on the control 
and monitoring panel is in the automatic position, remote-control contacts in one or more 
separate automatic transfer switches initiate starting and stopping of generator set.  When 
mode-selector switch is switched to the on position, generator set starts.  The off position of 
same switch initiates generator-set shutdown.  When generator set is running, specified system 
or equipment failures or derangements automatically shut down generator set and initiate 
alarms.  Operation of a remote emergency-stop switch also shuts down generator set. 

B. Configuration:  Operating and safety indications, protective devices, basic system controls, and 
engine gages shall be grouped in a common control and monitoring panel mounted on the 
generator set.  Mounting method shall isolate the control panel from generator-set vibration. 

C. Indicating and Protective Devices and Controls:  As required by NFPA 110 for Level 1 system, 
and the following: 

1. AC voltmeter. 
2. AC ammeter. 
3. AC frequency meter. 
4. DC voltmeter (alternator battery charging). 
5. Engine-coolant temperature gage. 
6. Engine lubricating-oil pressure gage. 
7. Running-time meter. 
8. Ammeter-voltmeter, phase-selector switch(es). 
9. Generator-voltage adjusting rheostat. 
10. Fuel tank derangement alarm. 
11. Fuel tank high-level shutdown of fuel supply alarm. 
12. Generator overload. 

D. Supporting Items:  Include sensors, transducers, terminals, relays, and other devices and 
include wiring required to support specified items.  Locate sensors and other supporting items 
on engine or generator, unless otherwise indicated. 
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E. Connection to Data Link:  A separate terminal block, factory wired to Form C dry contacts, for 
each alarm and status indication is reserved for connections for remote monitoring of indications 
to building management system. 

F. Common Remote Audible Alarm:  Comply with NFPA 110 requirements for Level 1 systems.  
Include necessary contacts and terminals in control and monitoring panel. 

1. Overcrank shutdown. 
2. Coolant low-temperature alarm. 
3. Control switch not in auto position. 
4. Battery-charger malfunction alarm. 
5. Battery low-voltage alarm. 

G. Remote Alarm Annunciator:  Comply with NFPA 99.  An LED labeled with proper alarm 
conditions shall identify each alarm event and a common audible signal shall sound for each 
alarm condition.  Silencing switch in face of panel shall silence signal without altering visual 
indication.  Connect so that after an alarm is silenced, clearing of initiating condition will 
reactivate alarm until silencing switch is reset.  Cabinet and faceplate are surface- or flush-
mounting type to suit mounting conditions indicated. 

1. Provide (1) four remote alarm annunciators.  Location for annunciator shall be as follows: 
a. Security Office in building adjacent to fire alarm remote annunciator. 

H. Remote Emergency-Stop Switch:  Flush; wall mounted, unless otherwise indicated; and labeled.  
Push button shall be protected from accidental operation. 

1. Locate emergency stop switch at loading dock across from the generator. 

2.06 GENERATOR OVERCURRENT AND FAULT PROTECTION 

A. Generator Circuit Breaker:  Molded-case, thermal-magnetic type; 100 percent rated; complying 
with NEMA AB 1 and UL 489. 

1. Tripping Characteristic:  Designed specifically for generator protection. 
2. Trip Rating:  Matched to generator rating. 
3. Shunt Trip:  Connected to trip breaker when generator set is shut down by other 

protective devices. 
4. Mounting:  Adjacent to or integrated with control and monitoring panel. 

2.07 GENERATOR, EXCITER, AND VOLTAGE REGULATOR 

A. Comply with NEMA MG 1. 

B. Drive:  Generator shaft shall be directly connected to engine shaft.  Exciter shall be rotated 
integrally with generator rotor. 

C. Electrical Insulation:  Class H or Class F. 

D. Stator-Winding Leads:  Brought out to terminal box to permit future reconnection for other 
voltages if required. 
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E. Construction shall prevent mechanical, electrical, and thermal damage due to vibration, 
overspeed up to 125 percent of rating, and heat during operation at 110 percent of rated 
capacity. 

F. Enclosure:  Dripproof. 

G. Voltage Regulator:  Solid-state type, separate from exciter, providing performance as specified. 

1. Adjusting rheostat on control and monitoring panel shall provide plus or minus 5 percent 
adjustment of output-voltage operating band. 

H. Windings:  Two-thirds pitch stator winding and fully linked amortisseur winding. 

I. Subtransient Reactance:  12 percent, maximum. 

2.08 OUTDOOR GENERATOR-SET ENCLOSURE 

A. Description: Vandal-resistant, sound-attenuating, weatherproof steel housing, wind resistant up 
to 100 mph (160 km/h). Multiple panels shall be lockable and provide adequate access to 
components requiring maintenance. Panels shall be removable by one person without tools. 
Instruments and control shall be mounted within enclosure. 

B. Description: Prefabricated or pre-engineered galvanized-steel-clad, integral structural-steel-
framed, Level 2 sound enclosure (75dBA at 23ft.), erected on concrete foundation. 

1. Structural Design and Anchorage: Comply with ASCE 7 for wind loads up to 100 mph 
(160 km/h). 

2. Seismic Design: Comply with seismic requirements in Section 260548.16 "Seismic 
Controls for Electrical Systems." 

3. Hinged Doors: With padlocking provisions. 
4. Space Heater: Thermostatically controlled and sized to prevent condensation. 
5. Thermal Insulation: Manufacturer's standard materials and thickness selected in 

coordination with space heater to maintain winter interior temperature within operating 
limits required by engine-generator-set components. 

6. Muffler Location:  Within enclosure. 

C. Engine Cooling Airflow through Enclosure: Maintain temperature rise of system components 
within required limits when unit operates at 110 percent of rated load for 2 hours with ambient 
temperature at top of range specified in system service conditions. 

1. Louvers: Fixed-engine, cooling-air inlet and discharge. Storm-proof and drainable louvers 
prevent entry of rain and snow. 

2. Automatic Dampers: At engine cooling-air inlet and discharge. Dampers shall be closed 
to reduce enclosure heat loss in cold weather when unit is not operating. 

3. Housing shall be equipped with vertical air discharge scoop. 
4. Ventilation: Provide temperature-controlled exhaust fan interlocked to prevent operation 

when engine is running. 

2.09 VIBRATION ISOLATION DEVICES 

A. Restrained Spring Isolators:  Freestanding, steel, open-spring isolators with seismic restraint. 
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1. Housing:  Steel with resilient vertical-limit stops to prevent spring extension due to wind 
loads or if weight is removed; factory-drilled baseplate bonded to 1/4-inch- thick, 
elastomeric isolator pad attached to baseplate underside; and adjustable equipment 
mounting and leveling bolt that acts as blocking during installation. 

2. Outside Spring Diameter:  Not less than 80 percent of compressed height of the spring at 
rated load. 

3. Minimum Additional Travel:  50 percent of required deflection at rated load. 
4. Lateral Stiffness:  More than 80 percent of rated vertical stiffness. 
5. Overload Capacity:  Support 200 percent of rated load, fully compressed, without 

deformation or failure. 

2.10 FINISHES 

A. Indoor and Outdoor Enclosures and Components:  Manufacturer's standard finish over 
corrosion-resistant pretreatment and compatible primer. 

2.11 SOURCE QUALITY CONTROL 

A. Prototype Testing:  Factory test engine-generator set using same engine model, constructed of 
identical or equivalent components and equipped with identical or equivalent accessories. 

1. Tests:  Comply with NFPA 110, Level 1 Energy Converters and with IEEE 115. 

B. Project-Specific Equipment Tests:  Before shipment, factory test engine-generator set and other 
system components and accessories manufactured specifically for this Project.  Perform tests at 
rated load and power factor.  Include the following tests: 

1. Test components and accessories furnished with installed unit that are not identical to 
those on tested prototype to demonstrate compatibility and reliability. 

2. Full load run. 
3. Maximum power. 
4. Voltage regulation. 
5. Transient and steady-state governing. 
6. Single-step load pickup. 
7. Safety shutdown. 
8. Report factory test results within 10 days of completion of test. 

PART 3 - EXECUTION 

3.01 EXAMINATION 

A. Examine areas, equipment bases, and conditions, with Installer present, for compliance with 
requirements for installation and other conditions affecting packaged engine-generator 
performance. 

B. Examine roughing-in of piping systems and electrical connections.  Verify actual locations of 
connections before packaged engine-generator installation. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 
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3.02 INSTALLATION 

A. Comply with packaged engine-generator manufacturers' written installation and alignment 
instructions and with NFPA 110. 

B. Install packaged engine generator to provide access, without removing connections or 
accessories, for periodic maintenance. 

C. Install packaged engine generator with restrained spring isolators having a minimum deflection 
of 1 inch on concrete base.  Secure sets to anchor bolts installed in concrete bases.  Concrete 
base construction is specified in Section 26 05 48 "Vibration and Seismic Controls for Electrical 
Systems." 

D. Install Schedule 40, black steel piping with welded joints and connect to engine muffler.    Piping 
shall be same diameter as muffler outlet.  Flexible connectors and steel piping materials and 
installation requirements are specified in Section 23 21 13 “Hydronic Piping." 

1. Install condensate drain piping to muffler drain outlet full size of drain connection with a 
shutoff valve, stainless-steel flexible connector, and Schedule 40, black steel pipe with 
welded joints.  Flexible connectors and piping materials and installation requirements are 
specified in Section 23 21 13 “Hydronic Piping." 

E. Electrical Wiring:  Install electrical devices furnished by equipment manufacturers but not 
specified to be factory mounted. 

3.03 CONNECTIONS 

A. Piping installation requirements are specified in other Sections.  Drawings indicate general 
arrangement of piping and specialties. 

B. Connect fuel, cooling-system, and exhaust-system piping adjacent to packaged engine 
generator to allow service and maintenance. 

C. Connect engine exhaust pipe to engine with flexible connector. 

D. Connect fuel piping to engines with a gate valve and union and flexible connector. 

E. Ground equipment according to NEC. 

3.04 IDENTIFICATION 

A. Identify system components according to Section 26 05 53 "Identification for Electrical 
Systems." 

3.05 FIELD QUALITY CONTROL 

A. Testing Agency:  Engage a qualified testing agency to perform tests and inspections and 
prepare test reports. 
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B. Manufacturer's Field Service:  Engage a factory-authorized service representative to inspect, 
test, and adjust components, assemblies, and equipment installations, including connections.  
Report results in writing. 

C. Perform tests and inspections and prepare test reports. 

1. Manufacturer's Field Service:  Engage a factory-authorized service representative to 
inspect components, assemblies, and equipment installations, including connections, and 
to assist in testing. 

D. Tests and Inspections: 

1. Perform tests recommended by manufacturer and each electrical test and visual and 
mechanical inspection for "AC Generators and for Emergency Systems" specified in 
NETA Acceptance Testing Specification.  Certify compliance with test parameters. 

2. NFPA 110 Acceptance Tests:  Perform tests required by NFPA 110 that are additional to 
those specified here including, but not limited to, single-step full-load pickup test. 

3. Battery Tests:  Equalize charging of battery cells according to manufacturer's written 
instructions.  Record individual cell voltages. 

a. Measure charging voltage and voltages between available battery terminals for 
full-charging and float-charging conditions.  Check electrolyte level and specific 
gravity under both conditions. 

b. Test for contact integrity of all connectors.  Perform an integrity load test and a 
capacity load test for the battery. 

c. Verify acceptance of charge for each element of the battery after discharge. 
d. Verify that measurements are within manufacturer's specifications. 

4. Battery-Charger Tests:  Verify specified rates of charge for both equalizing and float-
charging conditions. 

5. System Integrity Tests:  Methodically verify proper installation, connection, and integrity 
of each element of engine-generator system before and during system operation.  Check 
for air, exhaust, and fluid leaks. 

6. Exhaust-System Back-Pressure Test:  Use a manometer with a scale exceeding 40-inch 
wg.  Connect to exhaust line close to engine exhaust manifold.  Verify that back pressure 
at full-rated load is within manufacturer's written allowable limits for the engine. 

7. Exhaust Emissions Test:  Comply with applicable government test criteria. 
8. Voltage and Frequency Transient Stability Tests:  Use recording oscilloscope to measure 

voltage and frequency transients for 50 and 100 percent step-load increases and 
decreases, and verify that performance is as specified. 

9. Harmonic-Content Tests:  Measure harmonic content of output voltage under 25 percent 
and at 100 percent of rated linear load.  Verify that harmonic content is within specified 
limits. 

10. Noise Level Tests:  Measure A-weighted level of noise emanating from generator-set 
installation, including engine exhaust and cooling-air intake and discharge, at four 
locations on the property line, and compare measured levels with required values. 

E. Coordinate tests with tests for transfer switches and run them concurrently. 

F. Test instruments shall have been calibrated within the last 12 months, traceable to standards of 
NIST, and adequate for making positive observation of test results.  Make calibration records 
available for examination on request. 

G. Leak Test:  After installation, charge system and test for leaks.  Repair leaks and retest until no 
leaks exist. 



  Engine Generators 
  07.17.2017 
 

MK Think Inc. -   UC Hastings College of the Law 
September 26, 2017 ITB 78-0160 Infrastructure Improvement Projects 
 
 

H. Operational Test:  After electrical circuitry has been energized, start units to confirm proper 
motor rotation and unit operation. 

I. Test and adjust controls and safeties.  Replace damaged and malfunctioning controls and 
equipment. 

J. Remove and replace malfunctioning units and retest as specified above. 

K. Retest:  Correct deficiencies identified by tests and observations and retest until specified 
requirements are met. 

L. Report results of tests and inspections in writing.  Record adjustable relay settings and 
measured insulation resistances, time delays, and other values and observations.  Attach a 
label or tag to each tested component indicating satisfactory completion of tests. 

M. Infrared Scanning:  After Substantial Completion, but not more than 60 days after Final 
Acceptance, perform an infrared scan of each power wiring termination and each bus 
connection.  Remove all access panels so terminations and connections are accessible to 
portable scanner. 

1. Follow-up Infrared Scanning:  Perform an additional follow-up infrared scan 11 months 
after date of Substantial Completion. 

2. Instrument:  Use an infrared scanning device designed to measure temperature or to 
detect significant deviations from normal values.  Provide calibration record for device. 

3. Record of Infrared Scanning:  Prepare a certified report that identifies terminations and 
connections checked and that describes scanning results.  Include notation of 
deficiencies detected, remedial action taken, and observations after remedial action. 

3.06 DEMONSTRATION 

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to 
adjust, operate, and maintain packaged engine generators.  Refer to Section 01 77 00 
"Closeout Procedures." 

END OF SECTION  
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SECTION 26 36 00 

TRANSFER SWITCHES 

PART 1 - GENERAL 

1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.02 SUMMARY 

A. Section includes transfer switches rated 600 V and less, including the following: 

1. Automatic transfer switches. 

1.03 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated.  Include rated capacities, weights, operating 
characteristics, furnished specialties, and accessories. 

B. Shop Drawings:  Dimensioned plans, elevations, sections, and details showing minimum 
clearances, conductor entry provisions, gutter space, installed features and devices, and 
material lists for each switch specified. 

1. Single-Line Diagram:  Show connections between transfer switch, power sources, and 
load. 

1.04 INFORMATIONAL SUBMITTALS 

A. Manufacturer Seismic Qualification Certification:  Submit certification that transfer switches 
accessories, and components will withstand seismic forces defined in Section 26 05 48 
"Vibration and Seismic Controls for Electrical Systems." Include the following: 

1. Basis for Certification:  Indicate whether withstand certification is based on actual test of 
assembled components or on calculation. 

a. The term "withstand" means "the unit will remain in place without separation of any 
parts from the device when subjected to the seismic forces specified." 

2. Dimensioned Outline Drawings of Equipment Unit:  Identify center of gravity and locate 
and describe mounting and anchorage provisions. 

3. Detailed description of equipment anchorage devices on which the certification is based 
and their installation requirements. 

B. Field quality-control reports. 
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1.05 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For each type of product to include in emergency, operation, 
and maintenance manuals.  In addition to items specified in Section 01 78 23 "Operation and 
Maintenance Data," include the following: 

1. Features and operating sequences, both automatic and manual. 
2. List of all factory settings of relays; provide relay-setting and calibration instructions, 

including software, where applicable. 

1.06 QUALITY ASSURANCE 

A. Manufacturer Qualifications:  Maintain a service center capable of providing training, parts, and 
emergency maintenance repairs within a response period of less than eight hours from time of 
notification. 

B. If an independent testing agency is required, see Section 014000 "Quality Requirements" for 
general testing and inspecting agency qualification requirements.  If additional control is 
needed, use first paragraph below to specify 29 CFR 1910.7 or other more specific criteria (e.g., 
NETA).  29 CFR 1910.7 defines a nationally recognized testing laboratory as it applies to testing 
and inspecting for safety, and lists, labels, or accepts equipment and materials that meet certain 
OSHA criteria. 

C. Source Limitations:  Obtain automatic transfer switches through one source from a single 
manufacturer. 

D. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
by a qualified testing agency, and marked for intended location and application. 

E. Comply with NEMA ICS 1. 

F. Comply with NFPA 70. 

G. Comply with NFPA 99. 

H. Comply with NFPA 110. 

I. Comply with UL 1008 unless requirements of these Specifications are stricter. 

1.07 FIELD CONDITIONS 

A. Interruption of Existing Electrical Service:  Do not interrupt electrical service to facilities 
occupied by  others unless permitted under the following conditions and then only after 
arranging to provide temporary electrical service: 

1. Notify Construction Manager no fewer than 14 days in advance of proposed interruption 
of electrical service. 

2. Do not proceed with interruption of electrical service without Construction Manager's 
written permission. 
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1.08 COORDINATION 

A. Coordinate size and location of concrete bases.  Cast anchor-bolt inserts into bases.  Concrete, 
reinforcement, and formwork requirements are specified in Section 03 30 00 "Cast-in-Place 
Concrete." 

PART 2 - PRODUCTS 

2.01 MANUFACTURED UNITS 

A. Contactor Transfer Switches: 

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

a. Emerson; ASCO Power Technologies, LP. 
b. Generac Power Systems, Inc. 
c. GE Zenith Controls. 
d. Onan/Cummins Power Generation; Industrial Business Group. 
e. Russelectric, Inc. 

2.02 GENERAL TRANSFER-SWITCH PRODUCT REQUIREMENTS 

A. Indicated Current Ratings:  Apply as defined in UL 1008 for continuous loading and total system 
transfer, including tungsten filament lamp loads not exceeding 30 percent of switch ampere 
rating, unless otherwise indicated. 

B. Tested Fault-Current Closing and Withstand Ratings:  Adequate for duty imposed by protective 
devices at installation locations in Project under the fault conditions indicated, based on testing 
according to UL 1008. 

C. Solid-State Controls:  Repetitive accuracy of all settings shall be plus or minus 2 percent or 
better over an operating temperature range of minus 20 to plus 70 deg C. 

D. Resistance to Damage by Voltage Transients:  Components shall meet or exceed voltage-surge 
withstand capability requirements when tested according to IEEE C62.41.  Components shall 
meet or exceed voltage-impulse withstand test of NEMA ICS 1. 

E. Electrical Operation:  Accomplish by a nonfused, momentarily energized solenoid or electric-
motor-operated mechanism, mechanically and electrically interlocked in both directions. 

F. Switch Characteristics:  Designed for continuous-duty repetitive transfer of full-rated current 
between active power sources. 
1. Switch Action:  Double throw; mechanically held in both directions. 
2. Contacts:  Silver composition or silver alloy for load-current switching.  Conventional 

automatic transfer-switch units, rated 225 A and higher, shall have separate arcing 
contacts. 

G. Neutral Switching.  Where four-pole switches are indicated, provide neutral pole switched 
simultaneously with phase poles. 

http://www.specagent.com/LookUp/?uid=123456818370&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456803203&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456803204&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456818372&mf=04&src=wd
http://www.specagent.com/LookUp/?uid=123456803205&mf=04&src=wd
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H. Battery Charger:  For generator starting batteries. 

1. Float type rated 10 A. 
2. Ammeter to display charging current. 
3. Fused ac inputs and dc outputs. 

I. Annunciation, Control, and Programming Interface Components:  Devices at transfer switches 
for communicating with remote programming devices, annunciators, or annunciator and control 
panels shall have communication capability matched with remote device. 

J. Factory Wiring:  Train and bundle factory wiring and label, consistent with Shop Drawings, 
either by color-code or by numbered or lettered wire and cable tape markers at terminations.  
Color-coding and wire and cable tape markers are specified in Section 26 05 53 "Identification 
for Electrical Systems." 

1. Designated Terminals:  Pressure type, suitable for types and sizes of field wiring 
indicated. 

2. Power-Terminal Arrangement and Field-Wiring Space:  Suitable for top, side, or bottom 
entrance of feeder conductors as indicated. 

3. Control Wiring:  Equipped with lugs suitable for connection to terminal strips. 

K. Enclosures:  General-purpose NEMA 250, Type 1, complying with NEMA ICS 6 and UL 508, 
unless otherwise indicated. 

2.03 AUTOMATIC TRANSFER SWITCHES 

A. Comply with Level 1 equipment according to NFPA 110. 

B. Switching Arrangement:  Double-throw type, incapable of pauses or intermediate position stops 
during normal functioning, unless otherwise indicated. 

C. Manual Switch Operation:  Under load, with door closed and with either or both sources 
energized.  Transfer time is same as for electrical operation.  Control circuit automatically 
disconnects from electrical operator during manual operation. 

D. Signal-Before-Transfer Contacts:  A set of normally open/normally closed dry contacts operates 
in advance of retransfer to normal source.  Interval is adjustable from 1 to 30 seconds. 

E. In-Phase Monitor:  Factory-wired, internal relay controls transfer so it occurs only when the two 
sources are synchronized in phase.  Relay compares phase relationship and frequency 
difference between normal and emergency sources and initiates transfer when both sources are 
within 15 electrical degrees, and only if transfer can be completed within 60 electrical degrees.  
Transfer is initiated only if both sources are within 2 Hz of nominal frequency and 70 percent or 
more of nominal voltage. 

F. Automatic Transfer-Switch Features: 

1. Undervoltage Sensing for Each Phase of Normal Source:  Sense low phase-to-ground 
voltage on each phase.  Pickup voltage shall be adjustable from 85 to 100 percent of 
nominal, and dropout voltage is adjustable from 75 to 98 percent of pickup value.  
Factory set for pickup at 90 percent and dropout at 75 percent. In field adjust ATS2 to 
pickup at 90 percent and dropout at 85 percent. 
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2. Adjustable Time Delay:  For override of normal-source voltage sensing to delay transfer 
and engine start signals.  Adjustable from zero to six seconds, and factory set for one 
second. In filed adjust AST2 to 4 seconds 

3. Voltage/Frequency Lockout Relay:  Prevent premature transfer to generator.  Pickup 
voltage shall be adjustable from 85 to 100 percent of nominal.  Factory set for pickup at 
90 percent.  Pickup frequency shall be adjustable from 90 to 100 percent of nominal.  
Factory set for pickup at 95 percent. 

4. Time Delay for Retransfer to Normal Source:  Adjustable from 0 to 30 minutes, and 
factory set for 15 minutes to automatically defeat delay on loss of voltage or sustained 
undervoltage of emergency source, provided normal supply has been restored. 

5. Test Switch:  Simulate normal-source failure. 
6. Switch-Position Pilot Lights:  Indicate source to which load is connected. 
7. Source-Available Indicating Lights:  Supervise sources via transfer-switch normal- and 

emergency-source sensing circuits. 

a. Normal Power Supervision:  Green light with nameplate engraved "Normal Source 
Available." 

b. Emergency Power Supervision:  Red light with nameplate engraved "Emergency 
Source Available." 

8. Unassigned Auxiliary Contacts:  Two normally open, single-pole, double-throw contacts 
for each switch position, rated 10 A at 240-V ac. 

9. Transfer Override Switch:  Overrides automatic retransfer control so automatic transfer 
switch will remain connected to emergency power source regardless of condition of 
normal source.  Pilot light indicates override status. 

10. Engine Starting Contacts:  One isolated and normally closed, and one isolated and 
normally open; rated 10 A at 32-V dc minimum. 

11. Engine Shutdown Contacts:  Time delay adjustable from zero to five minutes, and factory 
set for five minutes.  Contacts shall initiate shutdown at remote engine-generator controls 
after retransfer of load to normal source. 

12. Engine-Generator Exerciser:  Required only in ATS1.  Solid-state, programmable-time 
switch starts engine generator and transfers load to it from normal source for a preset 
time, then retransfers and shuts down engine after a preset cool-down period.  Initiates 
exercise cycle at preset intervals adjustable from 7 to 30 days.  Running periods are 
adjustable from 10 to 30 minutes.  Factory settings are for 7-day exercise cycle, 20-
minute running period, and 5-minute cool-down period.  Exerciser features include the 
following: 

a. Exerciser Transfer Selector Switch:  Permits selection of exercise with and without 
load transfer. 

b. Push-button programming control with digital display of settings. 
c. Integral battery operation of time switch when normal control power is not 

available. 

2.04 SOURCE QUALITY CONTROL 

A. Factory test and inspect components, assembled switches, and associated equipment.  Ensure 
proper operation.  Check transfer time and voltage, frequency, and time-delay settings for 
compliance with specified requirements.  Perform dielectric strength test complying with 
NEMA ICS 1. 
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PART 3 - EXECUTION 

3.01 INSTALLATION 

A. Design each fastener and support to carry load indicated by seismic requirements and 
according to seismic-restraint details.  See Section 26 05 48 "Vibration and Seismic Controls for 
Electrical Systems." 

B. Floor-Mounting Switch:  Anchor to floor by bolting. 

1. Concrete Bases:  4 inches high, reinforced, with chamfered edges.  Extend base no more 
than 4 inches in all directions beyond the maximum dimensions of switch, unless 
otherwise indicated or unless required for seismic support.  Construct concrete bases 
according to Section 26 05 29 "Hangers and Supports for Electrical Systems." 

C. Annunciator and Control Panel Mounting:  Flush in wall, unless otherwise indicated. 

D. Identify components according to Section 26 05 53 "Identification for Electrical Systems." 

E. Set field-adjustable intervals and delays, relays, and engine exerciser clock. 

3.02 CONNECTIONS 

A. Wiring to Remote Components:  Match type and number of cables and conductors to control 
and communication requirements of transfer switches as recommended by manufacturer.  
Increase raceway sizes at no additional cost to  Owner if necessary to accommodate required 
wiring. 

B. Ground equipment according to NEC. 

C. Connect wiring according to Section 26 05 19 "Low-Voltage Electrical Power Conductors and 
Cables." 

3.03 FIELD QUALITY CONTROL 

A.  

B. Perform the following tests and inspections with the assistance of a factory-authorized service 
representative: 

1. After installing equipment and after electrical circuitry has been energized, test for 
compliance with requirements. 

2. Perform each visual and mechanical inspection and electrical test stated in NETA 
Acceptance Testing Specification.  Certify compliance with test parameters. 

3. Measure insulation resistance phase-to-phase and phase-to-ground with insulation-
resistance tester.  Include external annunciation and control circuits.  Use test voltages 
and procedure recommended by manufacturer.  Comply with manufacturer's specified 
minimum resistance. 

a. Check for electrical continuity of circuits and for short circuits. 
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b. Inspect for physical damage, proper installation and connection, and integrity of 
barriers, covers, and safety features. 

c. Verify that manual transfer warnings are properly placed. 
d. Perform manual transfer operation. 

4. After energizing circuits, demonstrate interlocking sequence and operational function for 
each switch at least three times. 

a. Simulate power failures of normal source to automatic transfer switches and of 
emergency source with normal source available. 

b. Simulate loss of phase-to-ground voltage for each phase of normal source. 
c. Verify time-delay settings. 
d. Verify pickup and dropout voltages by data readout or inspection of control 

settings. 
e. Test unit functional modes and related automatic transfer-switch operations. 
f. Verify proper sequence and correct timing of automatic engine starting, transfer 

time delay, retransfer time delay on restoration of normal power, and engine cool-
down and shutdown. 

5. Ground-Fault Tests:  Coordinate with testing of ground-fault protective devices for power 
delivery from both sources. 

a. Verify grounding connections and locations and ratings of sensors. 

  

C. Coordinate tests with tests of generator and run them concurrently. 

D. Report results of tests and inspections in writing.  Record adjustable relay settings and 
measured insulation and contact resistances and time delays.  Attach a label or tag to each 
tested component indicating satisfactory completion of tests. 

E. Remove and replace malfunctioning units and retest as specified above. 

F. Prepare test and inspection reports. 

G. Infrared Scanning:  After Substantial Completion, but not more than 60 days after Final 
Acceptance, perform an infrared scan of each switch.  Remove all access panels so joints and 
connections are accessible to portable scanner. 

1. Follow-up Infrared Scanning:  Perform an additional follow-up infrared scan of each 
switch 11 months after date of Substantial Completion. 

2. Instrument:  Use an infrared scanning device designed to measure temperature or to 
detect significant deviations from normal values.  Provide calibration record for device. 

3. Record of Infrared Scanning:  Prepare a certified report that identifies switches checked 
and that describes scanning results.  Include notation of deficiencies detected, remedial 
action taken, and observations after remedial action. 

3.04 DEMONSTRATION 

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to 
adjust, operate, and maintain transfer switches and related equipment as specified below.  
Refer to Section 01 77 00 "Closeout Procedures" 
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B. Coordinate this training with that for generator equipment. 

END OF SECTION  


	A. General: Immediately on discovery of the need for additional information or interpretation of the Contract Documents, Contractor shall prepare and submit an RFI in the form specified (refer to Division 1).
	1. Coordinate and submit RFIs in a prompt manner so as to avoid delays in Contractor's work or work of subcontractors.
	2. RFIs shall address single questions and related issues only.
	3. All RFIs shall be thoroughly reviewed and approved by the General Contractor and/or Construction Manager for accuracy and need for information required before submittal to Owner’s Design Representative.

	B. Content of the RFI: Include a detailed, legible description of item needing information or interpretation and the following:
	1. Project name.
	a. Project number.
	b. Date.
	c. Name of Contractor.
	d. Name of Architect.
	e. RFI number, numbered sequentially and unique.
	f. RFI subject.
	g. Specification Section number and title and related paragraphs, as appropriate.
	h. Drawing number and detail references, as appropriate.
	i. Field dimensions and conditions, as appropriate.
	j. Contractor's suggested resolution. If Contractor's suggested resolution impacts the Contract Time or the Contract Sum, Contractor shall state impact in the RFI.
	k. Contractor's signature.
	l. Attachments: Include sketches, descriptions, measurements, photos, Product Data, Shop Drawings, coordination drawings, and other information necessary to fully describe items needing interpretation.
	1) Include dimensions, thicknesses, structural grid references, and details of affected materials, assemblies, and attachments on attached sketches.


	C. Engineer’s Action: Engineer will review each RFI, determine action required, and respond. Allow a minimum three business days for Engineer's response for each RFI, plus additional time for Architect and General Contractor to review and forward. RFI...
	1. The following Contractor-generated RFIs will be returned without action:
	a. Incomplete RFIs or inaccurately prepared RFIs.
	b. RFIs submitted without indication of review and approval for submission by General Contractor.
	c. RFIs addressing multiple unrelated issues.
	d. Requests for approval of submittals.
	e. Requests for approval of substitutions.
	f. Requests for approval of Contractor's means and methods.
	g. Requests for information already indicated in the Contract Documents.
	h. Requests for adjustments in the Contract Time or the Contract Sum.
	i. Requests for interpretation of Engineer's actions on submittals.

	2. Engineer's action may include a request for additional information, in which case Engineer's time for response will date from time of receipt of additional information.

	260519 - Low-Voltage Electrical Power Conductors and Cables 9.26.17.pdf
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. This Section includes the following:
	1. Building wires and cables rated 600 V and less.
	2. Connectors, splices, and terminations rated 600 V and less.


	1.3 DEFINITIONS
	A. EPDM:  Ethylene-propylene-diene terpolymer rubber.
	B. NBR:  Acrylonitrile-butadiene rubber.

	1.4 ACTION SUBMITTALS
	A. Product Data:  For each type of product indicated.

	1.5 INFORMATIONAL SUBMITTALS
	A. Qualification Data:  For testing agency.
	B. Field quality-control test reports.

	1.6 QUALITY ASSURANCE
	A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for intended use.
	B. Comply with NFPA 70.


	PART 2 -  PRODUCTS
	2.1 CONDUCTORS AND CABLES
	A. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1. Alcan Products Corporation; Alcan Cable Division.
	2. American Insulated Wire Corp.; a Leviton Company.
	3. General Cable Corporation.
	4. Senator Wire & Cable Company.
	5. Southwire Company.

	B.  Copper Conductors:  Comply with NEMA WC 70.
	C. Conductor Insulation:  Comply with NEMA WC 70 for Types  THHN-THWN.
	D. Multiconductor Cable:  Comply with NEMA WC 70 for armored cable, Type AC metal-clad cable and Type MC with ground wire.

	2.2 CONNECTORS AND SPLICES
	A. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1. AFC Cable Systems, Inc.
	2. Hubbell Power Systems, Inc.
	3. O-Z/Gedney; EGS Electrical Group LLC.
	4. 3M; Electrical Products Division.
	5. Tyco Electronics Corp.

	B. Description:  Factory-fabricated connectors and splices of size, ampacity rating, material, type, and class for application and service indicated.


	PART 3 -  EXECUTION
	3.1 CONDUCTOR MATERIAL APPLICATIONS
	A. Feeders:  Copper.  Solid or stranded for No. 10 AWG and smaller; stranded for No. 8 AWG and larger.
	B. Branch Circuits:  Copper.  Solid or stranded for No. 10 AWG and smaller; stranded for No. 8 AWG and larger.

	3.2 CONDUCTOR INSULATION AND MULTICONDUCTOR CABLE APPLICATIONS AND WIRING METHODS
	A. Service Entrance:  Type THHN-THWN, single conductors in raceway.
	B. Exposed Feeders:  Type THHN-THWN, single conductors in raceway.
	C. Feeders Concealed in Ceilings, Walls, Partitions, and Crawlspaces:  Type THHN-THWN, single conductors in raceway.
	D. Feeders Concealed in Concrete, below Slabs-on-Grade, and Underground:  Type THHN-THWN, single conductors in raceway.
	E. Exposed Branch Circuits, Including in Crawlspaces:  Type THHN-THWN, single conductors in raceway.
	F. Branch Circuits Concealed in Ceilings, Walls, and Partitions:  Type THHN-THWN, single conductors in raceway or Metal-clad cable, Type MC.
	G. Class 1 Control Circuits:  Type THHN-THWN, in raceway.
	H. Class 2 Control Circuits:  Type THHN-THWN, in raceway.

	3.3 INSTALLATION OF CONDUCTORS AND CABLES
	A. Conceal cables in finished walls, ceilings, and floors, unless otherwise indicated.
	B. Use manufacturer-approved pulling compound or lubricant where necessary; compound used must not deteriorate conductor or insulation.  Do not exceed manufacturer's recommended maximum pulling tensions and sidewall pressure values.
	C. Use pulling means, including fish tape, cable, rope, and basket-weave wire/cable grips, that will not damage cables or raceway.
	D. Install exposed cables parallel and perpendicular to surfaces of exposed structural members, and follow surface contours where possible.
	E. Support cables according to Division 26 Section "Hangers and Supports for Electrical Systems."
	F. Identify and color-code conductors and cables according to Division 26 Section "Identification for Electrical Systems."

	3.4 CONNECTIONS
	A. Tighten electrical connectors and terminals according to manufacturer's published torque-tightening values.  If manufacturer's torque values are not indicated, use those specified in UL 486A and UL 486B.
	B. Make splices and taps that are compatible with conductor material and that possess equivalent or better mechanical strength and insulation ratings than unspliced conductors.
	1. Use oxide inhibitor in each splice and tap conductor for aluminum conductors.

	C. Wiring at Outlets:  Install conductor at each outlet, with at least 6 inches of slack.

	3.5 SLEEVE AND SLEEVE-SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS
	A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies.

	3.6 FIRESTOPPING
	A. Apply firestopping to electrical penetrations of fire-rated floor and wall assemblies to restore original fire-resistance rating of assembly according to Division 07 Section "Penetration Firestopping."

	3.7 FIELD QUALITY CONTROL
	A. Perform tests and inspections and prepare test reports.
	B. Tests and Inspections:
	1. After installing conductors and cables and before electrical circuitry has been energized, test service entrance and feeder conductors, and conductors feeding the following critical equipment and services for compliance with requirements.
	a. Feeders to all panels
	b. Feeders to all motors over 1 HP
	c. Feeders and branch circuits to all Mechanical Equipment
	d. Feeders and branch circuits to all elevators.

	2. Perform each visual and mechanical inspection and electrical test stated in NETA Acceptance Testing Specification.  Certify compliance with test parameters.
	3. Infrared Scanning:  After Substantial Completion, but not more than 60 days after Final Acceptance, perform an infrared scan of each splice in cables and conductors No. 3 AWG and larger.  Remove box and equipment covers so splices are accessible to...
	a. Instrument:  Use an infrared scanning device designed to measure temperature or to detect significant deviations from normal values.  Provide calibration record for device.
	b. Record of Infrared Scanning:  Prepare a certified report that identifies splices checked and that describes scanning results.  Include notation of deficiencies detected, remedial action taken, and observations after remedial action.


	C. Test Reports:  Prepare a written report to record the following:
	1. Test procedures used.
	2. Test results that comply with requirements.
	3. Test results that do not comply with requirements and corrective action taken to achieve compliance with requirements.

	D. Remove and replace malfunctioning units and retest as specified above.
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	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:  Grounding systems and equipment.

	1.3 ACTION SUBMITTALS
	A. Product Data:  For each type of product indicated.

	1.4 INFORMATIONAL SUBMITTALS
	A. Informational Submittals:  Plans showing dimensioned as-built locations of grounding features specified in "Field Quality Control" Article, including the following:
	1. Ground rods.
	2. Grounding arrangements and connections for separately derived systems.

	B.
	C. Field quality-control reports.

	1.5 CLOSEOUT SUBMITTALS
	A. Operation and Maintenance Data:  For grounding to include in emergency, operation, and maintenance manuals. In addition to items specified in Division 01 Section "Operation and Maintenance Data," include the following:
	1. Instructions for periodic testing and inspection of grounding features at test wells and grounding connections for separately derived systems based on NETA MTS.
	a. Tests shall determine if ground-resistance or impedance values remain within specified maximums, and instructions shall recommend corrective action if values do not.
	b. Include recommended testing intervals.



	1.6 QUALITY ASSURANCE
	A. Testing Agency Qualifications:  Member company of NETA or an NRTL.
	1. Testing Agency's Field Supervisor:  Currently certified by NETA to supervise on-site testing.

	B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	C. Comply with UL 467 for grounding and bonding materials and equipment.


	PART 2 -  PRODUCTS
	2.1 CONDUCTORS
	A. Insulated Conductors:  Copper or tinned-copper wire or cable insulated for 600 V unless otherwise required by applicable Code or authorities having jurisdiction.
	B. Bare Copper Conductors:
	1. Solid Conductors:  ASTM B 3.
	2. Stranded Conductors:  ASTM B 8.
	3. Tinned Conductors:  ASTM B 33.
	4. Bonding Cable:  28 kcmil, 14 strands of No. 17 AWG conductor, 1/4 inch in diameter.
	5. Bonding Conductor:  No. 4 or No. 6 AWG, stranded conductor.
	6. Bonding Jumper:  Copper tape, braided conductors terminated with copper ferrules; 1-5/8 inches wide and 1/16 inch thick.
	7. Tinned Bonding Jumper:  Tinned-copper tape, braided conductors terminated with copper ferrules; 1-5/8 inches wide and 1/16 inch thick.

	C.
	1.
	2.

	D. Grounding Bus:  Predrilled rectangular bars of annealed copper, 1/4 by 4 inches in cross section, with 9/32-inch holes spaced 1-1/8 inches apart. Minimum length shall be 18 inches or as shown on drawings.  Stand-off insulators for mounting shall co...

	2.2 CONNECTORS
	A. Listed and labeled by an NRTL acceptable to authorities having jurisdiction for applications in which used and for specific types, sizes, and combinations of conductors and other items connected.
	B. Bolted Connectors for Conductors and Pipes:  Copper or copper alloy, pressure type with at least two bolts.
	1. Pipe Connectors:  Clamp type, sized for pipe.

	C. Welded Connectors:  Exothermic-welding kits of types recommended by kit manufacturer for materials being joined and installation conditions.
	D. Bus-bar Connectors:  Mechanical type, cast silicon bronze, solderless compression-type wire terminals, and long-barrel, two-bolt connection to ground bus bar.  Provide exothermic where shown on drawings and where extending main service ground

	2.3 GROUNDING ELECTRODES
	A. Ground Rods:  Copper-clad steel; 3/4 inch in diameter by 10 feet.


	PART 3 -  EXECUTION
	3.1 APPLICATIONS
	A. Conductors:  Install solid conductor for No. 8  AWG and smaller, and stranded conductors for No. 6  AWG and larger unless otherwise indicated.
	B. Isolated Grounding Conductors:  Green-colored insulation with continuous yellow stripe.  On feeders with isolated ground, identify grounding conductor where visible to normal inspection, with alternating bands of green and yellow tape, with at leas...
	C. Grounding Bus:  Install in electrical and telephone equipment rooms, in rooms housing service equipment, and elsewhere as indicated.
	1. Install bus on insulated spacers 2 inches minimum from wall, 18 inches above finished floor unless otherwise indicated.
	2. Where indicated on both sides of doorways, route bus up to top of door frame, across top of doorway, and down to specified height above floor; connect to horizontal bus.

	D. Conductor Terminations and Connections:
	1. Pipe and Equipment Grounding Conductor Terminations:  Bolted connectors.
	2. Underground Connections:  Welded connectors except at test wells and as otherwise indicated.
	3. Connections to Ground Rods at Test Wells:  Bolted connectors.
	4. Connections to Structural Steel:  Welded connectors.


	3.2 EQUIPMENT GROUNDING
	A. Install insulated equipment grounding conductors with all feeders and branch circuits.
	B. Install insulated equipment grounding conductors with the following items, in addition to those required by NFPA 70:
	1. Feeders and branch circuits.
	2. Lighting circuits.
	3. Receptacle circuits.
	4. Single-phase motor and appliance branch circuits.
	5. Three-phase motor and appliance branch circuits.
	6. Flexible raceway runs.
	7. Busway Supply Circuits:  Install insulated equipment grounding conductor from grounding bus in the switchgear, switchboard, or distribution panel to equipment grounding bar terminal on busway.
	8. Computer and Rack-Mounted Electronic Equipment Circuits:  Install insulated equipment grounding conductor in branch-circuit runs from equipment-area power panels and power-distribution units.


	3.3 INSTALLATION
	A. Grounding Conductors:  Route along shortest and straightest paths possible unless otherwise indicated or required by Code.  Avoid obstructing access or placing conductors where they may be subjected to strain, impact, or damage.
	B. Ground Bonding Common with Lightning Protection System:  Comply with NFPA 780 and UL 96 when interconnecting with lightning protection system.  Bond electrical power system ground directly to lightning protection system grounding conductor at close...
	C. Ground Rods:  Drive rods until tops are 2 inches below finished floor or final grade unless otherwise indicated.
	1. Interconnect ground rods with grounding electrode conductor below grade and as otherwise indicated.  Make connections without exposing steel or damaging coating if any.
	2.

	D. Bonding Straps and Jumpers:  Install in locations accessible for inspection and maintenance except where routed through short lengths of conduit.
	1. Bonding to Structure:  Bond straps directly to basic structure, taking care not to penetrate any adjacent parts.
	2. Bonding to Equipment Mounted on Vibration Isolation Hangers and Supports:  Install bonding so vibration is not transmitted to rigidly mounted equipment.
	3. Use exothermic-welded connectors for outdoor locations; if a disconnect-type connection is required, use a bolted clamp.

	E. Grounding and Bonding for Piping:
	1. Metal Water Service Pipe:  Install insulated copper grounding conductors, in conduit, from building's main service equipment, or grounding bus, to main metal water service entrances to building.  Connect grounding conductors to main metal water ser...
	2. Bond each aboveground portion of gas piping system downstream from equipment shutoff valve.


	3.4 LABELING
	A. Provide labeling on all grounding conductors with in 12” of end of conductor.

	3.5 FIELD QUALITY CONTROL
	A.
	B.
	C. Tests and Inspections:
	1. After installing grounding system but before permanent electrical circuits have been energized, test for compliance with requirements.
	2. Inspect physical and mechanical condition.  Verify tightness of accessible, bolted, electrical connections with a calibrated torque wrench according to manufacturer's written instructions.
	3. Test completed grounding system at each location where a maximum ground-resistance level is specified, at service disconnect enclosure grounding terminal, and at ground test wells.  Make tests at ground rods before any conductors are connected.
	a. Measure ground resistance no fewer than two full days after last trace of precipitation and without soil being moistened by any means other than natural drainage or seepage and without chemical treatment or other artificial means of reducing natura...
	b. Perform tests by fall-of-potential method according to IEEE 81.

	4. Prepare dimensioned Drawings locating each test well, ground rod and ground-rod assembly, and other grounding electrodes.  Identify each by letter in alphabetical order, and key to the record of tests and observations.  Include the number of rods d...

	D. Grounding system will be considered defective if it does not pass tests and inspections.
	E. Prepare test and inspection reports.
	F. Report measured ground resistances that exceed the following values:
	1. Power and Lighting Equipment or System with Capacity of 500 kVA and Less:  10 ohms.
	2. Power and Lighting Equipment or System with Capacity of 500 to 1000 kVA:  5 ohms.
	3. Power and Lighting Equipment or System with Capacity More Than 1000 kVA:  3 ohms.
	4. Power Distribution Units or Panelboards Serving Electronic Equipment:  3 ohm(s).

	G. Excessive Ground Resistance:  If resistance to ground exceeds specified values, notify Architect promptly and include recommendations to reduce ground resistance.
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	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. This Section includes the following:
	1. Hangers and supports for electrical equipment and systems.


	1.3 DEFINITIONS
	A. EMT:  Electrical metallic tubing.
	B. IMC:  Intermediate metal conduit.
	C. RMC:  Rigid metal conduit.

	1.4 PERFORMANCE REQUIREMENTS
	A.
	B. Design supports for multiple raceways capable of supporting combined weight of supported systems and its contents.
	C.
	D.

	1.5 ACTION SUBMITTALS
	A. Product Data:  For the following:
	1. Steel slotted support systems.

	B. Shop Drawings: Show fabrication and installation details and include calculations for the following:
	1. Trapeze hangers.  Include Product Data for components.
	2. Steel slotted channel systems.  Include Product Data for components.
	3. Equipment supports.


	1.6 INFORMATIONAL SUBMITTALS
	A. Welding certificates.

	1.7 QUALITY ASSURANCE
	A.
	B. Comply with NFPA 70.

	1.8 COORDINATION
	A. Coordinate size and location of concrete bases.  Cast anchor-bolt inserts into bases.  Concrete, reinforcement, and formwork requirements are specified in Division 03.
	B. Coordinate installation of roof curbs, equipment supports, and roof penetrations.  These items are specified in Division 07 Section "Roof Accessories."


	PART 2 -  PRODUCTS
	2.1 SUPPORT, ANCHORAGE, AND ATTACHMENT COMPONENTS
	A. Steel Slotted Support Systems:  Comply with MFMA-4, factory-fabricated components for field assembly.
	1. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	2.
	a. Allied Tube & Conduit.
	b. Cooper B-Line, Inc.; a division of Cooper Industries.
	c. ERICO International Corporation.
	d. GS Metals Corp.
	e. Thomas & Betts Corporation.
	f. Unistrut; Tyco International, Ltd.
	g. Wesanco, Inc.

	3. Metallic Coatings:  Hot-dip galvanized after fabrication and applied according to MFMA-4.
	4.
	5.
	6. Channel Dimensions:  Selected for applicable load criteria.

	B. Raceway and Cable Supports:  As described in NECA 1 and NECA 101.
	C. Conduit and Cable Support Devices:  Steel  hangers, clamps, and associated fittings, designed for types and sizes of raceway or cable to be supported.
	D. Support for Conductors in Vertical Conduit:  Factory-fabricated assembly consisting of threaded body and insulating wedging plug or plugs for non-armored electrical conductors or cables in riser conduits.  Plugs shall have number, size, and shape o...
	E. Structural Steel for Fabricated Supports and Restraints:  ASTM A 36/A 36M, steel plates, shapes, and bars; black and galvanized.
	F. Mounting, Anchoring, and Attachment Components:  Items for fastening electrical items or their supports to building surfaces include the following:
	1. Powder-Actuated Fasteners:  Threaded-steel stud, for use in hardened portland cement concrete, steel, or wood, with tension, shear, and pullout capacities appropriate for supported loads and building materials where used.
	a. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	b.
	1) Hilti Inc.
	2) ITW Ramset/Red Head; a division of Illinois Tool Works, Inc.
	3) MKT Fastening, LLC.
	4) Simpson Strong-Tie Co., Inc.; Masterset Fastening Systems Unit.


	2. Mechanical-Expansion Anchors:  Insert-wedge-type, zinc-coated  steel, for use in hardened portland cement concrete with tension, shear, and pullout capacities appropriate for supported loads and building materials in which used.
	a. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	b.
	1) Cooper B-Line, Inc.; a division of Cooper Industries.
	2) Empire Tool and Manufacturing Co., Inc.
	3) Hilti Inc.
	4) ITW Ramset/Red Head; a division of Illinois Tool Works, Inc.
	5) MKT Fastening, LLC.


	3. Concrete Inserts:  Steel or malleable-iron, slotted support system units similar to MSS Type 18; complying with MFMA-4 or MSS SP-58.
	4. Clamps for Attachment to Steel Structural Elements:  MSS SP-58, type suitable for attached structural element.
	5. Through Bolts:  Structural type, hex head, and high strength.  Comply with ASTM A 325.
	6. Toggle Bolts:  All-steel springhead type.
	7. Hanger Rods:  Threaded steel.


	2.2 FABRICATED METAL EQUIPMENT SUPPORT ASSEMBLIES
	A. Description:  Welded or bolted, structural-steel shapes, shop or field fabricated to fit dimensions of supported equipment.


	PART 3 -  EXECUTION
	3.1 APPLICATION
	A. Comply with NECA 1 and NECA 101 for application of hangers and supports for electrical equipment and systems except if requirements in this Section are stricter.
	B. Maximum Support Spacing and Minimum Hanger Rod Size for Raceway:  Space supports for EMT, IMC, and RMC as  scheduled in NECA 1, where its Table 1 lists maximum spacings less than stated in NFPA 70.  Minimum rod size shall be 1/4 inch in diameter.
	C. Multiple Raceways or Cables:  Install trapeze-type supports fabricated with steel slotted or other support system, sized so capacity can be increased by at least 25  percent in future without exceeding specified design load limits.
	1. Secure raceways and cables to these supports with  single-bolt conduit clamps .

	D. Spring-steel clamps designed for supporting single conduits without bolts may be used for 1-1/2-inch and smaller raceways serving branch circuits and communication systems above suspended ceilings and for fastening raceways to trapeze supports.

	3.2 SUPPORT INSTALLATION
	A. Comply with NECA 1 and NECA 101 for installation requirements except as specified in this Article.
	B. Raceway Support Methods:  In addition to methods described in NECA 1, EMT  may be supported by openings through structure members, as permitted in NFPA 70.
	C. Strength of Support Assemblies:  Where not indicated, select sizes of components so strength will be adequate to carry present and future static loads within specified loading limits.  Minimum static design load used for strength determination shal...
	D. Mounting and Anchorage of Surface-Mounted Equipment and Components:  Anchor and fasten electrical items and their supports to building structural elements by the following methods unless otherwise indicated by code:
	1. To Wood:  Fasten with lag screws or through bolts.
	2. To New Concrete:  Bolt to concrete inserts.
	3. To Masonry:  Approved toggle-type bolts on hollow masonry units and expansion anchor fasteners on solid masonry units.
	4. To Existing Concrete:  Expansion anchor fasteners.
	5. Instead of expansion anchors, powder-actuated driven threaded studs provided with lock washers and nuts may be used in existing standard-weight concrete 4 inches thick or greater.  Do not use for anchorage to lightweight-aggregate concrete or for s...
	6. To Steel:  Welded threaded studs complying with AWS D1.1/D1.1M, with lock washers and nuts or Beam clamps (MSS Type 19, 21, 23, 25, or 27) complying with MSS SP-69 .
	7. To Light Steel:  Sheet metal screws.
	8. Items Mounted on Hollow Walls and Nonstructural Building Surfaces:  Mount cabinets, panelboards, disconnect switches, control enclosures, pull and junction boxes, transformers, and other devices on slotted-channel racks attached to substrate by mea...

	E. Drill holes for expansion anchors in concrete at locations and to depths that avoid reinforcing bars.

	3.3 INSTALLATION OF FABRICATED METAL SUPPORTS
	A. Comply with installation requirements in Division 05 Section "Metal Fabrications" for site-fabricated metal supports.
	B. Cut, fit, and place miscellaneous metal supports accurately in location, alignment, and elevation to support and anchor electrical materials and equipment.
	C. Field Welding:  Comply with AWS D1.1/D1.1M.

	3.4 PAINTING
	A. Touchup:  Clean field welds and abraded areas of shop paint.  Paint exposed areas immediately after erecting hangers and supports.  Use same materials as used for shop painting.  Comply with SSPC-PA 1 requirements for touching up field-painted surf...
	1. Apply paint by brush or spray to provide minimum dry film thickness of 2.0 mils.

	B.
	C. Galvanized Surfaces:  Clean welds, bolted connections, and abraded areas and apply galvanizing-repair paint to comply with ASTM A 780.
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	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Metal conduits, tubing, and fittings.
	2. Metal wireways and auxiliary gutters.
	3. Surface raceways.
	4. Boxes, enclosures, and cabinets.
	5.
	6.


	1.3 DEFINITIONS
	A. EMT:  Electrical metallic tubing.
	B.
	C. FMC:  Flexible metal conduit.
	D. IMC:  Intermediate metal conduit.
	E. LFMC:  Liquidtight flexible metal conduit.
	F. ARC:  Aluminum rigid conduit.
	G. GRC:  Galvanized rigid steel conduit.
	H. IMC:  Intermediate metal conduit.

	1.4 ACTION SUBMITTALS
	A. Product Data:  For surface raceways, wireways and fittings, floor boxes, hinged-cover enclosures, and cabinets.
	B.
	1.
	2.

	C.
	D.

	1.5 INFORMATIONAL SUBMITTALS
	A. Coordination Drawings:  Conduit routing plans, drawn to scale, on which the following items are shown and coordinated with each other, using input from installers of items involved:
	1. Structural members in paths of conduit groups with common supports.
	2. HVAC and plumbing items and architectural features in paths of conduit groups with common supports.

	B.
	C.
	1.
	2.
	3.
	4.



	PART 2 -  PRODUCTS
	2.1 METAL CONDUITS, TUBING, AND FITTINGS
	A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1. AFC Cable Systems, Inc.
	2. Allied Tube & Conduit; a Tyco International Ltd. Co.
	3. Anamet Electrical, Inc.
	4. Electri-Flex Company.
	5. O-Z/Gedney; a brand of EGS Electrical Group.
	6. Republic Conduit.
	7. Robroy Industries.
	8. Southwire Company.
	9. Thomas & Betts Corporation.
	10. Western Tube and Conduit Corporation.
	11. Wheatland Tube Company; a division of John Maneely Company.

	B. Listing and Labeling:  Metal conduits, tubing, and fittings shall be listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	C. GRC:  Comply with ANSI C80.1 and UL 6.
	D.
	E. IMC:  Comply with ANSI C80.6 and UL 1242.
	F. PVC-Coated Steel Conduit:  PVC-coated rigid steel conduit.
	1. Comply with NEMA RN 1.
	2. Coating Thickness:  0.040 inch, minimum.

	G. EMT:  Comply with ANSI C80.3 and UL 797.
	H. FMC:  Comply with UL 1; zinc-coated steel or aluminum.
	I. LFMC:  Flexible steel conduit with PVC jacket and complying with UL 360.
	J. Fittings for Metal Conduit:  Comply with NEMA FB 1 and UL 514B.
	1. Conduit Fittings for Hazardous (Classified) Locations:  Comply with UL 886 and NFPA 70.
	2. Fittings for EMT:
	a. Material:  Steel
	b. Type:  Setscrew or compression.

	3. Expansion Fittings:  PVC or steel to match conduit type, complying with UL 651, rated for environmental conditions where installed, and including flexible external bonding jumper.

	K. Joint Compound for IMC, GRC:  Approved, as defined in NFPA 70, by authorities having jurisdiction for use in conduit assemblies, and compounded for use to lubricate and protect threaded conduit joints from corrosion and to enhance their conductivity.

	2.2 PVC-COATED STEEL CONDUIT
	A. Manufacturers: Subject to compliance with requirements manufacturers offering products that may be incorporated into the Work include, but are not limited to the following:
	1. Kor Kap

	B. Description: PVC-coated rigid steel conduit.
	1. ETL Verified and must bear the ETL PVC-001 label.
	4. PVC Coating Thickness:  0.040 inch, minimum.
	5. Conduit must have a urethane coating on the interior of all conduit and fittings
	a. Urethane coating thickness: .002 inch, minimum.


	C. Fittings for Conduit; listed for type and size raceway with which used, and for application and environment in which installed.
	D.

	2.3 METAL WIREWAYS AND AUXILIARY GUTTERS
	A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1. Cooper B-Line, Inc.
	2. Hoffman; a Pentair company.
	3. Mono-Systems, Inc.
	4. Square D; a brand of Schneider Electric.

	B. Description:  Sheet metal, complying with UL 870 and NEMA 250, Type 1, Type 3R, Type 4, or Type 12 as shown on drawings, unless otherwise indicated, and sized according to NFPA 70.
	1. Metal wireways installed outdoors shall be listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.

	C. Fittings and Accessories:  Include covers, couplings, offsets, elbows, expansion joints, adapters, hold-down straps, end caps, and other fittings to match and mate with wireways as required for complete system.
	D. Wireway Covers:  Hinged type  unless otherwise indicated.
	E. Finish:  Manufacturer's standard enamel finish.
	F.

	2.4 SURFACE RACEWAYS
	A. Listing and Labeling:  Surface raceways and tele-power poles shall be listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	B. Surface Metal Raceways:  Galvanized steel with snap-on covers complying with UL 5.  Manufacturer's standard enamel finish in color selected by Architect.
	1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	a. Mono-Systems, Inc.
	b. Panduit Corp.
	c. Wiremold / Legrand.



	2.5 BOXES, ENCLOSURES, AND CABINETS
	A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1. Adalet.
	2. Cooper Technologies Company; Cooper Crouse-Hinds.
	3. EGS/Appleton Electric.
	4. Erickson Electrical Equipment Company.
	5. FSR Inc.
	6. Hoffman; a Pentair company.
	7. Hubbell Incorporated; Killark Division.
	8. Kraloy.
	9. Milbank Manufacturing Co.
	10. Mono-Systems, Inc.
	11. O-Z/Gedney; a brand of EGS Electrical Group.
	12. RACO; a Hubbell Company.
	13. Robroy Industries.
	14. Spring City Electrical Manufacturing Company.
	15. Stahlin Non-Metallic Enclosures; a division of Robroy Industries.
	16. Thomas & Betts Corporation.
	17. Wiremold / Legrand.

	B. General Requirements for Boxes, Enclosures, and Cabinets:  Boxes, enclosures, and cabinets installed in wet locations shall be listed for use in wet locations.
	C. Sheet Metal Outlet and Device Boxes:  Comply with NEMA OS 1 and UL 514A.
	D. Cast-Metal Outlet and Device Boxes:  Comply with NEMA FB 1, ferrous alloy, Type FD, with gasketed cover.
	E. Nonmetallic Outlet and Device Boxes:  Comply with NEMA OS 2 and UL 514C.
	F. Metal Floor Boxes:
	1. Material:  Cast metal.
	2. Type:  Fully adjustable .
	3. Shape:  Rectangular.
	4. Listing and Labeling:  Metal floor boxes shall be listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.

	G. Small Sheet Metal Pull and Junction Boxes:  NEMA OS 1.
	H. Cast-Metal Access, Pull, and Junction Boxes:  Comply with NEMA FB 1 and UL 1773, galvanized, cast iron with gasketed cover.
	I. Box extensions used to accommodate new building finishes shall be of same material as recessed box.
	J. Device Box Dimensions:  4 inches square by 2-1/8 inches deep.
	K. Gangable boxes  are prohibited.
	L. Hinged-Cover Enclosures:  Comply with UL 50 and NEMA 250, Type 1, Type 3R, Type 4, or Type 12 as shown on drawings with continuous-hinge cover with flush latch unless otherwise indicated.
	1. Metal Enclosures:  Steel, finished inside and out with manufacturer's standard enamel.
	2. Nonmetallic Enclosures:  Plastic .
	3. Interior Panels:  Steel; all sides finished with manufacturer's standard enamel.

	M. Cabinets:
	1. NEMA 250, Type 1, Type 3R, or Type 12 as shown on drawings, galvanized-steel box with removable interior panel and removable front, finished inside and out with manufacturer's standard enamel.
	2. Hinged door in front cover with flush latch and concealed hinge.
	3. Key latch to match panelboards.
	4. Metal barriers to separate wiring of different systems and voltage.
	5. Accessory feet where required for freestanding equipment.
	6. Nonmetallic cabinets shall be listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.



	PART 3 -  EXECUTION
	3.1 RACEWAY APPLICATION
	A. Outdoors:  Apply raceway products as specified below unless otherwise indicated:
	1. Exposed Conduit:  GRC or IMC.
	2. Concealed Conduit, Aboveground:  GRC, IMC, or EMT.
	3. Underground Conduit:  RNC, Type EPC-40-PVC, direct buried or concrete encased where shown.
	4. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, Electric Solenoid, or Motor-Driven Equipment):  LFMC.
	5. Boxes and Enclosures, Aboveground:  NEMA 250, Type 3R.

	B. Indoors:  Apply raceway products as specified below unless otherwise indicated:
	1. Exposed, Not Subject to Physical Damage:  EMT .
	2. Exposed, Not Subject to Severe Physical Damage:  EMT
	3. Exposed and Subject to Severe Physical Damage:  GRC or IMC.  Raceway locations include the following:
	a. Loading dock.
	b. Corridors used for traffic of mechanized carts, forklifts, and pallet-handling units.
	c. Mechanical rooms.
	d.
	e. Electrical rooms.
	f. Warehouse spaces

	4. Concealed in Ceilings and Interior Walls and Partitions:  EMT .
	5. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, Electric Solenoid, or Motor-Driven Equipment):  FMC, except use LFMC in damp or wet locations.
	6. Damp or Wet Locations:  GRC or IMC.
	7. Boxes and Enclosures:  NEMA 250, Type 1, except use NEMA 250, Type 4 stainless steel or nonmetallic in institutional and commercial kitchens and damp or wet locations.

	C. Minimum Raceway Size:  1/2-inch to devices with 3/4-inch minimum homerun. 1-inchminimum trade size for ENT underground outdoor use.
	D. Raceway Fittings:  Compatible with raceways and suitable for use and location.
	1. Rigid and Intermediate Steel Conduit:  Use threaded rigid steel conduit fittings unless otherwise indicated.  Comply with NEMA FB 2.10.
	2. PVC Externally Coated, Rigid Steel Conduits:  Use only fittings listed for use with this type of conduit.  Patch and seal all joints, nicks, and scrapes in PVC coating after installing conduits and fittings.  Use sealant recommended by fitting manu...
	3. EMT:  Use setscrew or compression, steel  fittings.  Comply with NEMA FB 2.10.
	4. Flexible Conduit:  Use only fittings listed for use with flexible conduit.  Comply with NEMA FB 2.20.

	E. Install nonferrous conduit or tubing for circuits operating above 60 Hz.  Where aluminum raceways are installed for such circuits and pass through concrete, install in nonmetallic sleeve.
	F. Do not install aluminum conduits, boxes, or fittings in contact with concrete or earth.
	G. Install surface raceways only where indicated on Drawings.
	H. Do not install nonmetallic conduit.

	3.2 INSTALLATION
	A. Comply with NECA 1 and NECA 101 for installation requirements except where requirements on Drawings or in this article are stricter.  Comply with NECA 102 for aluminum conduits.  Comply with NFPA 70 limitations for types of raceways allowed in spec...
	B. Keep raceways at least 6 inches away from parallel runs of flues and steam or hot-water pipes.  Install horizontal raceway runs above water and steam piping.
	C. Complete raceway installation before starting conductor installation.
	D. Comply with requirements in Division 26 Section "Hangers and Supports for Electrical Systems" for hangers and supports.
	E. Arrange stub-ups so curved portions of bends are not visible above finished slab.
	F. Install no more than the equivalent of three 90-degree bends in any conduit run except for control wiring conduits, for which fewer bends are allowed.  Support within 12 inches of changes in direction.
	G. Conceal conduit and EMT within finished walls, ceilings, and floors unless otherwise indicated.  Install conduits parallel or perpendicular to building lines.
	H. A. Support conduit within 12 inches of enclosures to which attached.
	1.

	I. Stub-ups to Above Recessed Ceilings:
	1. Use EMT, IMC, or RMC for raceways.
	2. Use a conduit bushing or insulated fitting to terminate stub-ups not terminated in hubs or in an enclosure.

	J. Threaded Conduit Joints, Exposed to Wet, Damp, Corrosive, or Outdoor Conditions:  Apply listed compound to threads of raceway and fittings before making up joints.  Follow compound manufacturer's written instructions.
	K. Coat field-cut threads on PVC-coated raceway with a corrosion-preventing conductive compound prior to assembly.
	L. Raceway Terminations at Locations Subject to Moisture or Vibration:  Use insulating bushings to protect conductors including conductors smaller than No. 4 AWG.
	M. Terminate threaded conduits into threaded hubs or with locknuts on inside and outside of boxes or cabinets.  Install bushings on conduits up to 1-1/4-inch trade size and insulated throat metal bushings on 1-1/2-inch trade size and larger conduits t...
	N. Install raceways square to the enclosure and terminate at enclosures with locknuts.  Install locknuts hand tight plus 1/4 turn more.
	O. Do not rely on locknuts to penetrate nonconductive coatings on enclosures.  Remove coatings in the locknut area prior to assembling conduit to enclosure to assure a continuous ground path.
	P. Cut conduit perpendicular to the length.  For conduits 2-inch trade size and larger, use roll cutter or a guide to make cut straight and perpendicular to the length.
	Q. Install pull wires in empty raceways.  Use polypropylene or monofilament plastic line with not less than 200-lb tensile strength.  Leave at least 24 inches of slack at each end of pull wire.  Cap underground raceways designated as spare above grade...
	R. Surface Raceways:
	1. Install surface raceway with a minimum 2-inch radius control at bend points.
	2. Secure surface raceway with screws or other anchor-type devices at intervals not exceeding 48 inches and with no less than two supports per straight raceway section.  Support surface raceway according to manufacturer's written instructions.  Tape a...

	S. Install raceway sealing fittings at accessible locations according to NFPA 70 and fill them with listed sealing compound.  For concealed raceways, install each fitting in a flush steel box with a blank cover plate having a finish similar to that of...
	T. Install devices to seal raceway interiors at accessible locations.  Locate seals so no fittings or boxes are between the seal and the following changes of environments.  Seal the interior of all raceways at the following points:
	1. Where conduits pass from warm to cold locations, such as boundaries of refrigerated spaces.
	2. Where an underground service raceway enters a building or structure.
	3. Where otherwise required by NFPA 70.

	U. Comply with manufacturer's written instructions for solvent welding RNC and fittings.
	V. Expansion-Joint Fittings:
	1. Install in each run of aboveground RNC that is located where environmental temperature change may exceed 30 deg F and that has straight-run length that exceeds 25 feet.  Install in each run of aboveground RMC and EMT conduit that is located where e...
	2. Install type and quantity of fittings that accommodate temperature change listed for each of the following locations:
	a. Outdoor Locations Not Exposed to Direct Sunlight:  125 deg F temperature change.
	b. Outdoor Locations Exposed to Direct Sunlight:  155 deg F temperature change.
	c. Indoor Spaces Connected with Outdoors without Physical Separation:  125 deg F temperature change.
	d. Attics:  135 deg F temperature change.

	3. Install fitting(s) that provide expansion and contraction for at least 0.00041 inch per foot of length of straight run per deg F of temperature change for PVC conduits.  Install fitting(s) that provide expansion and contraction for at least 0.00007...
	4. Install expansion fittings at all locations where conduits cross building or structure expansion joints.
	5. Install each expansion-joint fitting with position, mounting, and piston setting selected according to manufacturer's written instructions for conditions at specific location at time of installation.  Install conduit supports to allow for expansion...

	W. Flexible Conduit Connections:  Comply with NEMA RV 3.  Use a maximum of 72 inches of flexible conduit for recessed and semirecessed luminaires, equipment subject to vibration, noise transmission, or movement; and for transformers and motors.
	1. Use LFMC in damp or wet locations subject to severe physical damage.
	2. Use LFMC or LFNC in damp or wet locations not subject to severe physical damage.

	X. Mount boxes at heights indicated on Drawings.  If mounting heights of boxes are not individually indicated, give priority to California Building Code requirements.  Install boxes with height measured to  top  of box unless otherwise indicated.
	Y. Recessed Boxes in Masonry Walls:  Saw-cut opening for box in center of cell of masonry block, and install box flush with surface of wall.  Prepare block surfaces to provide a flat surface for a raintight connection between box and cover plate or su...
	Z. Horizontally separate boxes mounted on opposite sides of walls so they are not in the same vertical channel.
	AA. Locate boxes so that cover or plate will not span different building finishes.
	BB. Support boxes of three gangs or more from more than one side by spanning two framing members or mounting on brackets specifically designed for the purpose.
	CC. Fasten junction and pull boxes to or support from building structure.  Do not support boxes by conduits.
	DD. Set metal floor boxes level and flush with finished floor surface.

	3.3 SLEEVE AND SLEEVE-SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS
	A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies.

	3.4 FIRESTOPPING
	A. Install firestopping at penetrations of fire-rated floor and wall assemblies.  Comply with requirements in Division 07 Section "Penetration Firestopping."

	3.5 PROTECTION
	A. Protect coatings, finishes, and cabinets from damage and deterioration.
	1. Repair damage to galvanized finishes with zinc-rich paint recommended by manufacturer.
	2. Repair damage to PVC coatings or paint finishes with matching touchup coating recommended by manufacturer.
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	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:  Distribution , dry-type transformers rated 600 V and less, with capacities up to 1500 kVA.

	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	1. Include construction details, material descriptions, dimensions of individual components and profiles, and finishes for each type and size of transformer.
	2. Include rated nameplate data, capacities, weights, dimensions, minimum clearances, installed devices and features, and performance for each type and size of transformer.

	B. Shop Drawings:
	1. Detail equipment assemblies and indicate dimensions, weights, loads, required clearances, method of field assembly, components, and location and size of each field connection.
	2. Vibration Isolation Base Details: Detail fabrication including anchorages and attachments to structure and to supported equipment.
	3. Include diagrams for power, signal, and control wiring.


	1.4 INFORMATIONAL SUBMITTALS
	A. Seismic Qualification Certificates: For transformers, accessories, and components, from manufacturer.
	1. Basis for Certification: Indicate whether withstand certification is based on actual test of assembled components or on calculation.
	2. Dimensioned Outline Drawings of Equipment Unit: Identify center of gravity and locate and describe mounting and anchorage provisions.
	3. Detailed description of equipment anchorage devices on which the certification is based and their installation requirements.


	1.5 CLOSEOUT SUBMITTALS
	A. Operation and Maintenance Data: For transformers to include in emergency, operation, and maintenance manuals.

	1.6 QUALITY ASSURANCE
	A. Testing Agency Qualifications: Member company of NETA or an NRTL.
	1. Testing Agency's Field Supervisor: Certified by NETA to supervise on-site testing.

	B. Energy-Efficient Transformers Rated 15 kVA and Larger:  Certified as meeting DOE 2016 energy efficiency standards as codified by 10 CFR Part 431 (2016).

	1.7 DELIVERY, STORAGE, AND HANDLING
	A. Temporary Heating: Apply temporary heat according to manufacturer's written instructions within the enclosure of each ventilated-type unit, throughout periods during which equipment is not energized and when transformer is not in a space that is co...


	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1. Eaton Electrical Inc.; Cutler-Hammer Products.
	2. Federal Pacific Transformer Company; Division of Electro-Mechanical Corp.
	3. General Electric Company.
	4. Hammond Co.; Matra Electric, Inc.
	5. Square D; Schneider Electric.

	B. Source Limitations: Obtain each transformer type from single source from single manufacturer.

	2.2 GENERAL TRANSFORMER REQUIREMENTS
	A. Description: Factory-assembled and -tested, air-cooled units for 60-Hz service.
	B. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	C. Transformers Rated 15 kVA and Larger: Comply with DOE 10 CFR 431 (2016) energy-efficiency levels.
	D. Cores: Electrical grade, non-aging silicon steel with high permeability and low hysteresis losses.
	E. Coils: Continuous windings without splices except for taps.
	1. Internal Coil Connections: Brazed or pressure type.
	2. Coil Material:  Aluminum or Copper.

	F. Encapsulation: Transformers smaller than 30 kVA shall have core and coils completely resin encapsulated.
	G. Shipping Restraints: Paint or otherwise color code bolts, wedges, blocks, and other restraints that are to be removed after installation and before energizing. Use fluorescent colors that are easily identifiable inside the transformer enclosure.

	2.3 DISTRIBUTION TRANSFORMERS
	A. Comply with NFPA 70, and list and label as complying with UL 1561.
	B. Provide transformers that are constructed to withstand seismic forces specified in Section 260548.16 "Seismic Controls for Electrical Systems."
	C. Cores: One leg per phase.
	D. Enclosure:  Ventilated .
	1. NEMA 250, Type 2  : Core and coil shall be encapsulated within resin compound to seal out moisture and air.
	2. KVA Ratings: Based on convection cooling only and not relying on auxiliary fans.

	E. Enclosure (outdoor):  Ventilated .
	1. NEMA 250, Type 3R : Core and coil shall be encapsulated within resin compound, sealing out moisture and air.

	F. Transformer Enclosure Finish: Comply with NEMA 250.
	1. Finish Color:   NSF/ANSI 61 gray.

	G. Taps for Transformers 3 kVA and Smaller:  None.
	H. Taps for Transformers 7.5 to 24 kVA:  One 5 percent tap above and one 5 percent tap below normal full capacity .
	I. Taps for Transformers 25 kVA and Larger:  Two 2.5 percent taps above and two 2.5 percent taps below normal full capacity.
	J. Insulation Class, Smaller than 30 kVA: 185 deg C, UL-component-recognized insulation system with a maximum of 115-deg C rise above 40-deg C ambient temperature.
	K. Insulation Class, 30 kVA and Larger: 220 deg C, UL-component-recognized insulation system with a maximum of 150 -deg C rise above 40-deg C ambient temperature.
	L. K-Factor Rating: Transformers indicated to be K-factor rated shall comply with UL 1561 requirements for nonsinusoidal load current-handling capability to the degree defined by designated K-factor.
	1. Unit shall not overheat when carrying full-load current with harmonic distortion corresponding to designated K-factor.
	2. Indicate value of K-factor on transformer nameplate.
	3. Unit shall meet requirements of DOE 10 CFR 431 (2016) when tested with a K-factor equal to one.

	M. Electrostatic Shielding (as indicated on the drawings): Each winding shall have an independent, single, full-width copper electrostatic shield arranged to minimize interwinding capacitance.
	1. Arrange coil leads and terminal strips to minimize capacitive coupling between input and output terminals.
	2. Include special terminal for grounding the shield.

	N. Neutral: Rated 200 percent of full load current for K-factor rated transformers (K rating  or 4 or more).
	O. Wall Brackets:  Manufacturer's standard brackets.
	P. Low-Sound-Level Requirements: Maximum sound levels when factory tested according to IEEE C57.12.91, as follows:
	1. 9 kVA and Less: 40 dBA.
	2. 30 to 50 kVA: 45 dBA.
	3. 51 to 150 kVA: 50 dBA.
	4. 151 to 300 kVA: 55 dBA.
	5. 301 to 500 kVA: 60 dBA.
	6. 501 to 750 kVA: 62 dBA.
	7. 751 to 1000 kVA: 64 dBA.
	8. 1001 to 1500 kVA: 65 dBA.

	Q.

	2.4 IDENTIFICATION DEVICES
	A. Nameplates: Engraved, laminated-plastic or metal nameplate for each distribution transformer, mounted with corrosion-resistant screws.

	2.5 SOURCE QUALITY CONTROL
	A. Test and inspect transformers according to IEEE C57.12.01 and IEEE C57.12.91.
	1. Resistance measurements of all windings at the rated voltage connections and at all tap connections.
	2. Ratio tests at the rated voltage connections and at all tap connections.
	3. Phase relation and polarity tests at the rated voltage connections.
	4. No load losses, and excitation current and rated voltage at the rated voltage connections.
	5. Impedance and load losses at rated current and rated frequency at the rated voltage connections.
	6. Applied and induced tensile tests.
	7. Regulation and efficiency at rated load and voltage.
	8. Insulation Resistance Tests:
	a. High-voltage to ground.
	b. Low-voltage to ground.
	c. High-voltage to low-voltage.

	9. Temperature tests.

	B. Factory Sound-Level Tests:  Conduct prototype sound-level tests on production-line products.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine conditions for compliance with enclosure- and ambient-temperature requirements for each transformer.
	B. Verify that field measurements are as needed to maintain working clearances required by NFPA 70 and manufacturer's written instructions.
	C. Examine walls, floors, roofs, and concrete bases for suitable mounting conditions where transformers will be installed.
	D. Verify that ground connections are in place and requirements in Section 260526 "Grounding and Bonding for Electrical Systems" have been met. Maximum ground resistance shall be 5 ohms at location of transformer.
	E. Environment: Enclosures shall be rated for the environment in which they are located. Covers for NEMA 250, Type 4X enclosures shall not cause accessibility problems.
	F. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION
	A. Install wall-mounted transformers level and plumb with wall brackets fabricated by transformer manufacturer.
	1. Coordinate installation of wall-mounted and structure-hanging supports with actual transformer provided.
	2. Brace wall-mounted transformers as specified in Section 260548.16 "Seismic Controls for Electrical Systems."

	B. Install transformers level and plumb on a concrete base with vibration-dampening supports. Locate transformers away from corners and not parallel to adjacent wall surface.
	C. Construct concrete bases according to Section 033000 "Cast-in-Place Concrete" or Section 033053 "Miscellaneous Cast-in-Place Concrete" and anchor floor-mounted transformers according to manufacturer's written instructions, seismic codes applicable ...
	1. Coordinate size and location of concrete bases with actual transformer provided. Cast anchor-bolt inserts into bases. Concrete, reinforcement, and formwork requirements are specified with concrete.

	D. Secure transformer to concrete base according to manufacturer's written instructions.
	E. Secure covers to enclosure and tighten all bolts to manufacturer-recommended torques to reduce noise generation.
	F. Remove shipping bolts, blocking, and wedges.

	3.3 CONNECTIONS
	A. Ground equipment according to Section 260526 "Grounding and Bonding for Electrical Systems."
	B. Connect wiring according to Section 260519 "Low-Voltage Electrical Power Conductors and Cables."
	C. Tighten electrical connectors and terminals according to manufacturer's published torque-tightening values. If manufacturer's torque values are not indicated, use those specified in UL 486A-486B.
	D. Provide flexible connections at all conduit and conductor terminations and supports to eliminate sound and vibration transmission to the building structure.

	3.4 FIELD QUALITY CONTROL
	A. Testing Agency:  Engage a qualified testing agency to perform tests and inspections and prepare test reports.
	B. Perform tests and inspections and prepare test reports.
	1.

	C. Tests and Inspections:
	1. Perform each visual and mechanical inspection and electrical test stated in NETA ATS for dry-type, air-cooled, low-voltage transformers. Certify compliance with test parameters.

	D. Remove and replace units that do not pass tests or inspections and retest as specified above.
	E. Infrared Scanning: Two months after Substantial Completion, perform an infrared scan of transformer connections.
	1. Use an infrared-scanning device designed to measure temperature or detect significant deviations from normal values. Provide documentation of device calibration.
	2. Perform two follow-up infrared scans of transformers, one at four months and the other at 11 months after Substantial Completion.
	3. Prepare a certified report identifying transformer checked and describing results of scanning. Include notation of deficiencies detected, remedial action taken, and scanning observations after remedial action.

	F. Test Labeling: On completion of satisfactory testing of each unit, attach a dated and signed "Satisfactory Test" label to tested component.

	3.5 ADJUSTING
	A. Record transformer secondary voltage at each unit for at least 48 hours of typical occupancy period. Adjust transformer taps to provide optimum voltage conditions at secondary terminals. Optimum is defined as not exceeding nameplate voltage plus 5 ...
	B. Connect buck-boost transformers to provide nameplate voltage of equipment being served, plus or minus 5 percent, at secondary terminals.
	C. Output Settings Report: Prepare a written report recording output voltages and tap settings.

	3.6 CLEANING
	A. Vacuum dirt and debris; do not use compressed air to assist in cleaning.
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	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Distribution panelboards.
	2. Lighting and appliance branch-circuit panelboards.
	3.
	4.


	1.3 DEFINITIONS
	A. ATS: Acceptance testing specification.
	B. GFCI: Ground-fault circuit interrupter.
	C. GFEP: Ground-fault equipment protection.
	D. HID: High-intensity discharge.
	E. MCCB: Molded-case circuit breaker.
	F. SPD: Surge protective device.
	G. VPR: Voltage protection rating.

	1.4 ACTION SUBMITTALS
	A. Product Data: For each type of panelboard.
	1. Include materials, switching and overcurrent protective devices, SPDs, accessories, and components indicated.
	2. Include dimensions and manufacturers' technical data on features, performance, electrical characteristics, ratings, and finishes.


	1.5 INFORMATIONAL SUBMITTALS
	A. Panelboard Schedules: For installation in panelboards. Submit final versions after load balancing.

	1.6 CLOSEOUT SUBMITTALS
	A. Operation and Maintenance Data: For panelboards and components to include in emergency, operation, and maintenance manuals. In addition to items specified in Section 017823 "Operation and Maintenance Data," include the following:
	1. Manufacturer's written instructions for testing and adjusting overcurrent protective devices.
	2. Time-current curves, including selectable ranges for each type of overcurrent protective device that allows adjustments.


	1.7 MAINTENANCE MATERIAL SUBMITTALS
	A. Furnish extra materials that match products installed and that are packaged with protective covering for storage and identified with labels describing contents.
	1. Keys:  Two spares for each type of panelboard cabinet lock.
	2.
	3.
	4.


	1.8 QUALITY ASSURANCE
	A. Manufacturer Qualifications: ISO 9001 or 9002 certified.

	1.9 DELIVERY, STORAGE, AND HANDLING
	A. Remove loose packing and flammable materials from inside panelboards; install temporary electric heating (250 W per panelboard) to prevent condensation.
	B. Handle and prepare panelboards for installation according to  NEMA PB 1.

	1.10 FIELD CONDITIONS
	A. Environmental Limitations:
	1. Do not deliver or install panelboards until spaces are enclosed and weathertight, wet work in spaces is complete and dry, work above panelboards is complete, and temporary HVAC system is operating and maintaining ambient temperature and humidity co...
	2. Rate equipment for continuous operation under the following conditions unless otherwise indicated:
	a. Ambient Temperature: Not exceeding  23 deg F to plus 104 deg F.
	b. Altitude: Not exceeding 6600 feet.


	B. Service Conditions: NEMA PB 1, usual service conditions, as follows:
	1. Ambient temperatures within limits specified.
	2. Altitude not exceeding 6600 feet.

	C. Interruption of Existing Electric Service: Do not interrupt electric service to facilities occupied by Owner or others unless permitted under the following conditions and then only after arranging to provide temporary electric service according to ...
	1. Notify Construction Manager no fewer than seven days in advance of proposed interruption of electric service.
	2. Do not proceed with interruption of electric service without Construction Manager's written permission.
	3. Comply with NFPA 70E.


	1.11 WARRANTY
	A. Manufacturer's Warranty: Manufacturer agrees to repair or replace panelboards that fail in materials or workmanship within specified warranty period.
	1. Panelboard Warranty Period:  18 months from date of Substantial Completion.

	B. Special Warranty: Manufacturer's standard form in which manufacturer agrees to repair or replace SPD that fails in materials or workmanship within specified warranty period.
	1. SPD Warranty Period:  Ten years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 PANELBOARDS  COMMON REQUIREMENTS
	A. Fabricate and test panelboards according to IEEE 344 to withstand seismic forces defined in Section 260548.16 "Seismic Controls for Electrical Systems."
	B. Product Selection for Restricted Space: Drawings indicate maximum dimensions for panelboards including clearances between panelboards and adjacent surfaces and other items. Comply with indicated maximum dimensions.
	C. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	D. Comply with NEMA PB 1.
	E. Comply with NFPA 70.
	F. Enclosures:  Flush and Surface-mounted, dead-front cabinets. See schedules on plans for enclosure and NEMA types.
	1. Rated for environmental conditions at installed location.
	a. Indoor Dry and Clean Locations: NEMA 250, Type 1.
	b. Outdoor Locations: NEMA 250, Type 3R.
	c.  Wash-Down Areas: NEMA 250, Type 4X, stainless steel.
	d. Other Wet or Damp Indoor Locations: NEMA 250, Type 4.
	e.

	2. Height: 84 inches maximum.
	3. Front: Secured to box with concealed trim clamps. For surface-mounted fronts, match box dimensions; for flush-mounted fronts, overlap box. Trims shall cover all live parts and shall have no exposed hardware.
	4. Hinged Front Cover: Entire front trim hinged to box and with standard door within hinged trim cover. Trims shall cover all live parts and shall have no exposed hardware.
	5. Skirt for Surface-Mounted Panelboards: Same gage and finish as panelboard front with flanges for attachment to panelboard, wall, and ceiling or floor.
	6. Gutter Extension and Barrier: Same gage and finish as panelboard enclosure; integral with enclosure body. Arrange to isolate individual panel sections.
	7. Finishes:
	a. Panels and Trim:  Steel and galvanized steel, factory finished immediately after cleaning and pretreating with manufacturer's standard two-coat, baked-on finish consisting of prime coat and thermosetting topcoat.
	b. Back Boxes:  Galvanized steel for recessed panels and same finish as panels and trim for surface mounted.
	c. Fungus Proofing: Permanent fungicidal treatment for overcurrent protective devices and other components.

	8.

	G. Incoming Mains:
	1. Location: To be coordinated by Contractor, see drawings and schedules for requirements.
	2. Main Breaker: Main lug interiors up to 400 amperes shall be field convertible to main breaker.

	H. Phase, Neutral, and Ground Buses:
	1. Material:  Hard-drawn copper, 98 percent conductivity.
	a. Plating shall run entire length of bus.
	b. Bus shall be fully rated the entire length.

	2. Interiors shall be factory assembled into a unit. Replacing switching and protective devices shall not disturb adjacent units or require removing the main bus connectors.
	3. Equipment Ground Bus: Adequate for feeder and branch-circuit equipment grounding conductors; bonded to box.
	4. Isolated Ground Bus: Adequate for branch-circuit isolated ground conductors; insulated from box.  See drawings and schedules for where required.
	5. Full-Sized Neutral: Equipped with full-capacity bonding strap for service entrance applications. Mount electrically isolated from enclosure. Do not mount neutral bus in gutter.  See drawings and schedules for where required
	6. Extra-Capacity Neutral Bus: Neutral bus rated 200 percent of phase bus and listed and labeled by an NRTL acceptable to authority having jurisdiction, as suitable for nonlinear loads in electronic-grade panelboards and others designated on Drawings....
	7. Split Bus: Vertical buses divided into individual vertical sections.  See drawings and schedules for where required.
	8.

	I. Conductor Connectors: Suitable for use with conductor material and sizes.
	1. Material:  Tin-plated aluminum .
	2. Terminations shall allow use of 75 deg C rated conductors without derating.
	3. Size: Lugs suitable for indicated conductor sizes, with additional gutter space, if required, for larger conductors.
	4. Main and Neutral Lugs:  Mechanical type, with a lug on the neutral bar for each pole in the panelboard.
	5. Ground Lugs and Bus-Configured Terminators:  Mechanical type, with a lug on the bar for each pole in the panelboard.
	6. Feed-Through Lugs:  Mechanical type, suitable for use with conductor material. Locate at opposite end of bus from incoming lugs or main device. See drawings and schedules for where required.
	7. Subfeed (Double) Lugs:  Mechanical type suitable for use with conductor material. Locate at same end of bus as incoming lugs or main device. See drawings and schedules for where required.
	8. Gutter-Tap Lugs:  Mechanical type suitable for use with conductor material and with matching insulating covers. Locate at same end of bus as incoming lugs or main device.
	9. Extra-Capacity Neutral Lugs: Rated 200 percent of phase lugs mounted on extra-capacity neutral bus.

	J. NRTL Label: Panelboards  shall be labeled by an NRTL acceptable to authority having jurisdiction for use as service equipment with one or more main service disconnecting and overcurrent protective devices. Panelboards shall have meter enclosures, w...
	K. Future Devices: Panelboards or load centers shall have mounting brackets, bus connections, filler plates, and necessary appurtenances required for future installation of devices.
	1. Percentage of Future Space Capacity:  Ten  percent.
	2.
	3.

	L. Panelboard Short-Circuit Current Rating: Fully rated to interrupt symmetrical short-circuit current available at terminals. Assembly listed by an NRTL for 100 percent interrupting capacity.
	1. Panelboards and overcurrent protective devices rated 240 V or less shall have short-circuit ratings as shown on Drawings, but not less than 10,000 A rms symmetrical.
	2. Panelboards and overcurrent protective devices rated above 240 V and less than 600 V shall have short-circuit ratings as shown on Drawings, but not less than 14,000 A rms symmetrical.


	2.2 PERFORMANCE REQUIREMENTS
	A. Seismic Performance: Panelboards shall withstand the effects of earthquake motions determined according to ASCE/SEI 7.
	1. The term "withstand" means "the unit will remain in place without separation of any parts from the device when subjected to the seismic forces specified."

	B. Surge Suppression: Factory installed as an integral part of indicated panelboards, complying with UL 1449 SPD  Type 2.

	2.3 POWER PANELBOARDS
	A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1. Eaton Electrical Sector; Eaton Corporation.
	2. General Electric Company; GE Energy Management - Electrical Distribution.
	3. Siemens Energy.
	4. Square D; by Schneider Electric.

	B. Panelboards: NEMA PB 1, distribution type.
	C. Doors: Secured with vault-type latch with tumbler lock; keyed alike.
	1. For doors more than 36 inches high, provide two latches, keyed alike.

	D. Mains:  Circuit breaker  or  Lugs only.  See drawings and schedules for requirements.
	E. Branch Overcurrent Protective Devices for Circuit-Breaker Frame Sizes 125 A and Smaller:  Bolt-on circuit breakers .
	F. Branch Overcurrent Protective Devices for Circuit-Breaker Frame Sizes Larger Than 125 A:  Bolt-on circuit breakers .
	G. Contactors in Main Bus: NEMA ICS 2, Class A,  mechanically held, general-purpose controller, with same short-circuit interrupting rating as panelboard.
	1. Internal Control-Power Source: Control-power transformer, with fused primary and secondary terminals, connected to main bus ahead of contactor connection.
	2.


	2.4 LIGHTING AND APPLIANCE BRANCH-CIRCUIT PANELBOARDS
	A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1. Eaton Electrical Sector; Eaton Corporation.
	2. General Electric Company; GE Energy Management - Electrical Distribution.
	3. Siemens Energy.
	4. Square D; by Schneider Electric.

	B. Panelboards: NEMA PB 1, lighting and appliance branch-circuit type.
	C. Mains:  Circuit breaker or lugs only.
	D. Branch Overcurrent Protective Devices:  Bolt-on circuit breakers, replaceable without disturbing adjacent units.
	E. Contactors in Main Bus: NEMA ICS 2, Class A,  mechanically held, general-purpose controller, with same short-circuit interrupting rating as panelboard.
	1. Internal Control-Power Source: Control-power transformer, with fused primary and secondary terminals, connected to main bus ahead of contactor connection.
	2.

	F. Doors: Door-in-door construction with concealed hinges; secured with multipoint latch with tumbler lock; keyed alike. Outer door shall permit full access to the panel interior. Inner door shall permit access to breaker operating handles and labelin...
	G. Column-Type Panelboards: Single row of overcurrent devices with narrow gutter extension and overhead junction box equipped with ground and neutral terminal buses.  See plans and schedules for where required.
	1. Doors: Concealed hinges secured with multipoint latch with tumbler lock; keyed alike.

	H.
	1.
	2.
	3.
	4.

	I.
	J.
	K.
	L.
	M.

	2.5 DISCONNECTING AND OVERCURRENT PROTECTIVE DEVICES
	A. Manufacturers: Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1.
	2.
	3.
	4.

	B. MCCB: Comply with UL 489, with  interrupting capacity to meet available fault currents.
	1. Thermal-Magnetic Circuit Breakers: 400A or less.
	a. Inverse time-current element for low-level overloads.
	b. Instantaneous magnetic trip element for short circuits.
	c. Adjustable magnetic trip setting for circuit-breaker frame sizes 250 A and larger.

	2. Electronic Trip Circuit Breakers: Greater than 400A
	a. RMS sensing.
	b. Field-replaceable rating plug or electronic trip.
	c. Digital display of settings, trip targets, and indicated metering displays.
	d. Multi-button keypad to access programmable functions and monitored data.
	e. Ten-event, trip-history log. Each trip event shall be recorded with type, phase, and magnitude of fault that caused the trip.
	f. Integral test jack for connection to portable test set or laptop computer.
	g. Field-Adjustable Settings:
	1) Instantaneous trip.
	2) Long- and short-time pickup levels.
	3) Long and short time adjustments.
	4) Ground-fault pickup level, time delay, and I squared T response.


	3. Current-Limiting Circuit Breakers: Frame sizes 400 A and smaller; let-through ratings less than NEMA FU 1, RK-5.
	4. GFCI Circuit Breakers: Single- and double-pole configurations with Class A ground-fault protection (6-mA trip). See Drawings and schedules for where required.
	5. GFEP Circuit Breakers: Class B ground-fault protection (30-mA trip).See Drawings and schedules for where required.
	6. Arc-Fault Circuit Interrupter Circuit Breakers: Comply with UL 1699; 120/240-V, single-pole configuration. See Drawings and schedules for where required.
	7. Subfeed Circuit Breakers: Vertically mounted. See Drawings and schedules for where required.
	8. MCCB Features and Accessories:
	a. Standard frame sizes, trip ratings, and number of poles.
	b. Breaker handle indicates tripped status.
	c. UL listed for reverse connection without restrictive line or load ratings.
	d. Lugs:  Mechanical style, suitable for number, size, trip ratings, and conductor materials.
	e. Application Listing: Appropriate for application; Type SWD for switching fluorescent lighting loads; Type HID for feeding fluorescent and HID lighting circuits.
	f. Ground-Fault Protection:  Integrally mounted relay and trip unit with adjustable pickup and time-delay settings, push-to-test feature, and ground-fault indicator.

	1. Shunt Trip:  120-V trip coil energized from separate circuit, set to trip at [55] [75] percent of rated voltage. See Drawings and schedules for where required.
	a. Undervoltage Trip: Set to operate at 35 to 75 percent of rated voltage without intentional time delay.
	b. Rating Plugs: Three-pole breakers with ampere ratings greater than 150 amperes shall have interchangeable rating plugs or electronic adjustable trip units.
	c. Auxiliary Contacts:  Two, SPDT switches with "a" and "b" contacts; "a" contacts mimic circuit-breaker contacts and "b" contacts operate in reverse of circuit-breaker contacts.
	d. Alarm Switch: Single-pole, normally open contact that actuates only when circuit breaker trips.
	e. Multipole units enclosed in a single housing with a single handle or factory assembled to operate as a single unit.

	1. Handle Padlocking Device: Fixed attachment, for locking circuit-breaker handle in on or off position. See Drawings and schedules for where required.
	a. Handle Clamp: Loose attachment, for holding circuit-breaker handle in on position.


	C. Fused Switch: NEMA KS 1, Type HD; clips to accommodate specified fuses; lockable handle.
	1. Fuses and Spare-Fuse Cabinet: Comply with requirements specified in Section 262813 "Fuses."
	2. Fused Switch Features and Accessories:
	a. Standard ampere ratings and number of poles.
	b. Mechanical cover interlock with a manual interlock override, to prevent the opening of the cover when the switch is in the on position. The interlock shall prevent the switch from being turned on with the cover open. The operating handle shall have...
	c. Auxiliary Contacts:  Two normally open and normally closed contact(s) that operate with switch handle operation.



	2.6 IDENTIFICATION
	A. Panelboard Label: Manufacturer's name and trademark, voltage, amperage, number of phases, and number of poles shall be located on the interior of the panelboard door.
	B. Breaker Labels: Faceplate shall list current rating, UL and IEC certification standards, and AIC rating.
	1.

	C. Circuit Directory: Computer-generated circuit directory mounted inside panelboard door with transparent plastic protective cover.
	1. Circuit directory shall identify specific purpose with detail sufficient to distinguish it from all other circuits.


	2.7 ACCESSORY COMPONENTS AND FEATURES
	A. Accessory Set: Include tools and miscellaneous items required for overcurrent protective device test, inspection, maintenance, and operation.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Verify actual conditions with field measurements prior to ordering panelboards to verify that equipment fits in allocated space in, and comply with, minimum required clearances specified in NFPA 70.
	B. Receive, inspect, handle, and store panelboards according to  NEMA PB 1.1.
	C. Examine panelboards before installation. Reject panelboards that are damaged, rusted, or have been subjected to water saturation.
	D. Examine elements and surfaces to receive panelboards for compliance with installation tolerances and other conditions affecting performance of the Work.
	E. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION
	A. Coordinate layout and installation of panelboards and components with other construction that penetrates walls or is supported by them, including electrical and other types of equipment, raceways, piping, encumbrances to workspace clearance require...
	B. Comply with NECA 1.
	C. Install panelboards and accessories according to  NEMA PB 1.1.
	D. Equipment Mounting:
	1. Attach panelboard to the vertical finished or structural surface behind the panelboard.
	2. Comply with requirements for seismic control devices specified in Section 260548.16 "Seismic Controls for Electrical Systems."

	E. Temporary Lifting Provisions: Remove temporary lifting eyes, channels, and brackets and temporary blocking of moving parts from panelboards.
	F. Comply with mounting and anchoring requirements specified in Section 260548.16 "Seismic Controls for Electrical Systems."
	G. Mount top of trim 80 inches above finished floor unless otherwise indicated.
	H. Mount panelboard cabinet plumb and rigid without distortion of box.
	I. Mount recessed panelboards with fronts uniformly flush with wall finish and mating with back box.
	J. Mounting panelboards with space behind is recommended for damp, wet, or dirty locations. The steel slotted supports in the following paragraph provide an even mounting surface and the recommended space behind to prevent moisture or dirt collection.
	K. Mount surface-mounted panelboards to steel slotted supports 5/8 inch or 1 1/4 inch in depth. Orient steel slotted supports vertically.
	L. Install overcurrent protective devices and controllers not already factory installed.
	1. Tighten bolted connections and circuit breaker connections using calibrated torque wrench or torque screwdriver per manufacturer's written instructions.

	M. Make grounding connections and bond neutral for services and separately derived systems to ground. Make connections to grounding electrodes, separate grounds for isolated ground bars, and connections to separate ground bars.
	N. Install filler plates in unused spaces.
	O. Stub four 1-inch empty conduits from panelboard into accessible ceiling space or space designated to be ceiling space in the future. Stub four 1-inch empty conduits into raised floor space or below slab not on grade.
	P. Arrange conductors in gutters into groups and bundle and wrap with wire ties after completing load balancing.
	Q. Mount spare fuse cabinet in accessible location.

	3.3 IDENTIFICATION
	A. Identify field-installed conductors, interconnecting wiring, and components; install warning signs.
	B. Create a directory to indicate installed circuit loads after balancing panelboard loads; incorporate Owner's final room designations. Obtain approval before installing. Handwritten directories are not acceptable. Install directory inside panelboard...
	C. Panelboard Nameplates: Label each panelboard with a nameplate.
	D. Install warning signs complying with CEC and NFPA.

	3.4 FIELD QUALITY CONTROL
	A. Perform tests and inspections.
	1. Manufacturer's Field Service: Engage a factory-authorized service representative to inspect components, assemblies, and equipment installations, including connections, and to assist in testing.

	B. Acceptance Testing Preparation:
	1. Test insulation resistance for each panelboard bus, component, connecting supply, feeder, and control circuit.
	2. Test continuity of each circuit.

	C. Tests and Inspections:
	1. Perform each visual and mechanical inspection and electrical test for low-voltage air circuit breakers and low-voltage surge arrestors stated in NETA ATS, Paragraph 7.6 Circuit Breakers and Paragraph 7.19.1 Surge Arrestors, Low-Voltage. Do not perf...
	2. Correct malfunctioning units on-site, where possible, and retest to demonstrate compliance; otherwise, replace with new units and retest.
	3. Perform the following infrared scan tests and inspections and prepare reports:
	a. Initial Infrared Scanning: After Substantial Completion, but not more than 60 days after Final Acceptance, perform an infrared scan of each panelboard. Remove front panels so joints and connections are accessible to portable scanner.
	b. Instruments and Equipment:
	1) Use an infrared scanning device designed to measure temperature or to detect significant deviations from normal values. Provide calibration record for device.



	D. Panelboards will be considered defective if they do not pass tests and inspections.
	E. Prepare test and inspection reports, including a certified report that identifies panelboards included and that describes scanning results, with comparisons of the two scans. Include notation of deficiencies detected, remedial action taken, and obs...

	3.5 ADJUSTING
	A. Adjust moving parts and operable components to function smoothly, and lubricate as recommended by manufacturer.
	B. Set field-adjustable circuit-breaker trip ranges  as specified in Section 260573 "Overcurrent Protective Device Coordination Study."
	C. Load Balancing: After Substantial Completion, but not more than 60 days after Final Acceptance, measure load balancing and make circuit changes. Prior to making circuit changes to achieve load balancing, inform Architect of effect on phase color co...
	1. Measure loads during period of normal facility operations.
	2. Perform circuit changes to achieve load balancing outside normal facility operation schedule or at times directed by the Architect. Avoid disrupting services such as fax machines and on-line data processing, computing, transmitting, and receiving e...
	3. After changing circuits to achieve load balancing, recheck loads during normal facility operations. Record load readings before and after changing circuits to achieve load balancing.
	4. Tolerance: Maximum difference between phase loads, within a panelboard, shall not exceed 20 percent.


	3.6 PROTECTION
	A. Temporary Heating: Prior to energizing panelboards, apply temporary heat to maintain temperature according to manufacturer's written instructions.
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	PART 1 -  GENERAL
	1.01 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.02 SUMMARY
	A. This Section includes packaged engine-generator sets for emergency power supply with the following features:
	1. Diesel engine.
	2. Unit-mounted cooling system.
	3. Unit-mounted control and monitoring.
	4. Outdoor Enclosure.

	B. Related Sections include the following:
	1. Section 26 36 00 "Transfer Switches" for transfer switches including sensors and relays to initiate automatic-starting and -stopping signals for engine-generator sets.


	1.03 DEFINITIONS
	A. Operational Bandwidth:  The total variation from the lowest to highest value of a parameter over the range of conditions indicated, expressed as a percentage of the nominal value of the parameter.

	1.04 ACTION SUBMITTALS
	A. Product Data:  For each type of packaged engine generator indicated.  Include rated capacities, operating characteristics, and furnished specialties and accessories.  In addition, include the following:
	1. Thermal damage curve for generator.
	2. Time-current characteristic curves for generator protective device.

	B. Shop Drawings:  Detail equipment assemblies and indicate dimensions, weights, loads, required clearances, method of field assembly, components, and location and size of each field connection.
	1. Dimensioned outline plan and elevation drawings of engine-generator set and other components specified.
	2. Design Calculations:  Signed and sealed by a qualified professional engineer.  Calculate requirements for selecting vibration isolators and seismic restraints and for designing vibration isolation bases.
	3. Vibration Isolation Base Details:  Signed and sealed by a qualified professional engineer.  Detail fabrication, including anchorages and attachments to structure and to supported equipment.  Include base weights.
	4. Wiring Diagrams:  Power, signal, and control wiring.


	1.05 INFORMATIONAL SUBMITTALS
	A. Manufacturer Seismic Qualification Certification:  Submit certification that day tank, engine-generator set, batteries, battery racks, accessories, and components will withstand seismic forces defined in Section 26 05 48 "Vibration and Seismic Cont...
	1. Basis for Certification:  Indicate whether withstand certification is based on actual test of assembled components or on calculation.
	a. The term "withstand" means "the unit will remain in place without separation of any parts from the device when subjected to the seismic forces specified."

	2. Dimensioned Outline Drawings of Equipment Unit:  Identify center of gravity and locate and describe mounting and anchorage provisions.
	3. Detailed description of equipment anchorage devices on which the certification is based and their installation requirements.

	B. Qualification Data:  For testing agency.
	C. Source quality-control test reports.
	1. Certified summary of prototype-unit test report.
	2. Certified Test Reports:  For components and accessories that are equivalent, but not identical, to those tested on prototype unit.
	3. Report of factory test on units to be shipped for this Project, showing evidence of compliance with specified requirements.
	4. Report of sound generation.
	5. Report of exhaust emissions showing compliance with applicable regulations.
	6. Certified Torsional Vibration Compatibility:  Comply with NFPA 110.

	D. Field quality-control test reports.
	E. Warranty:  Special warranty specified in this Section.

	1.06 CLOSEOUT SUBMITTALS
	A. Operation and Maintenance Data:  For packaged engine generators to include in emergency, operation, and maintenance manuals.  In addition to items specified in Section 01 78 23 "Operation and Maintenance Data," include the following:
	1. List of tools and replacement items recommended to be stored at Project for ready access.  Include part and drawing numbers, current unit prices, and source of supply.


	1.07 MAINTENANCE MATERIAL SUBMITTALS
	A. Furnish extra materials described below that match products installed and that are packaged with protective covering for storage and identified with labels describing contents.
	1. Fuses:  One for every 10 of each type and rating, but no fewer than one of each.
	2. Indicator Lamps:  Two for every six of each type used, but no fewer than two of each.
	3. Filters:  One set each of lubricating oil, fuel, and combustion-air filters.


	1.08 QUALITY ASSURANCE
	A. Installer Qualifications:  Manufacturer's authorized representative who is trained and approved for installation of units required for this Project.
	1. Maintenance Proximity:  Not more than four hours' normal travel time from Installer's place of business to Project site.
	2. Engineering Responsibility:  Preparation of data for vibration isolators and seismic restraints of engine skid mounts, including Shop Drawings, based on testing and engineering analysis of manufacturer's standard units in assemblies similar to thos...

	B. Manufacturer Qualifications:  A qualified manufacturer.  Maintain, within 200 miles of Project site, a service center capable of providing training, parts, and emergency maintenance repairs.
	C. Testing Agency Qualifications:  An independent agency, with the experience and capability to conduct the testing indicated, that is a member company of the InterNational Electrical Testing Association or is a nationally recognized testing laborator...
	1. Testing Agency's Field Supervisor:  Person currently certified by the InterNational Electrical Testing Association or the National Institute for Certification in Engineering Technologies to supervise on-site testing specified in Part 3.

	D. Source Limitations:  Obtain packaged generator sets and auxiliary components through one source from a single manufacturer.
	E. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for intended use.
	F. Comply with ASME B15.1.
	G. Comply with NFPA 37.
	H. Comply with NFPA 70.
	I. Comply with NFPA 110 requirements for Level 1 emergency power supply system.
	J. Comply with UL 2200.
	K. Engine Exhaust Emissions:  Comply with applicable state and local government requirements.
	L. Noise Emission:  Comply with applicable state and local government requirements for maximum noise level at adjacent property boundaries due to sound emitted by generator set including engine, engine exhaust, engine cooling-air intake and discharge,...

	1.09 PROJECT CONDITIONS
	A. Interruption of Existing Electrical Service:  Do not interrupt electrical service to facilities unless permitted under the following conditions and then only after arranging to provide temporary electrical service according to requirements indicated:
	1. Notify Construction Manager no fewer than two 14 days in advance of proposed interruption of electrical service.
	2. Do not proceed with interruption of electrical service without Construction Manager's written permission.

	B. Environmental Conditions:  Engine-generator system shall withstand the following environmental conditions without mechanical or electrical damage or degradation of performance capability:
	1. Ambient Temperature:  5 to 40 deg C.
	2. Relative Humidity:  0 to 95 percent.
	3. Altitude:  Sea level to 1000 feet.


	1.10 COORDINATION
	A. Coordinate size and location of concrete bases for package engine generators.  Cast anchor-bolt inserts into bases.  Concrete, reinforcement, and formwork requirements are specified with concrete.

	1.11 WARRANTY
	A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace components of packaged engine generators and associated auxiliary components that fail in materials or workmanship within specified warranty period.
	1. Warranty Period:  5 years from date of Substantial Completion.


	1.12 MAINTENANCE SERVICE
	A. Initial Maintenance Service:  Beginning at Substantial Completion, provide 12 months' full maintenance by skilled employees of manufacturer's designated service organization.  Include quarterly exercising to check for proper starting, load transfer...


	PART 2 -  PRODUCTS
	2.01 MANUFACTURERS
	A. Basis-of-Design Product:  Subject to compliance with requirements, provide Generac Power Systems Inc. 350kw .8pf generator or a comparable product by one of the following:
	1. Kohler Co.; Generator Division.
	2. Onan/Cummins Power Generation; Industrial Business Group.


	2.02 ENGINE-GENERATOR SET
	A. Factory-assembled and -tested, engine-generator set.
	B. Noise Emission: Comply with applicable state and local government requirements for maximum noise level at adjacent property boundaries due to sound emitted by generator set including engine, engine exhaust, engine cooling-air intake and discharge, ...
	C. Engine Exhaust Emissions: Comply with EPA Tier 2 requirements and applicable state and local government requirements
	D. Mounting Frame:  Maintain alignment of mounted components without depending on concrete foundation; and have lifting attachments.
	1. Rigging Diagram:  Inscribed on metal plate permanently attached to mounting frame to indicate location and lifting capacity of each lifting attachment and generator-set center of gravity.

	E. Capacities and Characteristics:
	1. Power Output Ratings:  Nominal ratings as indicated, with capacity as required to operate as a unit as evidenced by records of prototype testing.
	2. Output Connections:  Three-phase, four wire.
	3. Nameplates:  For each major system component to identify manufacturer's name and address, and model and serial number of component.

	F. Generator-Set Performance:
	1. Steady-State Voltage Operational Bandwidth:  3 percent of rated output voltage from no load to full load.
	2. Transient Voltage Performance:  Not more than 20 percent variation for 50 percent step-load increase or decrease.  Voltage shall recover and remain within the steady-state operating band within three seconds.
	3. Steady-State Frequency Operational Bandwidth:  0.5 percent of rated frequency from no load to full load.
	4. Steady-State Frequency Stability:  When system is operating at any constant load within the rated load, there shall be no random speed variations outside the steady-state operational band and no hunting or surging of speed.
	5. Transient Frequency Performance:  Less than 5 percent variation for 50 percent step-load increase or decrease.  Frequency shall recover and remain within the steady-state operating band within five seconds.
	6. Output Waveform:  At no load, harmonic content measured line to line or line to neutral shall not exceed 5 percent total and 3 percent for single harmonics.  Telephone influence factor, determined according to NEMA MG 1, shall not exceed 50 percent.
	7. Sustained Short-Circuit Current:  For a 3-phase, bolted short circuit at system output terminals, system shall supply a minimum of 250 percent of rated full-load current for not less than 10 seconds and then clear the fault automatically, without d...
	8. Start Time:  Comply with NFPA 110, Type 10, system requirements.


	2.03 ENGINE
	A. Fuel:  Fuel oil, Grade DF-2.
	B. Rated Engine Speed:  1800 rpm.
	C. Maximum Piston Speed for Four-Cycle Engines:  2250 fpm.
	D. Lubrication System:  The following items are mounted on engine or skid:
	1. Filter and Strainer:  Rated to remove 90 percent of particles 5 micrometers and smaller while passing full flow.
	2. Thermostatic Control Valve:  Control flow in system to maintain optimum oil temperature.  Unit shall be capable of full flow and is designed to be fail-safe.
	3. Crankcase Drain:  Arranged for complete gravity drainage to an easily removable container with no disassembly and without use of pumps, siphons, special tools, or appliances.

	E. Engine Fuel System:
	1. Main Fuel Pump:  Mounted on engine.  Pump ensures adequate primary fuel flow under starting and load conditions.
	2. Relief-Bypass Valve:  Automatically regulates pressure in fuel line and returns excess fuel to source.

	F. Coolant Jacket Heater:  Electric-immersion type, factory installed in coolant jacket system.  Comply with NFPA 110 requirements for Level 1 equipment for heater capacity.
	G. Governor:  Mechanical.
	H. Cooling System:  Closed loop, liquid cooled, with radiator factory mounted on engine-generator-set mounting frame and integral engine-driven coolant pump.
	1. Coolant:  Solution of 50 percent ethylene-glycol-based antifreeze and 50 percent water, with anticorrosion additives as recommended by engine manufacturer.
	2. Size of Radiator:  Adequate to contain expansion of total system coolant from cold start to 110 percent load condition.
	3. Expansion Tank:  Constructed of welded steel plate and rated to withstand maximum closed-loop coolant system pressure for engine used.  Equip with gage glass and petcock.
	4. Temperature Control:  Self-contained, thermostatic-control valve modulates coolant flow automatically to maintain optimum constant coolant temperature as recommended by engine manufacturer.
	5. Coolant Hose:  Flexible assembly with inside surface of nonporous rubber and outer covering of aging-, ultraviolet-, and abrasion-resistant fabric.
	a. Rating:  50-psig maximum working pressure with coolant at 180 deg F, and noncollapsible under vacuum.
	b. End Fittings:  Flanges or steel pipe nipples with clamps to suit piping and equipment connections.


	I. Muffler/Silencer:  Critical type, sized as recommended by engine manufacturer and selected with exhaust piping system to not exceed engine manufacturer's engine backpressure requirements.
	1. Minimum sound attenuation of 25 dB at 500 Hz.
	2. Sound level measured at a distance of 10 feet from exhaust discharge after installation is complete shall be 85 dBA or less.

	J. Air-Intake Filter:  Standard-duty, engine-mounted air cleaner with replaceable dry-filter element and "blocked filter" indicator.
	K. Starting System:  24-V electric, with negative ground.
	1. Components:  Sized so they will not be damaged during a full engine-cranking cycle with ambient temperature at maximum specified in Part 1 "Project Conditions" Article.
	2. Cranking Motor:  Heavy-duty unit that automatically engages and releases from engine flywheel without binding.
	3. Cranking Cycle:  As required by NFPA 110 for system level specified.
	4. Battery:  Adequate capacity within ambient temperature range specified in Part 1 "Project Conditions" Article to provide specified cranking cycle at least three times without recharging.
	5. Battery Cable:  Size as recommended by engine manufacturer for cable length indicated.  Include required interconnecting conductors and connection accessories.
	6. Battery Compartment:  Factory fabricated of metal with acid-resistant finish and thermal insulation.  Thermostatically controlled heater shall be arranged to maintain battery above 10 deg C regardless of external ambient temperature within range sp...
	7. Battery-Charging Alternator:  Factory mounted on engine with solid-state voltage regulation and 35-A minimum continuous rating.
	8. Battery Charger:  Current-limiting, automatic-equalizing and float-charging type.  Unit shall comply with UL 1236 and include the following features:
	a. Operation:  Equalizing-charging rate of 10 A shall be initiated automatically after battery has lost charge until an adjustable equalizing voltage is achieved at battery terminals.  Unit shall then be automatically switched to a lower float-chargin...
	b. Automatic Temperature Compensation:  Adjust float and equalize voltages for variations in ambient temperature from minus 40 deg C to plus 60 deg C to prevent overcharging at high temperatures and undercharging at low temperatures.
	c. Automatic Voltage Regulation:  Maintain constant output voltage regardless of input voltage variations up to plus or minus 10 percent.
	d. Ammeter and Voltmeter:  Flush mounted in door.  Meters shall indicate charging rates.
	e. Safety Functions:  Sense abnormally low battery voltage and close contacts providing low battery voltage indication on control and monitoring panel.  Sense high battery voltage and loss of ac input or dc output of battery charger.  Either condition...
	f. Enclosure and Mounting:  NEMA 250, Type 1, wall-mounted cabinet.



	2.04 FUEL OIL STORAGE
	A. Comply with NFPA 30.
	B. Base-Mounted Fuel Oil Tank:  Factory installed and piped, complying with UL 142 fuel oil tank.  Features include the following:
	1. Tank level indicator.
	3. Capacity:  Fuel for 16 hours' continuous operation at 100 percent rated power output.
	4. Vandal-resistant fill cap.
	5. Containment Provisions:  Double wall UL 142 listed. Comply with requirements of authorities having jurisdiction.


	2.05 CONTROL AND MONITORING
	A. Automatic Starting System Sequence of Operation:  When mode-selector switch on the control and monitoring panel is in the automatic position, remote-control contacts in one or more separate automatic transfer switches initiate starting and stopping...
	B. Configuration:  Operating and safety indications, protective devices, basic system controls, and engine gages shall be grouped in a common control and monitoring panel mounted on the generator set.  Mounting method shall isolate the control panel f...
	C. Indicating and Protective Devices and Controls:  As required by NFPA 110 for Level 1 system, and the following:
	1. AC voltmeter.
	2. AC ammeter.
	3. AC frequency meter.
	4. DC voltmeter (alternator battery charging).
	5. Engine-coolant temperature gage.
	6. Engine lubricating-oil pressure gage.
	7. Running-time meter.
	8. Ammeter-voltmeter, phase-selector switch(es).
	9. Generator-voltage adjusting rheostat.
	10. Fuel tank derangement alarm.
	11. Fuel tank high-level shutdown of fuel supply alarm.
	12. Generator overload.

	D. Supporting Items:  Include sensors, transducers, terminals, relays, and other devices and include wiring required to support specified items.  Locate sensors and other supporting items on engine or generator, unless otherwise indicated.
	E. Connection to Data Link:  A separate terminal block, factory wired to Form C dry contacts, for each alarm and status indication is reserved for connections for remote monitoring of indications to building management system.
	F. Common Remote Audible Alarm:  Comply with NFPA 110 requirements for Level 1 systems.  Include necessary contacts and terminals in control and monitoring panel.
	1. Overcrank shutdown.
	2. Coolant low-temperature alarm.
	3. Control switch not in auto position.
	4. Battery-charger malfunction alarm.
	5. Battery low-voltage alarm.

	G. Remote Alarm Annunciator:  Comply with NFPA 99.  An LED labeled with proper alarm conditions shall identify each alarm event and a common audible signal shall sound for each alarm condition.  Silencing switch in face of panel shall silence signal w...
	1. Provide (1) four remote alarm annunciators.  Location for annunciator shall be as follows:
	a. Security Office in building adjacent to fire alarm remote annunciator.


	H. Remote Emergency-Stop Switch:  Flush; wall mounted, unless otherwise indicated; and labeled.  Push button shall be protected from accidental operation.
	1. Locate emergency stop switch at loading dock across from the generator.


	2.06 GENERATOR OVERCURRENT AND FAULT PROTECTION
	A. Generator Circuit Breaker:  Molded-case, thermal-magnetic type; 100 percent rated; complying with NEMA AB 1 and UL 489.
	1. Tripping Characteristic:  Designed specifically for generator protection.
	2. Trip Rating:  Matched to generator rating.
	3. Shunt Trip:  Connected to trip breaker when generator set is shut down by other protective devices.
	4. Mounting:  Adjacent to or integrated with control and monitoring panel.


	2.07 GENERATOR, EXCITER, AND VOLTAGE REGULATOR
	A. Comply with NEMA MG 1.
	B. Drive:  Generator shaft shall be directly connected to engine shaft.  Exciter shall be rotated integrally with generator rotor.
	C. Electrical Insulation:  Class H or Class F.
	D. Stator-Winding Leads:  Brought out to terminal box to permit future reconnection for other voltages if required.
	E. Construction shall prevent mechanical, electrical, and thermal damage due to vibration, overspeed up to 125 percent of rating, and heat during operation at 110 percent of rated capacity.
	F. Enclosure:  Dripproof.
	G. Voltage Regulator:  Solid-state type, separate from exciter, providing performance as specified.
	1. Adjusting rheostat on control and monitoring panel shall provide plus or minus 5 percent adjustment of output-voltage operating band.

	H. Windings:  Two-thirds pitch stator winding and fully linked amortisseur winding.
	I. Subtransient Reactance:  12 percent, maximum.

	2.08 OUTDOOR GENERATOR-SET ENCLOSURE
	A. Description: Vandal-resistant, sound-attenuating, weatherproof steel housing, wind resistant up to 100 mph (160 km/h). Multiple panels shall be lockable and provide adequate access to components requiring maintenance. Panels shall be removable by o...
	B. Description: Prefabricated or pre-engineered galvanized-steel-clad, integral structural-steel-framed, Level 2 sound enclosure (75dBA at 23ft.), erected on concrete foundation.
	1. Structural Design and Anchorage: Comply with ASCE 7 for wind loads up to 100 mph (160 km/h).
	2. Seismic Design: Comply with seismic requirements in Section 260548.16 "Seismic Controls for Electrical Systems."
	3. Hinged Doors: With padlocking provisions.
	4. Space Heater: Thermostatically controlled and sized to prevent condensation.
	5. Thermal Insulation: Manufacturer's standard materials and thickness selected in coordination with space heater to maintain winter interior temperature within operating limits required by engine-generator-set components.
	6. Muffler Location:  Within enclosure.

	C. Engine Cooling Airflow through Enclosure: Maintain temperature rise of system components within required limits when unit operates at 110 percent of rated load for 2 hours with ambient temperature at top of range specified in system service conditi...
	1. Louvers: Fixed-engine, cooling-air inlet and discharge. Storm-proof and drainable louvers prevent entry of rain and snow.
	2. Automatic Dampers: At engine cooling-air inlet and discharge. Dampers shall be closed to reduce enclosure heat loss in cold weather when unit is not operating.
	3. Housing shall be equipped with vertical air discharge scoop.
	4. Ventilation: Provide temperature-controlled exhaust fan interlocked to prevent operation when engine is running.


	2.09 VIBRATION ISOLATION DEVICES
	A. Restrained Spring Isolators:  Freestanding, steel, open-spring isolators with seismic restraint.
	1. Housing:  Steel with resilient vertical-limit stops to prevent spring extension due to wind loads or if weight is removed; factory-drilled baseplate bonded to 1/4-inch- thick, elastomeric isolator pad attached to baseplate underside; and adjustable...
	2. Outside Spring Diameter:  Not less than 80 percent of compressed height of the spring at rated load.
	3. Minimum Additional Travel:  50 percent of required deflection at rated load.
	4. Lateral Stiffness:  More than 80 percent of rated vertical stiffness.
	5. Overload Capacity:  Support 200 percent of rated load, fully compressed, without deformation or failure.


	2.10 FINISHES
	A. Indoor and Outdoor Enclosures and Components:  Manufacturer's standard finish over corrosion-resistant pretreatment and compatible primer.

	2.11 SOURCE QUALITY CONTROL
	A. Prototype Testing:  Factory test engine-generator set using same engine model, constructed of identical or equivalent components and equipped with identical or equivalent accessories.
	1. Tests:  Comply with NFPA 110, Level 1 Energy Converters and with IEEE 115.

	B. Project-Specific Equipment Tests:  Before shipment, factory test engine-generator set and other system components and accessories manufactured specifically for this Project.  Perform tests at rated load and power factor.  Include the following tests:
	1. Test components and accessories furnished with installed unit that are not identical to those on tested prototype to demonstrate compatibility and reliability.
	2. Full load run.
	3. Maximum power.
	4. Voltage regulation.
	5. Transient and steady-state governing.
	6. Single-step load pickup.
	7. Safety shutdown.
	8. Report factory test results within 10 days of completion of test.



	PART 3 -  EXECUTION
	3.01 EXAMINATION
	A. Examine areas, equipment bases, and conditions, with Installer present, for compliance with requirements for installation and other conditions affecting packaged engine-generator performance.
	B. Examine roughing-in of piping systems and electrical connections.  Verify actual locations of connections before packaged engine-generator installation.
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.02 INSTALLATION
	A. Comply with packaged engine-generator manufacturers' written installation and alignment instructions and with NFPA 110.
	B. Install packaged engine generator to provide access, without removing connections or accessories, for periodic maintenance.
	C. Install packaged engine generator with restrained spring isolators having a minimum deflection of 1 inch on concrete base.  Secure sets to anchor bolts installed in concrete bases.  Concrete base construction is specified in Section 26 05 48 "Vibra...
	D. Install Schedule 40, black steel piping with welded joints and connect to engine muffler.    Piping shall be same diameter as muffler outlet.  Flexible connectors and steel piping materials and installation requirements are specified in Section 23 ...
	1. Install condensate drain piping to muffler drain outlet full size of drain connection with a shutoff valve, stainless-steel flexible connector, and Schedule 40, black steel pipe with welded joints.  Flexible connectors and piping materials and inst...

	E. Electrical Wiring:  Install electrical devices furnished by equipment manufacturers but not specified to be factory mounted.

	3.03 CONNECTIONS
	A. Piping installation requirements are specified in other Sections.  Drawings indicate general arrangement of piping and specialties.
	B. Connect fuel, cooling-system, and exhaust-system piping adjacent to packaged engine generator to allow service and maintenance.
	C. Connect engine exhaust pipe to engine with flexible connector.
	D. Connect fuel piping to engines with a gate valve and union and flexible connector.
	E. Ground equipment according to NEC.

	3.04 IDENTIFICATION
	A. Identify system components according to Section 26 05 53 "Identification for Electrical Systems."

	3.05 FIELD QUALITY CONTROL
	A. Testing Agency:  Engage a qualified testing agency to perform tests and inspections and prepare test reports.
	B. Manufacturer's Field Service:  Engage a factory-authorized service representative to inspect, test, and adjust components, assemblies, and equipment installations, including connections.  Report results in writing.
	C. Perform tests and inspections and prepare test reports.
	1. Manufacturer's Field Service:  Engage a factory-authorized service representative to inspect components, assemblies, and equipment installations, including connections, and to assist in testing.

	D. Tests and Inspections:
	1. Perform tests recommended by manufacturer and each electrical test and visual and mechanical inspection for "AC Generators and for Emergency Systems" specified in NETA Acceptance Testing Specification.  Certify compliance with test parameters.
	2. NFPA 110 Acceptance Tests:  Perform tests required by NFPA 110 that are additional to those specified here including, but not limited to, single-step full-load pickup test.
	3. Battery Tests:  Equalize charging of battery cells according to manufacturer's written instructions.  Record individual cell voltages.
	a. Measure charging voltage and voltages between available battery terminals for full-charging and float-charging conditions.  Check electrolyte level and specific gravity under both conditions.
	b. Test for contact integrity of all connectors.  Perform an integrity load test and a capacity load test for the battery.
	c. Verify acceptance of charge for each element of the battery after discharge.
	d. Verify that measurements are within manufacturer's specifications.

	4. Battery-Charger Tests:  Verify specified rates of charge for both equalizing and float-charging conditions.
	5. System Integrity Tests:  Methodically verify proper installation, connection, and integrity of each element of engine-generator system before and during system operation.  Check for air, exhaust, and fluid leaks.
	6. Exhaust-System Back-Pressure Test:  Use a manometer with a scale exceeding 40-inch wg.  Connect to exhaust line close to engine exhaust manifold.  Verify that back pressure at full-rated load is within manufacturer's written allowable limits for th...
	7. Exhaust Emissions Test:  Comply with applicable government test criteria.
	8. Voltage and Frequency Transient Stability Tests:  Use recording oscilloscope to measure voltage and frequency transients for 50 and 100 percent step-load increases and decreases, and verify that performance is as specified.
	9. Harmonic-Content Tests:  Measure harmonic content of output voltage under 25 percent and at 100 percent of rated linear load.  Verify that harmonic content is within specified limits.
	10. Noise Level Tests:  Measure A-weighted level of noise emanating from generator-set installation, including engine exhaust and cooling-air intake and discharge, at four locations on the property line, and compare measured levels with required values.

	E. Coordinate tests with tests for transfer switches and run them concurrently.
	F. Test instruments shall have been calibrated within the last 12 months, traceable to standards of NIST, and adequate for making positive observation of test results.  Make calibration records available for examination on request.
	G. Leak Test:  After installation, charge system and test for leaks.  Repair leaks and retest until no leaks exist.
	H. Operational Test:  After electrical circuitry has been energized, start units to confirm proper motor rotation and unit operation.
	I. Test and adjust controls and safeties.  Replace damaged and malfunctioning controls and equipment.
	J. Remove and replace malfunctioning units and retest as specified above.
	K. Retest:  Correct deficiencies identified by tests and observations and retest until specified requirements are met.
	L. Report results of tests and inspections in writing.  Record adjustable relay settings and measured insulation resistances, time delays, and other values and observations.  Attach a label or tag to each tested component indicating satisfactory compl...
	M. Infrared Scanning:  After Substantial Completion, but not more than 60 days after Final Acceptance, perform an infrared scan of each power wiring termination and each bus connection.  Remove all access panels so terminations and connections are acc...
	1. Follow-up Infrared Scanning:  Perform an additional follow-up infrared scan 11 months after date of Substantial Completion.
	2. Instrument:  Use an infrared scanning device designed to measure temperature or to detect significant deviations from normal values.  Provide calibration record for device.
	3. Record of Infrared Scanning:  Prepare a certified report that identifies terminations and connections checked and that describes scanning results.  Include notation of deficiencies detected, remedial action taken, and observations after remedial ac...


	3.06 DEMONSTRATION
	A. Engage a factory-authorized service representative to train Owner's maintenance personnel to adjust, operate, and maintain packaged engine generators.  Refer to Section 01 77 00 "Closeout Procedures."
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	PART 1 -  GENERAL
	1.01 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.02 SUMMARY
	A. Section includes transfer switches rated 600 V and less, including the following:
	1. Automatic transfer switches.


	1.03 ACTION SUBMITTALS
	A. Product Data:  For each type of product indicated.  Include rated capacities, weights, operating characteristics, furnished specialties, and accessories.
	B. Shop Drawings:  Dimensioned plans, elevations, sections, and details showing minimum clearances, conductor entry provisions, gutter space, installed features and devices, and material lists for each switch specified.
	1. Single-Line Diagram:  Show connections between transfer switch, power sources, and load.


	1.04 INFORMATIONAL SUBMITTALS
	A. Manufacturer Seismic Qualification Certification:  Submit certification that transfer switches accessories, and components will withstand seismic forces defined in Section 26 05 48 "Vibration and Seismic Controls for Electrical Systems." Include th...
	1. Basis for Certification:  Indicate whether withstand certification is based on actual test of assembled components or on calculation.
	a. The term "withstand" means "the unit will remain in place without separation of any parts from the device when subjected to the seismic forces specified."

	2. Dimensioned Outline Drawings of Equipment Unit:  Identify center of gravity and locate and describe mounting and anchorage provisions.
	3. Detailed description of equipment anchorage devices on which the certification is based and their installation requirements.

	B. Field quality-control reports.

	1.05 CLOSEOUT SUBMITTALS
	A. Operation and Maintenance Data:  For each type of product to include in emergency, operation, and maintenance manuals.  In addition to items specified in Section 01 78 23 "Operation and Maintenance Data," include the following:
	1. Features and operating sequences, both automatic and manual.
	2. List of all factory settings of relays; provide relay-setting and calibration instructions, including software, where applicable.


	1.06 QUALITY ASSURANCE
	A. Manufacturer Qualifications:  Maintain a service center capable of providing training, parts, and emergency maintenance repairs within a response period of less than eight hours from time of notification.
	B. If an independent testing agency is required, see Section 014000 "Quality Requirements" for general testing and inspecting agency qualification requirements.  If additional control is needed, use first paragraph below to specify 29 CFR 1910.7 or ot...
	C. Source Limitations:  Obtain automatic transfer switches through one source from a single manufacturer.
	D. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	E. Comply with NEMA ICS 1.
	F. Comply with NFPA 70.
	G. Comply with NFPA 99.
	H. Comply with NFPA 110.
	I. Comply with UL 1008 unless requirements of these Specifications are stricter.

	1.07 FIELD CONDITIONS
	A. Interruption of Existing Electrical Service:  Do not interrupt electrical service to facilities occupied by  others unless permitted under the following conditions and then only after arranging to provide temporary electrical service:
	1. Notify Construction Manager no fewer than 14 days in advance of proposed interruption of electrical service.
	2. Do not proceed with interruption of electrical service without Construction Manager's written permission.


	1.08 COORDINATION
	A. Coordinate size and location of concrete bases.  Cast anchor-bolt inserts into bases.  Concrete, reinforcement, and formwork requirements are specified in Section 03 30 00 "Cast-in-Place Concrete."


	PART 2 -  PRODUCTS
	2.01 MANUFACTURED UNITS
	A. Contactor Transfer Switches:
	1. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	a. Emerson; ASCO Power Technologies, LP.
	b. Generac Power Systems, Inc.
	c. GE Zenith Controls.
	d. Onan/Cummins Power Generation; Industrial Business Group.
	e. Russelectric, Inc.



	2.02 GENERAL TRANSFER-SWITCH PRODUCT REQUIREMENTS
	A. Indicated Current Ratings:  Apply as defined in UL 1008 for continuous loading and total system transfer, including tungsten filament lamp loads not exceeding 30 percent of switch ampere rating, unless otherwise indicated.
	B. Tested Fault-Current Closing and Withstand Ratings:  Adequate for duty imposed by protective devices at installation locations in Project under the fault conditions indicated, based on testing according to UL 1008.
	C. Solid-State Controls:  Repetitive accuracy of all settings shall be plus or minus 2 percent or better over an operating temperature range of minus 20 to plus 70 deg C.
	D. Resistance to Damage by Voltage Transients:  Components shall meet or exceed voltage-surge withstand capability requirements when tested according to IEEE C62.41.  Components shall meet or exceed voltage-impulse withstand test of NEMA ICS 1.
	E. Electrical Operation:  Accomplish by a nonfused, momentarily energized solenoid or electric-motor-operated mechanism, mechanically and electrically interlocked in both directions.
	F. Switch Characteristics:  Designed for continuous-duty repetitive transfer of full-rated current between active power sources.
	1. Switch Action:  Double throw; mechanically held in both directions.
	2. Contacts:  Silver composition or silver alloy for load-current switching.  Conventional automatic transfer-switch units, rated 225 A and higher, shall have separate arcing contacts.

	G. Neutral Switching.  Where four-pole switches are indicated, provide neutral pole switched simultaneously with phase poles.
	H. Battery Charger:  For generator starting batteries.
	1. Float type rated 10 A.
	2. Ammeter to display charging current.
	3. Fused ac inputs and dc outputs.

	I. Annunciation, Control, and Programming Interface Components:  Devices at transfer switches for communicating with remote programming devices, annunciators, or annunciator and control panels shall have communication capability matched with remote de...
	J. Factory Wiring:  Train and bundle factory wiring and label, consistent with Shop Drawings, either by color-code or by numbered or lettered wire and cable tape markers at terminations.  Color-coding and wire and cable tape markers are specified in S...
	1. Designated Terminals:  Pressure type, suitable for types and sizes of field wiring indicated.
	2. Power-Terminal Arrangement and Field-Wiring Space:  Suitable for top, side, or bottom entrance of feeder conductors as indicated.
	3. Control Wiring:  Equipped with lugs suitable for connection to terminal strips.

	K. Enclosures:  General-purpose NEMA 250, Type 1, complying with NEMA ICS 6 and UL 508, unless otherwise indicated.

	2.03 AUTOMATIC TRANSFER SWITCHES
	A. Comply with Level 1 equipment according to NFPA 110.
	B. Switching Arrangement:  Double-throw type, incapable of pauses or intermediate position stops during normal functioning, unless otherwise indicated.
	C. Manual Switch Operation:  Under load, with door closed and with either or both sources energized.  Transfer time is same as for electrical operation.  Control circuit automatically disconnects from electrical operator during manual operation.
	D. Signal-Before-Transfer Contacts:  A set of normally open/normally closed dry contacts operates in advance of retransfer to normal source.  Interval is adjustable from 1 to 30 seconds.
	E. In-Phase Monitor:  Factory-wired, internal relay controls transfer so it occurs only when the two sources are synchronized in phase.  Relay compares phase relationship and frequency difference between normal and emergency sources and initiates tran...
	F. Automatic Transfer-Switch Features:
	1. Undervoltage Sensing for Each Phase of Normal Source:  Sense low phase-to-ground voltage on each phase.  Pickup voltage shall be adjustable from 85 to 100 percent of nominal, and dropout voltage is adjustable from 75 to 98 percent of pickup value. ...
	2. Adjustable Time Delay:  For override of normal-source voltage sensing to delay transfer and engine start signals.  Adjustable from zero to six seconds, and factory set for one second. In filed adjust AST2 to 4 seconds
	3. Voltage/Frequency Lockout Relay:  Prevent premature transfer to generator.  Pickup voltage shall be adjustable from 85 to 100 percent of nominal.  Factory set for pickup at 90 percent.  Pickup frequency shall be adjustable from 90 to 100 percent of...
	4. Time Delay for Retransfer to Normal Source:  Adjustable from 0 to 30 minutes, and factory set for 15 minutes to automatically defeat delay on loss of voltage or sustained undervoltage of emergency source, provided normal supply has been restored.
	5. Test Switch:  Simulate normal-source failure.
	6. Switch-Position Pilot Lights:  Indicate source to which load is connected.
	7. Source-Available Indicating Lights:  Supervise sources via transfer-switch normal- and emergency-source sensing circuits.
	a. Normal Power Supervision:  Green light with nameplate engraved "Normal Source Available."
	b. Emergency Power Supervision:  Red light with nameplate engraved "Emergency Source Available."

	8. Unassigned Auxiliary Contacts:  Two normally open, single-pole, double-throw contacts for each switch position, rated 10 A at 240-V ac.
	9. Transfer Override Switch:  Overrides automatic retransfer control so automatic transfer switch will remain connected to emergency power source regardless of condition of normal source.  Pilot light indicates override status.
	10. Engine Starting Contacts:  One isolated and normally closed, and one isolated and normally open; rated 10 A at 32-V dc minimum.
	11. Engine Shutdown Contacts:  Time delay adjustable from zero to five minutes, and factory set for five minutes.  Contacts shall initiate shutdown at remote engine-generator controls after retransfer of load to normal source.
	12. Engine-Generator Exerciser:  Required only in ATS1.  Solid-state, programmable-time switch starts engine generator and transfers load to it from normal source for a preset time, then retransfers and shuts down engine after a preset cool-down perio...
	a. Exerciser Transfer Selector Switch:  Permits selection of exercise with and without load transfer.
	b. Push-button programming control with digital display of settings.
	c. Integral battery operation of time switch when normal control power is not available.



	2.04 SOURCE QUALITY CONTROL
	A. Factory test and inspect components, assembled switches, and associated equipment.  Ensure proper operation.  Check transfer time and voltage, frequency, and time-delay settings for compliance with specified requirements.  Perform dielectric streng...


	PART 3 -  EXECUTION
	3.01 INSTALLATION
	A. Design each fastener and support to carry load indicated by seismic requirements and according to seismic-restraint details.  See Section 26 05 48 "Vibration and Seismic Controls for Electrical Systems."
	B. Floor-Mounting Switch:  Anchor to floor by bolting.
	1. Concrete Bases:  4 inches high, reinforced, with chamfered edges.  Extend base no more than 4 inches in all directions beyond the maximum dimensions of switch, unless otherwise indicated or unless required for seismic support.  Construct concrete b...

	C. Annunciator and Control Panel Mounting:  Flush in wall, unless otherwise indicated.
	D. Identify components according to Section 26 05 53 "Identification for Electrical Systems."
	E. Set field-adjustable intervals and delays, relays, and engine exerciser clock.

	3.02 CONNECTIONS
	A. Wiring to Remote Components:  Match type and number of cables and conductors to control and communication requirements of transfer switches as recommended by manufacturer.  Increase raceway sizes at no additional cost to  Owner if necessary to acco...
	B. Ground equipment according to NEC.
	C. Connect wiring according to Section 26 05 19 "Low-Voltage Electrical Power Conductors and Cables."

	3.03 FIELD QUALITY CONTROL
	A.
	B. Perform the following tests and inspections with the assistance of a factory-authorized service representative:
	1. After installing equipment and after electrical circuitry has been energized, test for compliance with requirements.
	2. Perform each visual and mechanical inspection and electrical test stated in NETA Acceptance Testing Specification.  Certify compliance with test parameters.
	3. Measure insulation resistance phase-to-phase and phase-to-ground with insulation-resistance tester.  Include external annunciation and control circuits.  Use test voltages and procedure recommended by manufacturer.  Comply with manufacturer's speci...
	a. Check for electrical continuity of circuits and for short circuits.
	b. Inspect for physical damage, proper installation and connection, and integrity of barriers, covers, and safety features.
	c. Verify that manual transfer warnings are properly placed.
	d. Perform manual transfer operation.

	4. After energizing circuits, demonstrate interlocking sequence and operational function for each switch at least three times.
	a. Simulate power failures of normal source to automatic transfer switches and of emergency source with normal source available.
	b. Simulate loss of phase-to-ground voltage for each phase of normal source.
	c. Verify time-delay settings.
	d. Verify pickup and dropout voltages by data readout or inspection of control settings.
	e. Test unit functional modes and related automatic transfer-switch operations.
	f. Verify proper sequence and correct timing of automatic engine starting, transfer time delay, retransfer time delay on restoration of normal power, and engine cool-down and shutdown.

	5. Ground-Fault Tests:  Coordinate with testing of ground-fault protective devices for power delivery from both sources.
	a. Verify grounding connections and locations and ratings of sensors.
	b.


	C. Coordinate tests with tests of generator and run them concurrently.
	D. Report results of tests and inspections in writing.  Record adjustable relay settings and measured insulation and contact resistances and time delays.  Attach a label or tag to each tested component indicating satisfactory completion of tests.
	E. Remove and replace malfunctioning units and retest as specified above.
	F. Prepare test and inspection reports.
	G. Infrared Scanning:  After Substantial Completion, but not more than 60 days after Final Acceptance, perform an infrared scan of each switch.  Remove all access panels so joints and connections are accessible to portable scanner.
	1. Follow-up Infrared Scanning:  Perform an additional follow-up infrared scan of each switch 11 months after date of Substantial Completion.
	2. Instrument:  Use an infrared scanning device designed to measure temperature or to detect significant deviations from normal values.  Provide calibration record for device.
	3. Record of Infrared Scanning:  Prepare a certified report that identifies switches checked and that describes scanning results.  Include notation of deficiencies detected, remedial action taken, and observations after remedial action.


	3.04 DEMONSTRATION
	A. Engage a factory-authorized service representative to train Owner's maintenance personnel to adjust, operate, and maintain transfer switches and related equipment as specified below.  Refer to Section 01 77 00 "Closeout Procedures"
	B. Coordinate this training with that for generator equipment.




